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Sufficient light-matter interactions are important for
waveguide-coupled graphene optoelectronic devices.
Subwavelength-diameter microfibers (MFs) with a
strong evanescent field are attractive for graphene inte-
gration in fiber optics system, which can be realized by
covering or wrapping a graphene sheet on a straight and
thin MF. However, it is challenging to handle such a
thin MF and graphene for sufficient length and strength
of interaction. Using an MF-based lab-on-a-rod tech-
nique, we present a platform for ultralong light—
graphene interaction and design graphene-integrated
helical MF devices. Using this approach, we experimen-
tally demonstrate polarization manipulation by wrap-
ping an MF on a rod pretreated with a graphene
sheet. The device can operate as not only a broadband
polarizer but also a high-Q single-polarization resonator
by tuning the geometry of MF coils. By specializing the
rod surface and coil geometry, we believe the platform
could contribute to advancing the research for more
graphene-MF-integrated devices including modulators

and photodetectors.  © 2014 Optical Society of America

OCIS codes: (060.2310) Fiber optics; (060.2340) Fiber optics compo-
nents; (060.2420) Fibers, polarization-maintaining; (060.2370) Fiber
optics sensors.
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Since the discovery of graphene, the optical properties of two-
dimensional Dirac fermions have been studied extensively
[1,2]. By utilizing properties such as linear optical absorption,
saturable absorption, and the tunability of chemical potential
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through doping or electrical gating, various broadband appli-
cations [3], such as modulators [4,5], photon detectors [6,7],
polarizers [8], and mode-lock lasers [9,10], have been realized.
Most practical applications require graphene to be integrated
with existing photonic technology to attain sufficient interac-
tion lengths between the graphene and optical field because the
interaction length is limited by the thickness of graphene for
normal incident light in conventional free-space optical sys-
tems. This integration can be readily achieved by transferring
and laminating graphene on top of waveguides [11]. In fiber
optics systems, side-polishing or flame-drawing techniques are
employed to obtain D-shaped fibers or microfibers (MFs)
[8,12], which provide an accessible evanescent field. In par-
ticular, MFs with a strong evanescent fields have attracted in-
creasing attention. Hybrid graphene—microfiber (GMF)
devices can be fabricated by covering or wrapping a graphene
sheet on a straight, thin MF [13]. However, it is still challeng-
ing to handle such a thin MF—graphene structure for sufficient
lengths and strengths of interaction. Here, relying on the
MF-based lab-on-a-rod technique, we present an alternative
approach to integrate GMF devices by wrapping an MF on
a graphene-coated rod, schematically shown in Fig. 1. Imple-
mentation of the approach is simple and efficient because the
process only involves coating a small piece of graphene onto a
rod. While maintaining a strong evanescent field, the GMF
interaction length can, in theory, be increased arbitrarily with
a helical structure of multicoils. Another unique advantage is
the possible formation of resonators with strong coupling be-
tween adjacent coils through adjustment of the spring pitches.
The approach provides new opportunities for elaboration of
stereco GMF-integrated devices. Various all-fiber graphene de-
vices are expected to be developed by employing such a flexible
platform; such devices include electrical or optical modulators,
photon detectors, and polarization controlling components
(PCCs). In this work, we show the platform’s application
to broadband polarization manipulation.
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Fig. 1. Schematic of a graphene-based MF in-line polarizer with a
two-coil structure. The rod’s diameter is hundreds of times larger than
that of the MF. The GMF interaction length can be extended nearly
indefinitely on a small piece of graphene by increasing the number of
helical turns. R, radius of the rod; r, radius of the MF; 6, angle between
the incident polarization direction and the x axis. Two sets of local co-
ordinates are shown, one at the input and the other in the middle. The
dominant component of the electric field for the even and odd modes is
polarized in the x and y directions, respectively.

Polarization behavior has a profound impact on the perfor-
mance of optical-fiber devices and systems [8,14]. To imple-
ment optical-fiber devices in practical applications, control
and manipulation of the polarization state of light is highly
desirable. All-fiber PCCs are more attractive because manipu-
lating free-space PCCs during collimating, aligning, and (re)
focusing is time consuming and labor intensive. However,
conventional-fiber PCCs have to be carefully kept as straight
as possible to prevent additional birefringence. This requires
splicing or connecting and careful assembly as well as align-
ment to achieve the desired optical performance. It is also
difficult to coil conventional-fiber PCCs well and form a
single-polarization microresonator. Moreover, miniaturization
of devices is important for large scale. One of the
apparent advantages of our device is the compact footprint
attributed to its coil configuration, which employs the stereo
structure. Recently, we demonstrated a broadband single-
polarization resonator based on a silver-film configuration
[15]. Here, we take one step forward by mating MF with a
2D graphene sheet, which interacts strongly with an in-plane
lightwave. Meanwhile, due to the unique dispersion property
of graphene, the stereo device in this Letter exhibits intriguing
results that are not likely to be expected in the silver-film de-
vices due to the tremendous difference in the fabrication
method and polarization behavior. In particular, the extinction
ratio (ER) is intensity dependent because of the special absorp-
tion properties of graphene.

In this study, a stereo GMF-integrated platform and the so-
called wrap-on-a-rod technique are used to enable the integra-
tion and miniaturization of multifunctional GMF PCCs. The
key to the technique lies in the graphene specialization of the
rod’s surface, which interacts strongly with the evanescent field
propagating outside the MF. By adjusting the neighboring
distance of the coils, a compact in-line polarizer or high-Q
single-polarization resonator can be obtained. This stereo
graphene-integrated resonator with unique 3D geometry elim-
inates the requirement of separate couplers, which makes the
resonator especially attractive for special applications, such as
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gyroscopes and current sensors. This preliminary work could
lay the foundation for future lab-on-a-rod GMF devices.

Figure 1 is a schematic of the GMF in-line polarizer (GMF-
IP) or GMF single-polarization resonator (GMF-SR). The
only difference between these lies in the distance (d, as labeled
in Fig. 1) between neighboring coils. To prevent the loss in-
duced by the relatively high-index rod (polymethyl methacry-
late or PMMA, diameter is ~2 mm), a thin layer of low-index
Teflon (Teflon AF 601S1-100-6, DuPont, tens of microme-
ters in thickness, index is ~1.31) was initially dip-coated on
the rod surface. A monolayer graphene sheet (ACS Material)
grown by chemical vapor deposition (CVD) was then mechan-
ically transferred onto the surface of the Teflon coating. The
length of the graphene sheet was carefully tailored so that it
could be wrapped around the rod such that the opposite edges
meet at the same line and do not overlap. Finally, an MF
(~3 pm in diameter) was tightly wrapped on the graphene
sheet supported by the rod.

The broken symmetry with respect to the local y = 0 plane
causes the nondegeneracy of the two fundamental modes in
this hybrid structure. Here, we define the mode with the dom-
inant electric field component in the x direction (E,.) as an even
mode because E, is symmetric to the mirror plane (x =0
plane, perpendicular to the local graphene plane). The other
mode, mainly polarized in the y direction, is considered an
odd mode. Because of the large evanescent field of the MF,
a fraction of the light field penetrates the ambient environ-
ment, including the graphene sheet. For intrinsic or slightly
doped graphene (|u| < hw/47z), an inter band transition
dominates the high-frequency dynamic conductivity within
the range from visible to infrared (IR) [3]. Thus, the existence
of the graphene sheet contributes to the losses in different
modes, causing the device to exhibit a contrasting ER.

We first studied the optical transmission properties of the
GMF-IP, in which a distance (tens of micrometers) was main-
tained between different coils of the MF to prevent mutual
coupling [16]. The ER was experimentally measured in the
near IR (NIR) range, from 1200 to 1650 nm. We chose this
range because many high-order modes appear below 1200 nm,
and the broadband light source (SuperK Versa, NKT) termi-
nates near 1650 nm. By incorporating a linear polarizer
followed by a half-wave plate between the source and the
device, the polarization state of the incident light can be con-
trolled by rotating the plate. As clearly shown in Fig. 2, maxi-
mum transmission is achieved at @ = 90°, in which case the
odd mode is excited, whereas minimum transmission occurs at
6 = 0°. The device with a one-coil structure (meaning that the
MEF is in contact with the graphene sheet over ~6.3 mm) gives
an ER of ~5 dB at 1310 nm and ~8 dB at 1550 nm. As the
operating wavelength increases, the ER increases; this phe-
nomenon will be explained below. To further increase ER,
a longer MF was employed to form a two-coil [Fig. 3(a)] or
multicoil structure. As expected, ER nearly doubled when
the contact between the MF and graphene was lengthened
to ~12.6 mm. We note a dip in the output spectrum around
1380 nm, which is possibly caused by the absorption loss of
the extra OH groups released during hydrogen flame heating
[17]. A control experiment was also performed on an MF
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Fig. 2. Output power as a function of @ at 1310 and 1550 nm for (a) a
one-coil structure and (b) a two-coil structure. The data were recorded by
rotating the half-wave plate in 7.5° increments. Wavelength-dependent
output power for (c) one-coil structure and (d) a two-coil structure. The

black (red) line represents the data at @ = 0° (90°).

wrapped on a rod pretreated only with Teflon coating, without
a graphene sheet. The results show no evident polarizing effect.

When adjacent coils of the MF are sufficiently close, they
form a high-Q resonator [18]. We carefully wrapped two MF
coils onto the graphene-coated rod with the help of a microscope
to ensure that the coils were close to each other, as illustrated
in Fig. 3(b). The transmission spectra of GMF-SR for two
orthogonal modes (even and odd) are shown in Fig. 4. They
clearly differ in output power because the modes suffer from dif-
ferent propagation losses. From Fig. 4(b), we find that around
the telecommunication wavelength of 1550 nm, the free spectral
range (FSR) and full width at half-maximum (FWHM) are ap-
proximately 0.23 nm and 0.08 nm, respectively, indicating that
the Q-factor approaches 2 x 104, The difference in output
power between the dips of the two modes is ~11 dB, from
which we conclude that the device could work as a single-polari-
zation resonator. In this manner, mutual coupling between dif-
ferent modes could be well suppressed, which is especially
attractive for certain specialized applications such as gyroscopes
and current sensors. This functionality cannot be realized in a
one-dimensional fiber system. The ER could be further im-
proved if the MFs are drawn into even thinner structures.

To confirm the experimental results, we theoretically ana-
lyzed the mode losses. In our simulations, the ultrathin gra-
phene sheet was treated as a 1-nm-thick dielectric layer.
The relative permittivity of graphene was obtained using the

Fig. 3. (a) Optical microscope image of a two-coil MF wrapped on a
rod pretreated with Teflon coating and a graphene sheet. (b) Scanning
electron microscope image of two coils close to each other.
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Fig. 4. (a) Transmission spectrum of the graphene-based resonator for

two orthogonal modes. (b) Detailed expansion of the spectrum at around
1550 nm.

relation € = 1 + io/gywd, where o is the dynamical conduc-
tivity determined from the Kubo formula, & is the permittivity
of vacuum, and @ is the operating frequency [3]. The theo-
retical ER was obtained via (eyen — @oqd)Lmp> with @
(i = even or odd) being the attenuation constant of each mode
and Ly being the length of the MF in contact with the gra-
phene sheet. a; can be readily obtained from the imaginary
part of the propagation constants solved by the finite element
method. Figure 5(a) displays the results of ER versus operating
wavelength for GMF-IP. The trend of the experimental results

—_
0
=
(¥
=

Experimental
—— Theoretical

I e [
wn ® _
T T

Extinction Ratio (dB)
P
S

1200 1300 1400 1500 1600
Wavelength (nm)

even mode|
odd mode

(x10)
- DN
wm <o

Myraphene

p—
>
T

5
10200 1500 14‘00 1500 1600 1700
Wavelength (nm)

Fig. 5. (a) Experimental and theoretical results of ER for GMF-IP.
(b) Calculated time-averaged power flow ratio for power carried by

the graphene sheet as a function of wavelength.




