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Abstract
Pedestrian overflow causes queuing delay and in turn, is controlled by the capacity of a

facility. Flow control or blocking control takes action to avoid queues from building up to

extreme values. Thus, in this paper, the problem of pedestrian flow control in open outdoor

walking facilities in equilibrium condition is investigated using M/M/c/K queuing models.

State dependent service rate based on speed and density relationship is utilized. The effec-

tive rate of the Poisson arrival process to the facility is determined so as there is no overflow

of pedestrians. In addition, the use of the state dependent queuing models to the design of

the facilities and the effect of pedestrian personal capacity on the design and the traffic con-

gestion are discussed. The study does not validate the sustainability of adaptation of West-

ern design codes for the pedestrian facilities in the countries like Bangladesh.

Introduction
Flow control is one of the common means to ensure proper quality of service with limited facil-
ities in transportation and communication industry. An efficient flow control approach is the
one that adjusts the input flow based on the appropriate operating characteristics to provide
optimum performances. Therefore, the real factors that have significant influences on the oper-
ating characteristics and the performances should be incorporated as much as possible in the
flow control approach. The incorporation and the assessment of influences are usually done by
using an analytical model. However, the opportunity to find an appropriate analytical tool is
very limited as few real-world situations conform to the requisite assumptions. This causes it
difficult for operators to sharply respond to the changes in traffic conditions and for planners
to provide effective design for the capacity of the facilities in transportation and communica-
tion industry.

The pedestrian mode is a transportation mode that enables people to travel the areas where
vehicles are restricted to access or are not desired for safety and environmental motivation. In
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addition, the utilization of such transportation mode lessens the use of energy resources, and
increases physical fitness of people. The Central Business District (CBD) of a city is ideally
suited for the provision of efficient pedestrian networks, although in such area the intermixing
of pedestrians and vehicle traffic is a common phenomenon. Thus, in addition to setting up
new pedestrian facilities, pedestrian flows should be properly controlled to enhance walking
environment, mitigate environmental pollution, and reduce the number of victims due to traf-
fic fatalities in the CBD. The pedestrian facilities in CBD areas should not turn into bottle-
necks/ high congestions. On the other hand, although the increment of capacity (additional
line) eases the pedestrian jam, the necessity of additional line on the valuable land in CBD
should be justified against the monetary cost and based on how the users rank delays due to
congestion [1]. Braess[2] noticed that, in the congested traffic condition, addition of line to the
capacity leads to an increase in the average travel time for everyone. This is because self-serving
individuals cannot refrain themselves from utilizing the additional capacity, even though such
utilization leads to deterioration in the average travel time. Thus, one way to avoid the bottle-
necks is to control the flow based on the local pedestrian flow characteristics [3,4] and to design
the pedestrian facilities according to their demand for flow. The pedestrian flows and facilities
should also be analysed with an appropriate analytical tool that can incorporate important
determinants and functional factors. However, there are a small number of researches that
have devoted to control the pedestrian flow as well as the capacity based design of pedestrian
facilities.Hu, Jiang, Zhu, & Chen [5] has established the quantitative relationship between LOS
and metro station corridor width based on PH/PH(n)/C/C, where, PH denotes the phase-type
distribution.Yuhaski& Smith [6] and Mitchell & MacGregor Smith [7] presented comprehen-
sive analyses of pedestrian facilities and developed an analytical approximation methodology
based on M/G/C/C state dependent queuing models to compute certain performance measures
for pedestrian flows and the design of facilities. However, to overcome some limitations and to
incorporate some important determinants and functional factors, as mentioned in the next sec-
tion and thereafter, in this study we will use the M/M/c/K state-dependent queuing models to
control pedestrian flows and capacity based design of pedestrian facilities in open outdoor
walking environment e.g. sidewalks. Thus the main novelty of the proposed methodology is to
make the use of realistic relationships among pedestrian traffic flow variables to control pedes-
trian flows and the design of sidewalk facilities. The studies on pedestrian movements can be
categorized as microscopic and macroscopic models [4]. Microscopic models include agent-
based [8], cellular based [9], and lattice gas model based [10] simulation models. Queuing the-
ory based models can be viewed as macroscopic models[11].

The rest of the paper is organized in the following manner. The reasons for using M/M/c/K
state dependent queuing models and the pedestrian speed model that can represent the state
dependent services on sidewalks are presented in Section 2. The background to the use and
development of the M/M/c/K state-dependent pedestrian flow control model to analyze a sin-
gle link of a network of sidewalks is provided in Section 3, which could be extended to analyse
pedestrian flows through the network. Section 4 presents some sensitivity analysis to show how
the developed M/M/c/K state-dependent flow control model can be used in avoiding bottle-
necks and in the planning and design/sizing of pedestrian sidewalk facilities. The paper ends
with conclusions.

Queuing and Congestion Models for Sidewalks
Crowd on the sidewalks in a CBD sometimes brings the pedestrian movements to a standstill.
In such situations, a pedestrian could not freshly join the queue on the facility because the facil-
ity is already at the capacity (i.e. balk). Balking is not only a common phenomenon in the
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pedestrian movements, but it is also frequently observed in vehicle traffic, machine repair mod-
els etc. Haight [12] initialized the concept of balking for an M/M/1 queue. The time-dependent
solution for an M/M/1 queue with balking has been provided by Kumar, Parthasarathy, &Shar-
afali[13]. An extension of the M/M/1 queuing process with a spatial structure and excluded-
volume effect has been introduced by Arita[14]. In 1917 Danish mathematician A K Erlang
gave a formula for loss and waiting time based on M/M/s/s system, which was soon used by
many telephone companies in different countries [15,16]. The loss formula is known as
Erlang’s B formula, where B stands for blocking, and can be used for estimating the probability
of balking in telephone, cable etc. This loss formula has also been used by Yuhaski& Smith [6]
and Mitchell & MacGregor Smith [7] in the performance measures and the planning of pedes-
trian facilities and networks. However, the following reasons have stimulated to adopt the M/
M/c/K system based queuing models rather than M/G/C/C queuing models for the design and
analysis of pedestrian networks in open outdoor walking facilities:

1. The M/G/C/C state dependent queuing models consider that the queue consists entirely of
the walking facility without any buffer space. Such consideration may be applicable in an
emergency evacuation from a building or in circuit switching. However, it is not reasonable
for the uninterrupted and moving pedestrians in an open outdoor walking facility/
sidewalk.

2. The waiting/lingering time, and the lateral spacing required for the movements of a pedes-
trian on a walking facility are not explicitly reflected in the formulation of the corresponding
congestion models.

3. The congestion models for M/G/C/C state-dependent queuing models do not support the
observation of Polus, Schofer, & Ushpiz[17], that is to say, up to the densities of about 0.6
ped./m2 the free flow condition remains valid on sidewalk facilities.

The M/M/s system based congestion models as derived in Eq 1 based on the model devel-
oped by Rahman et al. [18] (which has been empirically validated based on the data on the
pedestrian characteristics on some sidewalks in Dhaka, Bangladesh), and M/M/c/K state-
dependent pedestrian flow models, as formulated in Section 3, could triumph over these short-
comings to study the pedestrian movements and flow control on sidewalk facilities, and design-
ing of such facilities.

2.1 Pedestrian Walking Speeds on Sidewalks
Many studies on pedestrian movements have been carried out under different conditions. The
studies found that the patterns of pedestrian movements under the normal and emergency
conditions are not same. However, there are some common personal factors such as age, gen-
der, intelligence, and physical fitness of a pedestrian have significant influence on the pedes-
trian speeds in any walking condition and environment. Since pedestrian free flow speed is
mainly influenced by the pedestrian variables or personal attributes, the inclusion of most com-
mon factors to the modelling of pedestrian movements can be done by bringing free flow speed
to the corresponding congestion models.

In a public walkway facility, the usual movements of a pedestrian are hindered by the pres-
ence of other pedestrians [19]. Thus, on the sidewalks in a CBD, interaction with other pedes-
trians is the most important factor that influences the pedestrian speed and flow. People
moving on the sidewalks are not always in huge numbers, but certainly at high densities. On
the sidewalks, pedestrians usually travel at a maximum density of 1.55 ped./m2 (normal capac-
ity), whereas pedestrian free flow speeds start to decline at a density of 0.6 ped./m2 and ‘usual
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jam’ (the facility is at the capacity) occurs at densities of about 3.32 ped./m2 [4,17,18]. As far as
continuous pedestrian movements on sidewalks is concerned, ‘usual jam’ leading to ‘solid jam-
ming’ seemingly takes place at densities in the range 4 to 5 ped./m2, which is very rare to be
occurred. Rahman et al. [18] have developed a non-linear analytical model for pedestrian
speeds on sidewalks, which supports the above mentioned empirical results and can be
expressed as Eq 1 as a function of the number of pedestrians on a sidewalk.

2.2 Congestion Model for Sidewalks
In a congested situation, the three variables that completely describe the pedestrian traffic
flows are speed, flow and density. Pedestrian flows moving on a facility represent pedestrians’
demand. Depending on the volume of flow and other factors (e.g. personal attributes) speed
and density will fluctuate. Confronting the demand for flow and the capacity of the facility
(supply) determines the operating characteristics and the performances of a pedestrian infra-
structure under investigation. Speed is a key measure to the quality of service (service rate) pro-
vided to the pedestrians on the facility and as such determines the effectiveness of the facility
infrastructure [20]. In addition to personal attributes, the average speed of pedestrians is influ-
enced by many other factors including the purpose of the journey, the physical nature of the
walkway, the nature of the surrounding area, and weather [21]. However, for the purpose of
capacity analysis only concentration (the number of pedestrians in the facility) should be con-
sidered [22]. Hence, the speed-density relationship on sidewalks developed by Rahman et al.
[18] has been adopted in this study and it can be expressed as the following as a function of the
number of pedestrians on a sidewalk (Fig 1).

vm ¼ vf

1þ
m
cð Þs

s 1�m
s�cð Þ m

cð Þsþsðs!Þ 1�m
s�cð Þ2
Xs�1

n¼0

m
c

� �n
n!

 ! ð1Þ

where
vm = average walking speed ofm pedestrians on the facility (m/sec);
vf = average free flow speed of a pedestrian (m/sec);
c = 1.55�W�L = the normal capacity of a sidewalk facility (ped.);
W = the width of the facility (m); L = the length of the facility (m);
m = number of pedestrians on the facility,m = 1, 2, . . .,c,. . .,K (= 2c);
s = W�1:07

b
= number of pedestrian lanes on the facility, where 1.07 m of width is reduced to

calculate the effective width of the facility [22] and
b = lateral spacing required for a pedestrian to move on the facility (m) = 0.8m [20].
With the help of the above congestion model one can calculate the different speed rates for

the variation of the number of pedestrians on a sidewalk. The model supports the observation
of Polus et al. [17]. In other words, it follows that the pedestrian can move without any obstacle
up to the densities of about 0.6 ped./m2. As mentioned in sub-section 2.1, pedestrians on side-
walks usually move at maximum density of 1.55 ped./m2. Therefore, the normal capacity, c, is
equal to 1.55 times the area of the facility in square meters (m2). Hence, in the above model, c
is expressed as 1.55�W�L. In addition, the use of maximum density of 1.55 ped./m2 in the
model estimates that the ‘usual jam’ (the facility is at the capacity) occurs at densities of about
3.32 ped./m2. Thus, it is reasonable to consider that the facility will be at jam capacity when
there are more 2c pedestrians on the facility. Therefore, in the above model, it is considered
that the highest number of pedestrians on the facility could be up to K = 2c. For illustration
and experimentation purposes, we will be confined ourselves to the above expression and
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Fig 1. Illustration of the Congestion Model on a 4 m × 3.47 m Sidewalk.

doi:10.1371/journal.pone.0133229.g001
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consideration. It should be noted that the considered model does not take into account the
‘solid jam’ condition of 4 to 6 ped./m2, which is usually occurred in an emergency evacuation
from a building or a stadium.

Formulation of Analytical Model for a Single Sidewalk
It is mentioned in the sub-section 2.2 that pedestrian speed, flow and density (the number of
pedestrians on a facility) completely describe the pedestrian traffic flows in a congested situa-
tion. Thus, it is always favourable if the performance measures of a pedestrian facility could be
formulated based on these three variables. In the study of stochastic nature of pedestrian flows,
when two of the three variables are known, the traffic operator can control the third one to
meet performance measures to the targeted magnitudes. Based on the capacity of a facility, the
pedestrian flow ascertains the operating characteristics and the performances of an infrastruc-
ture under investigation. Thus, the controlling of pedestrian flows for given speeds and the
number of pedestrians on a facility is more convenient in terms of sharply response to the sto-
chastic changes in pedestrian traffic conditions.

In the development of analytical models for understanding the stochastic nature of pedes-
trian flows, we can define a single sidewalk as a station where pedestrians are served. It is con-
sidered that the sidewalk has c servers in the normal capacity (as discussed in the previous
section), which provide facilities to the pedestrians to pass the sidewalk without overflowed. A
pedestrian can be both an output and an input to the queuing system within the sidewalk.
Here, we assume that pedestrians enter the sidewalk in accordance with a Poisson process with
rate λ(and thus the inter-entrance times are exponentially distributed), enter the sidewalk if it
is not in jam capacity K, and then spend an exponential amount of time on the sidewalk with
rate μm being served. The service time is equal to the travel time required for a pedestrian to
pass the entire length of the sidewalk. The travel time and hence the service rate, μm, is state
dependent as the travel time of each pedestrian within the sidewalk depends on the number of
prevailing pedestrians on the sidewalk. It is assumed that, at each moment of time, pedestrians
are uniformly distributed over the sidewalk. Thus, form pedestrians on the sidewalk, the ser-
vice rate will be a function ofm i.e. f(m). Since the sidewalk normal capacity is c and jam capac-
ity is K, we can model the stochastic nature of pedestrian flows on a sidewalk with a queuing
model. Thus, our considered model, in Kendall notation, could be described as M/M/c/K. Gen-
eral concepts of Kendall notation are described in the Appendix.

From the state-transition-rate diagram (Fig 2) and the balance equations for M/M/c/K
queuing system, we have the steady-state probabilities pm (m = 1, 2. . .,c,. . .K) ofm pedestrians
on the sidewalk as

pm ¼

l0l1. . . . . . . . . . . .lm�1

m1m2. . . . . . . . . ::mm

p0 for 1 � m � c

l0l1. . . . . . . . . . . .lm�1

m1m2. . . ::mcðmcÞm�c p0 for c � m � K

ð2Þ

8>>><
>>>:

From the normalizing condition for p0, probability of no pedestrian on the sidewalk, we
have

p0 ¼ 1þ
Xc�1

m¼1

l0l1. . . . . . . . . . . .lm�1

m1m2. . . . . . . . . ::mm

þ
XK
m¼c

l0l1. . . . . . . . . . . .lm�1

m1m2. . . ::mcðmcÞm�c

 !�1

ð3Þ
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In the flow control modelling, we consider that the arrival rates will be controlled (for exam-
ple, by using a roundabout on the middle or in the entry and exit points of the sidewalk) and
hence arrival rates are not influenced by the number of prevailing pedestrians,m, on the side-
walk. We, therefore, assume that the arrival rates of flows are constant such that λ = λ0 = λ1 =
. . .. . .. = λc = . . ... = λK−1 and then we have from Eqs 2 and 3

pm ¼

lmYm
i¼1

mi

p0 for 1 � m � c

lm

ðmcÞm�c
Ym
i¼1

mi

p0 for c � m � K

ð4Þ

8>>>>>>>><
>>>>>>>>:

and

p0 ¼ 1þ
Xc�1

m¼1

lmYm
i¼1

mi
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XK
m¼c

lm

ðmcÞm�c
Ym
i¼1

mi

0
BBB@

1
CCCA

�1

ð5Þ

where μi, for i = 1, 2. . ...m, is a function of i, the number of pedestrians on the sidewalk. Since
the number of prevailing pedestrians affects the average pedestrian speed/travel time and
hence the service rates, we can use the non-linear congestion model of Eq 1 to describe μm on a
single sidewalk. Note that the service rate, rm, when there arem pedestrians on the sidewalk, is
equal to the inverse of the average time that is required for a pedestrian to traverse the length
of the sidewalk; therefore,

rm ¼ vm
L

ð6Þ

Since, in our consideration,m servers simultaneously serve on the sidewalk facility, we will
have the overall service rate form pedestrians as

mm ¼ mrm ¼ m
vm
L

ð7Þ

Fig 2. State-transition-rate Diagram.

doi:10.1371/journal.pone.0133229.g002
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By substituting the expression for μm, from Eq 7 into Eqs 4 and 5, we obtain the steady-state
probabilities as

pm ¼

½lEðSÞ�m

m!
Ym
i¼1

f ðiÞ
p0 for 1 � m � c

½lEðSÞ�m

c!ðcÞm�c
Ym
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f ðiÞ
p0 for c � m � K

ð8Þ
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and
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m¼1

½lEðSÞ�m
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f ðiÞ
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where EðSÞ ¼ L
vf
is the expected service time/ traverse time for a pedestrian in free flow condi-

tion in a sidewalk of length L and

f ðmÞ ¼ vm
vf
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m
c
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� �
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c
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is the ratio of average speed ofm pedestrians on the sidewalk to that of speed in free flow condi-
tion. Since the speed has been expressed as a function of number of pedestrians or density, for
a particular number of pedestrians on a given facility, the steady-state probabilities and the

Table 1. Performances of 8 m × 3m sidewalk for different arrival rates with vf = 1.2 m/sec.

Arrival Rate Balking Probability Pedestrians in Queue Average time for a pedestrian Throughput

(λ) (pBalk) E(Q) E(T) (θ)

1 0.00000 0.00000 6.68913 1.00000

2 0.00000 0.00000 6.76306 2.00000

3 0.00000 0.00183 6.91780 2.99999

3.5 0.00137 0.19077 7.12444 3.49519

3.65 0.01121 1.18176 7.60415 3.60908

3.7 0.02147 2.14274 8.04274 3.62055

3.75 0.03966 3.78526 8.79399 3.60129

3.8 0.06968 6.41150 10.03149 3.53522

3.9 0.17340 15.05816 14.64081 3.22373

4 0.30306 25.16002 21.64213 2.78775

5 0.56872 37.16916 34.85847 2.15641

6 0.64517 37.42101 35.42542 2.12901

7 0.69791 37.55126 35.72795 2.11463

8 0.73680 37.63275 35.92021 2.10558

9 0.76674 37.68888 36.05394 2.09932

doi:10.1371/journal.pone.0133229.t001
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corresponding performance measures (as will be discussed in the next section) will depend on
the arrival rates i.e. on the pedestrian flows.

Experiments with the Model and Optimization
In this section a sensitivity analysis is performed based on the developed congestion model in
Eq 1 to examine the effect of different factors on pedestrian flows and performances. The use
of M/M/c/K queuing models for analysing a single sidewalk allows us to compute certain per-
formance measures in equilibrium condition. The most relevant performance measures
include

Fig 3. Probabilities of Balking for Different Arrival Rates to an 8 m × 3m Sidewalk with vf = 1.2 m/sec.

doi:10.1371/journal.pone.0133229.g003
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1. The probability of balking (pBalk) is equal to pm where m equals K,

2. EðQÞ ¼
XK

m¼cþ1

ðm� cÞpm is the average number of pedestrians waiting in the queue in the

equilibrium condition,

3. EðTÞ ¼

XK
m¼1

mpm

y is the expected amount of time a pedestrian spends on the facility,

Fig 4. Expected Number of Pedestrians in Queue on the Facility for Different Arrival Rates to an 8m × 3m Sidewalk with vf = 1.2 m/sec.

doi:10.1371/journal.pone.0133229.g004
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4. θ = λ(1 − pBalk) is the pedestrian effective arrival to the sidewalk or throughput through the
sidewalk.

The most important factors that influencing the behaviour of pedestrian flows and the
related performances of a walking facility include pedestrian arrival flow rate, λ, length of the
facility L, width of the facility W and pedestrian personal capacity vf. The effects of these factors
will be examined in the current study. The examination of first factor is necessary to determine
the effect of arrival rate of pedestrians on flows and to determine the effective arrival rate so
that there is no overflow of pedestrians on the facility. The identification of optimal values for

Fig 5. Expected Service Times for Different Arrival Rates to an 8 m × 3m Sidewalk with vf = 1.2 m/sec.

doi:10.1371/journal.pone.0133229.g005
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the second and third factors is helpful for the proper sizing and design of pedestrian facilities.
The inspection of last factor shows how pedestrian personal capacity influences the traffic con-
gestion on a walking facility and it also helps in the sizing of a facility. For a given set of values
for pedestrian arrival flow rate, average free flow speed, length and width of a facility, a particu-
lar set of performances could be observed for the facility. However, by fixing up three of these
four factors constant, the effect of the remaining factor on the performances can be analysed.
Thus, in the following subsections, the effects of pedestrian arrival flow rate, width and length
of the facility and pedestrian personal capacity on the selected performances are studied,
respectively.

Fig 6. Throughputs of the Facility for Different Arrival Rates to an 8m × 3m Sidewalk with vf = 1.2 m/sec.

doi:10.1371/journal.pone.0133229.g006
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4.1 The Effect of Pedestrian Arrival Rate on Performances
To determine the effective arrival rate of pedestrians so that there is no overflow of pedestrians
on the facility and optimal performances are achieved, we could fix the length, width of the
facility, and the pedestrian free flow speed capacity. Then we can vary the arrival rate of pedes-
trians to the facility/ sidewalk to find out a most favourable arrival rate. In Table 1 different
performances of an 8 m by 3 m (length by width) sidewalk for pedestrians in Dhaka, Bangla-
desh are presented. Rahman et al. [3] reported that average free flow speed of the pedestrians
in Dhaka is 1.20 m/sec. Different arbitrary arrival rates (in ped./sec) are provided in the first
column. For each arrival rate, in equilibrium condition, the probability of balking and the

Fig 7. Throughputs of the Facility for Different Arrival Rates to a 50m × 3.5 m Sidewalk with vf = 1.2 m/sec.

doi:10.1371/journal.pone.0133229.g007
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average number of pedestrians (ped.) in the queue inside the facility are computed in the sec-
ond and third columns, respectively. In the fourth and last columns, expected amount of time
(in sec) that a pedestrian needs to pass the facility and the pedestrian throughput through
(ped./sec) the facility are calculated, correspondingly. The table shows that as the arrival rate
increases from 3.5 to 4 (ped./sec), the number of pedestrians in the queue inside the sidewalk
increases from around 0 to 25 (ped.). There is no congestion inside the sidewalk for the arrival
rates lower than or equal to 3.5 (ped./sec). In this interval of arrival rates, each probability of
balking is approximately equal to 0, which results in that the effective arrival rates or through-
puts equal to actual arrival rates. At non-congestion conditions, the average time that that a

Fig 8. Throughputs of the Facility for Different Arrival Rates to a 12m × 2.8 m Sidewalk with vf = 1.2 m/sec.

doi:10.1371/journal.pone.0133229.g008
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pedestrian needs to pass the facility is approximately equal to the result of the length (8 m)
divided by pedestrian free flow speed capacity (1.20 m/sec).

Fig 3, Fig 4, Fig 5 and Fig 6 show the probabilities of balking, the average number of pedes-
trians waiting in the queue, the expected amount of time a pedestrian spends on the facility
and pedestrian effective arrival to the sidewalk or throughput through the sidewalk, respec-
tively, for the selected sidewalk of 8 m × 3 m at different arrival rates. Fig 6 shows that the
throughput is maximized when the pedestrian arrival rate reaches the critical value at around
3.7 ped./sec. Beyond this arrival rate, the throughput starts to decrease with the increment of

Fig 9. Throughputs of the Facility for Different Arrival Rates to a 20m × 4m Sidewalk with vf = 1.2 m/sec.

doi:10.1371/journal.pone.0133229.g009
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arrival rate. This is happened for the faster increment of probability of balking beyond the
critical value of arrival rate. The number of pedestrians in the queue and the expected time
needed to pass the sidewalk by a pedestrian both increase beyond the critical value. As the
number of pedestrians in the sidewalk increases, the sidewalk capacity moves towards the
usual jam capacity. In such situation, there is a little effect of the increment of arrival rate on
the pedestrian throughput. Hence, the pedestrian throughput converges to a limit value. To
avoid the building of extreme queue in the sidewalk facilities, the traffic operators should
control the pedestrian flow before reaching the arrival rate to the limit value. For a sidewalk
of 8 m × 3 m in Dhaka, this limit value of pedestrian arrival is somewhere between 4.5 to 5
ped./sec.

Figs 7–9 show the effect of different pedestrian arrival rates on the pedestrian throughput in
different sized sidewalks in Dhaka. From these figures, it is clear that the pattern of relationship
between actual arrival rates and the corresponding throughputs are the same. Each of different
sized sidewalks shows that the throughput approaches to a limit value with the increment of
pedestrian arrival rate.

4.2 The Effect of Sidewalk Width on Performances
To study the influence of sidewalk width on the performances we can fix the values of pedes-
trian arrival rate to the facility, length of the facility, and the pedestrian free flow speed capacity.
Then we can vary the value of width of the facility to identify the most advantageous width size
of the facility that will optimize the pedestrian movement performance measures on the facil-
ity. In Table 2 different performances of a sidewalk of 8 m length at which pedestrians in
Dhaka are arrived at a rate 6 ped./sec are presented by varying the width size. In addition, Fig
10 shows the pedestrian throughputs as a function of the width size of the facility. For the
width size that is less than or equal to 2.67 m, there are no valid values for the performances
exist. This is for the reduction of 1.07 m from the practical width to calculate the effective
width of the facility and for the requirement of minimum 1.60 m width for passing two pedes-
trians in a bidirectional flow. Thus, the minimum width of a sidewalk should be greater than
2.67 m. From the Table 2 and Fig 10, it is clear that performances are optimized at the width
size of around 3.8 m. At this width the effective arrival rate or throughput equal to actual arrival
rate, the balking probability and the number of pedestrians in the queue start to disappear, and

Table 2. Performances of an 8 m length sidewalk for different sizes of width with arrival rate λ = 6 ped./sec and vf = 1.2 m/sec.

Width Balking Probability Pedestrians in Queue Average time for a pedestrian Throughput

(W) (pBalk) E(Q) E(T) (θ)

2.68 0.98913 33.98871 1042.47730 0.06522

3 0.64517 37.42101 35.42542 2.12901

3.5 0.14027 31.18448 14.45239 5.15838

3.6 0.04269 16.18059 10.21903 5.74384

3.7 0.00725 6.08259 7.97120 5.95651

3.8 0.00030 1.49344 7.03172 5.99817

3.9 0.00004 0.79696 6.87580 5.99977

4 0.00000 0.46719 6.79735 5.99997

4.1 0.00000 0.28660 6.75163 6.00000

4.5 0.00000 0.02905 6.68032 6.00000

5 0.00000 0.00150 6.66834 6.00000

doi:10.1371/journal.pone.0133229.t002
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the average time that that a pedestrian needs to pass the facility is approximately equal to the
result of the length (8 m) divided by pedestrian free flow speed capacity (1.20 m/sec). Thus, for
the selected sidewalk at which pedestrians in Dhaka are arrived at a rate 6 ped./sec, the incre-
ment of width beyond 3.8 m is not justified the against monetary cost and the use of valuable
land.

4.3 The Effect of Sidewalk Length on Performances
To examine the influence of sidewalk length on the performances we can vary the length of the
sidewalk for the given values for pedestrian arrival rate to the facility, width of the facility, and

Fig 10. Throughputs of an 8m Length Sidewalk for Different Sizes of Width with Arrival Rate λ = 6 ped./sec and vf = 1.2 m/sec.

doi:10.1371/journal.pone.0133229.g010
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Table 3. Performances of a 3.5 m width sidewalk for different sizes of length with arrival rate λ = 8 ped./sec and vf = 1.2 m/sec.

Length Balking Probability Pedestrians in Queue Average time for a pedestrian Throughput

(L) (pBalk) E(Q) E(T) (θ)

5 0.38588 26.24613 11.04144 4.91293

10 0.40756 53.48653 22.88989 4.73950

15 0.41435 80.55011 34.69410 4.68524

20 0.41767 107.57957 46.48954 4.65867

25 0.41964 134.59658 58.28177 4.64290

30 0.42094 161.60765 70.07246 4.63246

35 0.42187 188.61544 81.86230 4.62503

40 0.42257 215.62121 93.65162 4.61947

45 0.42073 243.61209 105.43688 4.63417

50 0.42140 270.61705 117.22601 4.62881

75 0.42340 405.63171 176.16898 4.61280

doi:10.1371/journal.pone.0133229.t003

Table 4. Performances of a 4 mwidth sidewalk for different sizes of length with arrival rate λ = 10 ped./sec and vf = 1.2 m/sec.

Length Balking Probability Pedestrians in Queue Average time for a pedestrian Throughput

(L) (pBalk) E(Q) E(T) (θ)

5 0.34144 28.99111 9.10943 6.58560

10 0.34598 60.07030 18.66450 6.54024

15 0.34751 91.09648 28.21461 6.52486

20 0.34829 122.10946 37.76338 6.51715

25 0.34875 153.11720 47.31163 6.51251

30 0.34909 184.12235 56.85959 6.50941

35 0.34928 215.12601 66.40741 6.50720

40 0.34945 246.12876 75.95512 6.50554

45 0.34958 277.13089 85.50277 6.50424

50 0.34968 308.13259 95.05038 6.50321

75 0.34999 463.13769 142.78804 6.50011

doi:10.1371/journal.pone.0133229.t004

Table 5. Performances of a 10m × 2.8 m sidewalk for various pedestrian free flow capacities with arrival rate λ = 4 ped./sec.

Pedestrian free flow Balking Probability Pedestrians in Queue Average time for a pedestrian Throughput

(vf) (pBalk) E(Q) E(T) (θ)

0.50 0.91350 87.90398 254.05892 0.34600

1.45 0.73463 87.59600 84.10669 1.04149

1.50 0.72795 87.41575 80.33184 1.08818

1.55 0.70511 86.31087 73.17135 1.17957

1.60 0.62011 79.86029 52.55499 1.51956

1.70 0.09836 34.09914 9.45471 3.60658

1.75 0.01788 26.04517 6.62984 3.92848

1.80 0.00301 23.89344 5.99141 3.98795

1.85 0.00051 22.92971 5.73537 3.99795

1.90 0.00009 22.20918 5.55279 3.99964

2 0.00000 20.96484 5.24122 3.99999

doi:10.1371/journal.pone.0133229.t005
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the pedestrian free flow speed capacity. In Tables 3 and 4, by varying the length size, different
performances of the sidewalks of 3.5 m length and 4 m length at which pedestrians in Dhaka
are arrived at the rates 8 ped./sec and 10 ped./sec, respectively, are presented. From the tables,
it is observed that although both the number of pedestrians in the queue and the average time
that a pedestrian needs to pass the facility increase with the increment of length, the changes in
the balking probability and the throughput are not significant. This is because while the incre-
ment of length increases the capacity of the facility, the benefit of it is detrimentally affected by
the number of pedestrians in the queue and the increase of travel time for a pedestrian to pass
the facility. Thus, the effect of sidewalk length on the probabilities in Eqs 8 and 9 and on the
main performances (balking probability and throughput) is cancelled out. Hence, the length of
a sidewalk should be determined based on the function and purpose of it; whereas the size of
width should be determined to optimize the performances of pedestrian movements.

4.4 The Effect of Pedestrian Personal Capacity on Traffic Congestion
Finally, to analyse the effect of pedestrian personal capacity on the traffic congestion and the
sizes of facilities we can vary the pedestrian free flow speed capacity for the given values for the
pedestrian arrival rate to the facility, the length and width of the facility. Tables 5 and 6
together with Figs 11 and 12, respectively, show how the values of probability of balking of two
sidewalks of 10 m by 3 m and 10 m by 5 m, in both of which pedestrians are arrived at the rates
4 ped./sec, are decreased with the increment of pedestrian personal capacity to walk. From the
tables and figures it is obvious that, for congestion free pedestrian movements, pedestrians
with lower capacity require wider width of sidewalk than that is needed for higher capable
pedestrians. This implies that, for faster and congestion free pedestrian movements, the side-
walks in Bangladesh should be wider than those of width required for the sidewalks in Western
countries. This is for the reason that Bangladeshi pedestrians are slower than those of Western
countries [3]. This finding supports the findings of Rahman et al. [3,18] that the Western
design codes for the pedestrian facilities should not be directed used in the countries like Ban-
gladesh. The walking infrastructures should be constructed based on the local pedestrian
characteristics.

Table 6. Performances of a 10m × 3.4 m sidewalk for various pedestrian free flow capacities with arrival rate λ = 4 ped./sec.

Pedestrian free flow Balking Probability Pedestrians in Queue Average time for a pedestrian Throughput

(vf) (pBalk) E(Q) E(T) (θ)

0.50 0.56104 105.20228 59.91618 1.75582

0.75 0.32028 103.72747 38.66301 2.68286

0.80 0.27637 102.63919 35.46001 2.89451

0.85 0.19928 96.46151 30.11708 3.20288

0.90 0.05368 65.10045 17.11830 3.78528

0.95 0.00308 45.93320 11.51874 3.98769

1.00 0.00012 41.61121 10.40409 3.99950

1.10 0.00000 37.22281 9.30570 3.99999

1.50 0.00000 26.91923 6.72981 4

2 0.00000 20.08781 5.02195 4

doi:10.1371/journal.pone.0133229.t006
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Conclusions
Optimal pedestrian flow control and the proper design and sizing of facilities are challenging
tasks to traffic operators and planners. In this study, we have utilized the realistic relationships
among the pedestrian traffic flow variables to formulate a credible analytical model based on
M/M/c/K state-dependent queuing system. The model incorporates the most important real
factors that have significant influences on the operating characteristics and the performances
of pedestrian flows on sidewalk facilities. With the model we have found that pedestrian move-
ments with different arrival rates on different seized walking facilities have some analogous
characteristics. For the fixed values for length, width of the facility, and the pedestrian free flow

Fig 11. Balking Probabilities of a 10 m × 2.8 Sidewalk for Various Pedestrian Free Flow Capacities with Arrival Rate λ = 4 ped./sec.

doi:10.1371/journal.pone.0133229.g011
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speed capacity, the traffic operators can identify an optimal pedestrian arrival rate at which the
throughput is maximized and there is no overflow on the facility. The analysis based on the for-
mulated model also point out that the length of a sidewalk should be determined based on the
function and purpose of it. However, the size of width should be determined to optimize the
performances and smooth movement of pedestrians. Finally, an analysis of the pedestrian free
flow personal capacity does not validate the sustainability of adaptation of Western design
codes for the pedestrian facilities in the countries like Bangladesh.

Fig 12. Balking Probabilities of a 10 m × 3.4 m Sidewalk for Various Pedestrian Free Flow Capacities with Arrival Rate λ = 4 ped./sec.

doi:10.1371/journal.pone.0133229.g012
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Appendix
Kendall (1953) designed a convenient notation for denoting a queuing system, which has been
generally accepted and is now rather standard throughout the queuing literature[23]. The nota-
tion contains a five-part descriptor A/B/X/Y/Z, where the first and the second symbols indicate
in some way the interarrival and service time distributions, respectively. The third, the fourth
and the fifth symbols indicate the number of servers, customers holding capacity limit of the
system and the queue discipline, respectively. Table 7 presents some standard symbols for
these characteristics. For example, the notation D/M/3/1/LCFS indicate a queuing system
with deterministic interarrival times, exponential service times, three parallel servers, no
restriction on the maximum number of customers allowed in the system, and last- come, first-
served queue discipline.

In many situations the last two symbols are omitted. If the fourth symbol is not mentioned,
it means that there is no limit in the capacity of the system (Y =1) and if the fifth symbol is
not mentioned, it means that first-come, first-served (Z = FCFS) discipline is followed in the
system. Thus D/M/3 would be a queuing system with deterministic input, exponential service,
three servers, no limit on system capacity, and first- come, first- served discipline.
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Table 7. Queuing Notation A/B/X/Y/Z.

Characteristic Symbol Explanation

M Exponential

D Deterministic

Interarrival-time distribution (A) Ek Erlang type k (k = 1,2,. . .., 1)

Service-time distribution (B) Hk Mixture of k exponentials

PH Phase type

G General

Number of parallel servers (X) 1,2,. . .., 1
Restriction on system capacity (Y) 1,2,. . .., 1

FCFS First come, first served

LCFS Last come, first served

Queue discipline (Z) RSS Random selection for service

PR Priority

GD General discipline

doi:10.1371/journal.pone.0133229.t007
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