
sustainability

Article

Evaluating Thermal and Lighting Energy
Performance of Shading Devices on Kinetic Façades

Dong-Seok Lee 1, Sung-Han Koo 2, Yoon-Bok Seong 3,* and Jae-Hun Jo 1,*
1 Department of Architectural Engineering, Inha University, Incheon 22212, Korea; dslee3010@gmail.com
2 BRE Global, Bucknalls Lane, Garston, Watford WD25 9XX, UK; Sunghan.Koo@bre.co.uk
3 Construction & Energy Business Division, Korea Conformity Laboratories, Seoul 08503, Korea
* Correspondence: ybseong@kcl.re.kr (Y.-B.S.); jhjo@inha.ac.kr (J.-H.J.); Tel.: +82-32-860-7582 (J.-H.J.)

Academic Editor: Andrew Kusiak
Received: 3 July 2016; Accepted: 30 August 2016; Published: 1 September 2016

Abstract: In order to evaluate the thermal and lighting energy performance of a kinetic façade
using external movable shading devices, it is important to consider the operation of the shading
devices since it can influence the performance significantly. This study proposes a calculation
methodology which assesses the performance of the movable shading devices with the consideration
of the movements of the shading devices. Calculation methods were derived by which solar heat
gain, lighting energy requirement, and the primary energy equivalent to heating and cooling energy
requirement can be obtained. Using the calculation methods, the optimal operation scenario for the
movable shading devices was presented which can minimize the solar heat gain and lighting energy
requirement. A comparison case study was carried out to demonstrate the use of the control strategies
for a building where a drop awning was installed. The results showed that the optimal operation
scenario suggested in this study can potentially deliver effective energy performance. The limitation
and applicability of the suggested method were also discussed.
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1. Introduction

The concept of kinetic façade is that buildings are designed to allow parts of the envelope to
move in order to respond to environmental conditions. One of the building elements which are widely
used to form a kinetic façade is the exterior movable shading devices. These devices are used on
buildings and, with designated control strategies, control the solar radiation entering through the
building façade, which can result in impact on energy load of a building [1,2]. In particular, the use
of such devices can potentially affect the heating and cooling energy demand and lighting energy
requirement within a building [3,4].

Many studies have been carried out to assess the impact of movable shading devices on energy
demand. In early studies, heat and energy performances have been assessed when a building is
fitted with roll blinds, horizontal shading devices, vertical shading devices, and Venetian shading
devices. By using a simulation program that can selectively apply a basic shading device to the
façade of a building, relatively accurate and quantitative energy performance analysis was possible
as the simulation programs use numerical analysis methods [5–9]. However, most programs used
only climate data as input parameters and not using any parameters related to the movement of the
shading devices.

More recently, there have been efforts to consider elements caused by various movements of
shading devices when one calculates the building’s heating and cooling load and lighting energy
requirement. The dynamic energy simulation programs such as EnergyPlus allows the user to set
the control strategies of movable shading devices when calculating the heating and cooling energy
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demand of a building. The driving parameters in establishing control strategies of shading devices
include solar radiation, illuminance, temperature, thermal demand, and glare indices. The user can
select one of these and the relevant operational scenario of the shading device is reflected in the energy
calculation. However, the program only allows the shading position to be either “fully closed” or
“fully open” [10], and this can result in excessive heat energy or light energy. For example, if a shading
device is set to be fully closed with the reference to the solar radiation, although the solar heat gain
during the cooling period can decrease, lighting energy demand can be excessive.

Various parameters allowing the operation of shading devices were defined and various
control strategies were developed in order to describe the changes of shading position [10–13].
A. Tzempelikos et al. [11] compared the differences in thermal and lighting energy performance of a
façade depending on various shading device control strategies such as solar radiation, illuminance,
and glare. The study showed that a maximum difference of 50% can occur, depending on the control
strategies of a shading device, in the annual lighting energy requirement of a façade where roll blinds
are installed. In other studies [12–14], a method of dividing the movements of a shading device into
several steps having equal intervals has been used to describe the position changes by the operation of
a shading device.

In the study carried out by C. du Montier et al. [12], the position changes of three shading devices,
i.e., sliding panel, vertical folding panel, and horizontal folding panel, were divided into four steps, and
through the Integrated Environmental Solutions’ Virtual Environment (IES VE) program, the thermal
and lighting energy consumptions were derived for each shading device. In addition, through the
derived thermal and lighting energy performance evaluation, optimal operation scenario guidelines
were proposed for each shading device type according to the change in time. Therefore, when the
energy performance of a movable shading device is taken into consideration, the control strategies of
the shading device must be established by considering both shading performance for controlling solar
heat gain and daylight performance for using natural lighting. To optimally control the thermal and
lighting energy of a shading device, the position changes by the operation of the shading device have to
be described, and the operation scenario of the shading device according to the change in time must be
reflected in the calculation equations of annual heating and cooling and lighting energy requirements.

The purpose of the study described in this paper is to propose a calculation methodology which
can evaluate the thermal and lighting energy performance of movable shading devices, which can be
used to facilitate the development of optimal operation scenario. Firstly, a calculation method was
proposed which can assess the primary energy of annual heating/cooling and lighting taking the
movements of shading devices into account. In the next stage, a solar heat gain calculation method
and lighting energy requirement calculation method were derived which consider five key variables
describing the movable shading device. Then an optimal operation scenario method of a movable
shading device was suggested which can minimize the solar heat gain and lighting energy requirement.
Finally, the calculation process was developed which can evaluate the primary energy consumption
of thermal and lighting at the façade where a movable shading device is installed, considering heat
transfer, heat gain, and infiltration heat gain. The effectiveness of the calculation methods proposed in
this paper was reviewed by comparing the annual primary energy consumptions of heat and light
depending on three control strategies of a drop awning.

2. Effect of Shading Devices on Thermal and Lighting Energy

An external movable shading device controls the solar radiation entering through windows and
affects the solar heat gain and the lighting energy requirement. In order to take the position changes
of a movable shading device into account when calculating the solar heat gain and lighting energy
requirement, variables that describe the shading position changes must be defined. In this section,
calculation methods are presented which considers the solar heat gain and lighting energy requirement
through the façade where an external movable shading device is installed. Variables defining the
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position and the materials of the shading device were also defined and the calculation equations were
established using these parameters.

2.1. Solar Heat Gain

When solar radiation is incident on a glass surface of a window, the resistance performance of the
glass surface for the solar heat gain is called the Solar Heat Gain Coefficient, SHGC, and it is expressed
as a dimensionless number having a value between 0 and 1. Solar radiation is incident on the glass
surface in the form of direct solar radiation having directivity and of diffuse solar radiation having
no directivity. SHGC is divided into two types according to the type of solar radiation. The SHGC
for direct solar radiation is expressed as SHGC(θ), and SHGC for diffuse solar radiation as 〈SHGC〉D.
Therefore, the calculation of solar heat gain through a window where no shading device is installed is
as follows:

qsol = AFe ID(θ)SHGC(θ) + AFe Id〈SHGC〉D (1)

where qsol is solar heat gain through the window. ID(θ) and Id are direct and diffuse radiation on
the façade.

When a movable shading device is installed outside of a window, the heat gain by direct and
diffuse solar radiation varies depending on the type of device according to shading position changes
and material properties. The variables relevant to the types and the material properties of shading
devices include unshaded fraction (Fu) and exterior solar attenuation coefficient (EAC), which have
been proposed by the American Society of Heating, Refrigerating, and Air-Conditioning Engineers
(ASHRAE) [15], as follows:

• Unshaded fraction (Fu) is a coefficient for distinguishing the shaded area and unshaded area
formed on a window by direct solar radiation and indicates the proportion of solar incidence
area to the total window area. It has a value between 0 and 1, and when the shaded area on
the window becomes larger, the Fu moves closer to 0. Fu is calculated through the shaded area
formed on the window as shown in Figure 1. Accurate methods of calculating the shaded area
have been proposed in conventional studies [16–19] using the sun’s vector and the position
coordinates of a shading device and a window. In the study by Y.Y. Kim et al. [16], a method
of deriving shaded coordinates generated on the façade surface was proposed, which uses the
sun’s vector, the shading device’s position coordinates, and the window’s position coordinates.
F. Feito et al. [18] proposed a planar-polygon method, which calculates the polygon area by
connecting the coordinates of a plane. In the study carried out by A. Murta et al. [19], general
polygon clipper (GPC) was proposed, which is an intersection calculation method for two or more
polygons. The calculation method of A. Murta et al. subtracts an overlapped shaded area from
the total shaded area when shade is produced on a glass surface through multiple slats such as a
louver, and is applied in a calculation process of subtracting a shaded area formed outside of the
window boundary. Therefore, the unshaded fraction can be derived through the calculation of the
shaded area formed on the window.
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• Exterior solar attenuation coefficient (EAC) is a coefficient showing the quantitative proportion of
external solar radiation passing through a shading device, and it is applied in the calculation of
solar heat gain through the window where a shadow is cast. It has a value between 0 and 1. As the
EAC moves closer to 0, the solar radiation passing through the shading device becomes smaller.
EAC is calculated by using the transmittance and reflectance [15]. The transmittance means a
proportion of direct and diffuse solar radiation incident from the exterior passing through the
material surface, and the reflectance means the proportion reflected from the front/back side of a
shading device. The calculation method of EAC is given by Equation (2).

EAC =
τ

f H
s

1− RbH
s 〈R

f H
s 〉D

(2)

where τ
f H

s is front directional-hemispherical transmittance of the shading layer. R f H
s and RbH

s are
front and back directional-hemispherical reflectance of shading layer. The notation 〈 〉D means the
hemispherical average of the quantity over all incident directions, i.e., “diffuse”.

For the heat gain calculation by direct solar radiation, the unshaded fraction (Fu) and exterior solar
attenuation coefficient (EAC) need to be taken into consideration. Fu is applied only in the calculation
of heat gain by direct solar radiation, and the unshaded area and shaded area of a window surface
by direct solar radiation are divided. Since the direct solar radiation incident on the unshaded area is
not affected by the shading device, only the SHGC(θ) value of a window is applied to the heat gain
calculation. For the shaded area, to consider the solar radiation incident from passing through the
shading device, EAC of the shading device is applied. Since the penetrated solar radiation is gained in
a diffused form through the window, the heat gain is calculated by applying solar heat gain coefficient
for diffuse solar radiation (〈SHGC〉D).

The diffuse solar heat gain calculations are divided into two calculation methods according to the
types of fixed shading device. In the case of an installed horizontal or vertical shading, it is assumed
that the solar radiation is incident on the window without any decrease, and here the solar heat gain
is calculated by considering 〈SHGC〉D alone [15]. In the case of an exterior shading device installed
parallel to the window surface such as blinds, EAC is applied to consider the solar radiation incident
on the window after passing through the shading device. In the conventional diffuse solar heat gain
calculation method [17], an additional variable is necessary to reflect various shapes according to the
shading position changes. For example, in the case of a window completely covered by blinds when
the window is seen from the front, EAC is applied to the diffuse solar heat gain calculation method,
but for the window area exposed to the outdoors according to the positions of the blinds, EAC must
not be applied. In the conventional calculation method, it was assumed that the diffuse solar radiation
by direction is incident on a façade surface at the incidence angle of 0 degrees [20]. When this is taken
into account, the diffuse solar heat gain can be calculated by dividing the exposed and unexposed
parts of a window. In this study, an additional variable was applied to divide the exposed area and
unexposed area of a frontward facing window according to the operation steps of a movable shading
device, and this additional variable was the exposure coefficient (Ce), defined as follows:

• Exposure coefficient (Ce) is a coefficient for dividing the exposed area and unexposed area of a
window for diffuse solar radiation, and it is expressed as a proportion of the exposed area of the
façade (front side) in the total area of the window. It has a value between 0 and 1, and as it moves
closer to 1, the exposed area of a window (when seen from front) becomes larger (see Figure 2).

In order to derive the total heat gain calculation equation reflecting the various positions of
a movable shading device, the additional exposure coefficient derived from the diffuse solar heat
gain calculation was applied. The total solar heat gain calculation equation is shown as Equation (3),
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in which variables for three types of heat energy performance were applied in the direct and diffuse
solar heat gain calculation method.

qsol = AFe

[
ID(θ)

{
FuSHGC(θ) + (1− Fu) EAC〈SHGC〉D

}
+Id {Ce〈SHGC〉D + (1− Ce) EAC〈SHGC〉D}

]
(3)
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2.2. Lighting Energy Requirements

When natural lighting and indoor lighting are used simultaneously, lighting energy use varies
depending on whether the required illuminance is supplied to the indoor working plane through
natural lighting. The daylight factor (D) is defined as a proportion of illuminance on an indoor
working plane for the exterior diffuse illuminance on the horizontal plane, and the illuminance on
the indoor working plane supplied through natural lighting can be calculated through the daylight
factor. EN 15193, Energy performance of buildings: Energy requirements for lighting, 2007 [21],
defines the calculation method to obtain the daylight factor for a daylight area. An indoor zone can
be divided into daylight area and non-daylight area. A daylight area means an area where required
illuminance can be supplied to an indoor working plane through natural lighting, and a non-daylight
area is the area where required illuminance is supplied through artificial lighting regardless of natural
lighting. A daylight area varies depending on the zone’s dimensions and window opening’s size and
position [21].

Since lighting energy is always used in a non-daylight area, the daylight factor is used only for the
working plane illuminance calculation of a daylight area. According to EN 15193, the daylight factor is
calculated through transparency index (IT), depth index (IDe), and light transmittance of a window
(τwin). The daylight factor calculation method for the façade where no shading device is installed is
shown in Equation (4).

D = (4.13 + 20IT + 1.36IDe) τwin (4)

When a movable shading device is installed on the exterior of a window, the daylight factor varies
depending on the shading device’s position and the material properties. As a variable for the shading
position, there is an obstruction index (IO), and as a variable for the physical property, there is light
transmittance of shading (τsh). The obstruction index is provided in EN 15193 [21], and the variable
for light transmittance of shading is provided in EN 13363-1 [22]. They are defined as follows:

• Obstruction index (IO) is a coefficient for expressing the degree of obstruction by a shading
device for the diffuse illuminance incident on the window, and has a value between 0 and 1.
It is calculated according to the angles formed from the center of a window to the edge of the
horizontal and vertical shading devices and the window plane. The obstruction index has a value
closer to 0 as the window size decreases and the protruded length of the shading device increases,
and has a value closer to 1 as the window area increases and the protruded length of the shading
device decreases.
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IO = IO,OV × IO,VF (5)

IO,OV = cos (1.33γO,OV) × f or γO,OV < 67.5

IO,OV = 0 f or γO,OV ≥ 67.5
(6)

IO,VF = 1− γO,VF

300
(7)

• Light transmittance of shading (τsh) is a value that changes according to the transmittance and
reflectance of the materials of a shading device, and is a coefficient expressing the degree of light
transmittance for the shading device. It has a value between 0 and 1, and as it becomes close to 1,
the transmittance for light of the shading device increases.

τsh =
τv

1− Rv1Rv2
(8)

where τv is the visual transmittance of the shading layer, and Rv1 and Rv2 are front and back directional
visual reflectance of shading layer.

In the calculation method of the daylight factor, the exposure coefficient (Ce) was applied to reflect
the change in the length of operation parallel to the window. In the case of IO, the shading device
reflects the change in the length of protrusion in the forward-facing direction from the window, and
(Ce) reflects the change in length of the shading device operated parallel to the window.

In EN 15193, a daylight factor calculation method applying the obstruction factor of the shading
device was proposed. In the daylight factor equation, the light transmittance of shading and exposure
coefficient proposed in EN 13363-1 were also applied. Therefore, the daylight factor (Dsh) equation
applying the three aforementioned variables for light energy was derived as shown in Equation (9).
The illuminance on the indoor working plane can be calculated by multiplying the exterior diffuse
illuminance on the horizontal plane and the daylight factor. The illuminance on the indoor working
plane supplied from the exterior diffuse illuminance on the horizontal plane can be calculated
using Equation (10).

Dsh = (4.13 + 20IT + 1.36IDe) τwin × {τsh (1− Ce IO) + Ce IO} (9)

E = Es × Dsh (10)

where Es is the exterior diffuse illuminance on the horizontal plane, and E is the illuminance on the
task plane.

The lighting energy requirement can be calculated by multiplying the lighting power density
(LPD) and the floor space area [23]. When calculating the lighting energy requirement, in order to
determine whether the lighting is to be used for the daylight area, a determination coefficient for
satisfaction/non-satisfaction of the required illuminance for the indoor working plane illuminance was
applied. Therefore, the lighting energy requirement formula for the daylight area and non-daylight
area of the total floor space can be expressed as follows:

WL = LPD (ADL + AND)

L = 1, f or E < Eset

L = 0, f or E ≥ Eset

(11)

The working plane illuminance for the daylight area (AD) is calculated by multiplying the external
diffuse illuminance on the horizontal plane and the daylight factor, and when the working plane
illuminance of the daylight area does not satisfy the set illuminance value, artificial lighting energy is
used in both the daylight area and non-daylight area (AND). When the illuminance on the working
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plane of the daylight area satisfies the required illuminance by daylight, only the lighting energy for
the non-daylight area is used.

3. Shading Operation Scenario

This section proposes an optimal operation scenario calculation method for a movable shading
device. In order to arrive at the optimal operation scenario, major climate and façade factors were
derived for the total energy calculation of the façade where shading devices were installed. Moreover,
in the solar heat gain and lighting energy requirement calculations, five key variables, i.e., unshaded
fraction (Fu), obstruction index (IO), exterior solar attenuation coefficient (EAC), light transmittance
(τsh), and exposure coefficient (Ce), which vary depending on the operation of the shading devices were
derived. To describe the position changes by the operation of the shading device, the operation of the
shading device were divided into 10 steps, and the shading position setting method was derived for
each step. In addition, an optimal operation step-setting method was derived by time for calculating
the annual optimal operation scenario of the shading device. Finally, the thermal and lighting energy
calculation process was derived for the façade where an external movable shading device is installed.

3.1. Factors for Total Energy Calculation Methods

The thermal and lighting energy acquired through the building façade is generated in the process
of the façade responding to climate conditions. Figure 3 shows the major climate factors and façade
factors for thermal and lighting energy calculations of the façade installed with an external movable
shading device. The key factors include ambient temperature, solar radiation, and illuminance from a
climate perspective, as well as the various factors of the exterior movable shading device, window,
and wall from a building façade perspective. The light energy of the façade is calculated with the
indoor lighting energy requirement, and the heat energy of the façade is calculated by adding the heat
transfer through the window and wall, solar radiation heat through glass, and gained and lost calories
by infiltration. In the heat energy calculation, the movable shading device installed on the exterior of a
window does not affect the heat transfer and infiltration heat gain (or loss).
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The solar heat gain and lighting energy requirement derived in Section 2 are calculated differently
depending on the five key variables (Fu, EAC, Ce, τsh, and IO) of the shading device. The five variables
of the shading device change depending on the positions and physical properties of the stationary
shading device. In order to consider the position changes of a movable shading device, (i) all possible
movements of the shading device need to be divided into multiple steps and the five key variables
need to be obtained for each step and (ii) optimal control strategies of the shading device must be
prepared according to the heating/cooling periods.

3.2. Setting Shading Positions

Previous studies have proposed various methods to reflect the movement of a shading device in
an annual energy calculation [2,11,12,24,25]. The capability of accurately describing the movements
and the positions of a shading device in these studies, however, was limited because they either
divided the operation steps simply into “open” or “close”, or they provided limited number of shading
types of which the operation steps can bet set. To capture various movements of various external
shading devices in the form of stationary shading positions, it was necessary for all types of shading
devices to have the same number of driving intervals.

In this study, the movements of the shading device were divided 10 operational steps having equal
position displacements as shown in Figure 4. Step 1 presents “fully closed” state and Step 10 presents
“fully opened” state. The operational displacement of a shading device at nth step is calculated with
Equation (12) as follows:

β(n) = α

(
1− n− 1

9

)
f or length (12)

β(n) = α

(
n− 1

9

)
f or angle

where α is the largest shading operation range which can be length or angle.
Most external movable shading devices use motors having rotational force, but the visible shading

position changes can mainly be divided into two types of changes, i.e., angle change or length change.
For example, in the case of a shading device having an angle displacement of 180 degrees, the β(n)
value is calculated with 0◦, 20◦, 40◦, 60◦, 80◦, 100◦, 120◦, 140◦, 160◦, and 180◦ starting from Step 1.
Here, 0◦ represents the fully closed state of a shading device. As shown in Figure 4, the same approach
can be taken when the length of a shading device changes.
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of a shading device having several simultaneous operation directions, the calculation can be 
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Figure 4. Definition for setting operation steps. Roll blinds has continuous length change.
Each operation step is set to have each shading position. Step 1 represents the largest shading
length when the blind was fully closed. The largest shading length is divided into 10 steps with
equivalent 9 intervals.

Note that the shading position-setting method by operation step discussed in this study can be
applied to the shading devices having various operation directions (length and rotation). In the case of
a shading device having several simultaneous operation directions, the calculation can be performed
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by dividing the respective changing sections in the order of operating directions in which the shading
device is moving. For example, in the case of changing the length after changing the angle for the
shading device (i.e., a drop awning), if the angle changes for the shading device are set from Steps 1
to 5, then by dividing the length change section of the shading device from Steps 5 to 10, the shading
positions can be calculated for each step. An application example of a drop awning having three
change sections (length-angle-length) is discussed later in this paper.

3.3. Control Strategies for Shading Operation

To set an optimal position for an external movable shading device by time, it is necessary to
consider the changes in thermal and lighting energy performance by operation step per shading device.
Figure 5 is an example of calculating the solar heat gain and illuminance on an indoor working plane
by a horizontal rotational shading device in Seoul on 21 August. When the operation steps of the
external movable shading device are taken into consideration, since the external movable shading
device has the highest shading performance when it is fully closed, the solar heat gain decreases from
Step 10 to Step 1. On the other hand, since the daylight factor is the highest when fully open, the
lighting energy requirement decreases from Step 1 to Step 10.
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Figure 5. Example showing hourly solar heat gain through the facade and illuminance on the task
plane according to the 10 shading operation steps.

In the lighting energy calculation, lighting energy is always used in the non-daylight area
regardless of the shading device’s operation. Therefore, the comparisons of solar heat gain and
lighting energy requirements were based on the daylight area affected by shading. Accordingly, the
optimal operation step of the external movable shading device was established by comparing the solar
heat gain and lighting energy requirement by operation step of the shading device per unit of daylight
area. Equation (13) is used to derive the operation step (nBest) by time.

nBest = Min
(

qsol(n) + LPDADL(n)

)
f or Tout ≥ Tset (13)

nBest = Max (n) otherwise

where nBest is the chosen operation step for the hour of the year. “Min” means the minimum and
“Max” means the maximum value. Tset and Tout are set point temperature and outside temperature.

The heating and cooling energy requirement and lighting energy requirement are converted to
the equivalent primary energy of identical resources to enable ease of comparison (the conversion
factors for primary energy can vary depending on the type of energy sources). The optimal operation
step in the cooling mode is the step in which the total value of solar heat gain and primary energy
consumption for lighting is the smallest among the 10 operation steps. The optimal operation step of a
pertinent heating time period is fully opened (Step 10), where the effective heat gain of solar radiation
is the highest and the lighting energy requirement is the lowest.
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Figure 6 illustrates the total primary consumption value for the lighting energy and solar heat
gain according to the time and operation step. The top right column of the figure shows the operation
step when the primary energy is the smallest for each operation step at a pertinent time. For example,
at 12:00, since the primary energy consumption is the smallest in Step 6, the optimal operation step of
this time period becomes 6. Therefore, if the optimal operation scenario of a movable shading device
is derived with 8760 h, i.e., 24 h × 365 days, the annual solar heat gain and lighting primary energy
consumption can be calculated.
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Figure 6. Example of calculation results on a cooling day. Hourly best step for shading operation can
be derived by comparing each step’s primary energy for solar heat gain and lighting energy.

3.4. Energy Calculation Process

To calculate the total primary energy transferred through the building façade installed with
an external movable shading device, façade design information and hourly climate data are used.
Figure 7 outlines the calculation used in this study. The façade design information includes the physical
property information of the wall, window, and shading device, and in the case of the shading device,
the position information according to 10 operation steps is also included. In (A), the five variables
(Fu, IO, EAC, τsh, Ce) of 10 operation steps of a shading device are calculated using the façade design
information (see Figure 7A). In the calculation of Fu, the altitude and azimuth of the sun according to
the time of hourly climate data are also used. The physical property information of a window and
wall includes Uwin, Uwall, L∆Pref, SHGCθ , and (SHGC)D. Dsh is calculated using the major variables of a
shading device and the physical property information of a window. The solar heat gain and lighting
energy requirement are calculated, respectively, by 10 steps of an external movable shading device
using climate information, the illuminance, and solar radiation by time.

For the heat transfer and infiltration heat gain (or loss) calorie calculations, a basic calculation
method used in conventional studies was applied [26]. When there is a temperature difference
between indoors and outdoors, the heat transfer and heat gain through the façade result from
conduction, convection, and radiation through the windows and walls. In the heat transfer and
heat gain calculations, the key variables of the façade include the thermal transmittance (Uwin and
Uwall) of the window and wall. The infiltration mainly occurs at the windows and produces heat gain
and loss. When the walls are assumed to be airtight, the major variable for calculation of heat gain by
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infiltration is the airtightness (L∆Pref) of the window. The airtightness of the window is expressed by
the air infiltration rate per unit area (m3/hm2) at a certain pressure difference.

The optimal operation step for the calculation of the solar heat gain and lighting energy
requirement is derived through the control strategy depicted in (B). The annual solar heat gain
and lighting energy requirement are calculated by including the optimized shading operation scenario
of annual shading, in which the optimal operation step by time is applied. Therefore, the total primary
energy consumption where external movable shading devices are installed is calculated by totaling the
annual solar heat gain and lighting energy requirement reflecting the movement of a shading device,
heat transfer and heat gain through windows and walls, and heat gain by infiltration (see Figure 7B).
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4. Application of Different Shading Control Strategies for Thermal and Lighting
Energy Evaluation

Setting the control strategies of a shading device is a very important factor in the thermal and
lighting energy calculation of a façade installed with external movable shading devices. In this section,
simulations were conducted to compare the energy performance of a façade according to the control
strategies. The primary energy consumption of the façade was calculated by applying the control
strategies of a movable shading device used in conventional studies and the control strategies derived
in Section 4. For the type of shading, a drop awning was selected and for the region, Dubai (UAE)
was chosen.

4.1. Description of Different Shading Control Strategies

In previous studies, by applying the simplified steps, i.e., open or close, the shading position
changes were applied in the annual energy calculation. In the case of solar radiation reaching the
façade exceeding a certain range, researchers have looked into a method of controlling solar heat gain
by closing the shading device [2,24,27]. With respect to natural lighting, in the case of the illuminance
on the indoor working plane of less than or equal to 1800 lux or 2000 lux, studies have been conducted
to determine a control method to maintain an effective illuminance indoors [2,11]. To compare the
annual primary energy according to the control strategies of an external movable shading device, three
control strategies were selected on the basis of conventional studies related to solar radiation heat and
natural lighting. Table 1 shows (CS-1) an open/closed control strategy based on illuminance on the
indoor working plane, (CS-2) an open/closed control strategy based on solar radiation reaching the
façade, (CS-3) the control strategy that considers the solar heat gain and lighting energy requirement
proposed in this study. During the non-occupation period, the shading device is left close.
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Table 1. Different shading control strategies adopted for the façade energy performance simulation.

Control Strategies Driving Parameter Criteria for Adjustment of Shading
Device Operation Operation

CS-1 Indoor illuminance [lux]
Shading device closed if daylight

illuminance on the working plane higher
than 1800 lux

Open/close

CS-2 Solar radiation on the
façade [W/m2]

Shading device closed if solar radiation
on the façade higher than 200 W/m2 Open/close

CS-3 Solar heat gain and lighting
energy requirement [W/m2]

Shading device positioned at the step for
lowest primary energy of solar heat gain

and lighting energy requirement
10 steps operation

4.2. Description of the Building Façade

An office building was chosen for the application. The building façade was designed with a width
of 4.2 m, a height of 4.2 m, and a zone depth of 8.4 m (South). A window was installed 1.26 m above
the floor, and the area was 7.6 m2, with a width of 3.36 m and a height of 2.1 m. The operation settings
of the building used for simulations included temperature settings of 26 ◦C for cooling and 21 ◦C
for heating. Hours of building operation were established as 08:00 to 20:00. The light power density
(LPD) for the lighting energy requirement calculation was 12 W/m2, and the indoor illuminance was
set at 500 lux. Artificial lighting control systems were set at on-off automatic control. The average
pressure difference of the façade for the infiltration load calculation was assumed to be 4 Pa to simulate
a natural indoor/outdoor pressure difference [28]. For the primary energy conversion coefficient, the
usual system efficiency applied in conventional studies was used [29–31]. For the cooling system
of the building, an EHP (system air conditioner) having a COP (coefficient of performance) of 3
was established, and the efficiency of the boiler was set at 80%. The coefficient for primary energy
conversion of used electric power was set at 3.0, and for the fuel used, it was set at 1.1.

For the evaluation target area, Dubai (UAE) was chosen, and climate data were gathered through
Meteonorm 7 [32]. Dubai is a city located in a significantly hot region, positioned at north latitude
of 25.3◦. The total solar radiation on the horizontal plane in May, in which the solar radiation
is the highest, is about 250 kWh/m2, and that in December, when solar radiation is the lowest,
is approximately 105 kWh/m2. The maximum temperature in July and August, when outdoor
temperatures are the highest, is about 44 ◦C, and the minimum temperature in January when outdoor
temperatures are the lowest is about 14 ◦C.

For the external movable shading device, a drop awning with changes in both parallel and vertical
directions to the façade was selected. The cross-section of the façade installed with the drop awning
is shown in Figure 8. The operation method was set with the length-angle-length changes, and it
contracts in the parallel direction in Steps 1–4, rotates in Steps 4–7, and contracts in the vertical direction
in Steps 7–10.
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Punched window was selected for the façade type where the external movable shading device
was installed. The wall was a concrete structure and the window was set as a 6 mm low-E double
glazing filled with 3 mm argon. Table 2 shows the physical property information for the drop awning,
window, and wall. The physical property information of each component was obtained using the
Window 6 [33] program.

Table 2. Elements of building façade.

Components Elements Physical Properties

Drop awning Solar transmittance τ
f H

s : 0.10, RbH
s : 0.60, 〈R f H

s 〉D : 0.30

Light transmittance τv: 0.10, Rv1: 0.60, Rv2: 0.30

Low-E double glazing Uwin 2.78 W/m2K

τwin 0.744

SHGC
0◦ 10◦ 20◦ 30◦ 40◦ 50◦ 60◦ 70◦ 80◦ 90◦ Diff.
0.70 0.70 0.69 0.69 0.68 0.65 0.58 0.45 0.24 0.00 0.61

Airtightness 7.2 m3/hm2@75Pa

Con’c wall Uwall 0.250 W/m2K

4.3. Calculation Results

The primary energy consumption at the façade, where the drop awning was installed, was
calculated for each of the four types of main orientations. The primary energy consumptions were
derived based on the control strategies of mutually exclusive shading devices according to three
shading control strategies. Figure 9 is an illustrative graph showing the operation scenario for the
façade facing south in August. The vertical axis of the graph shows the operation steps. Step 0 indicates
the time period when the office is not in operation and, thus, shading is not applied. Steps 1 (fully
closed) through 10 (fully open) indicate the operation steps of the shading device. The horizontal axis
shows the changes in time. (A) and (B) show the open/closed operation according to the conventional
method, and (C) shows the operation scenario according to the method proposed in this study.
In the case of CS-1, when the illuminance on the working plane exceeds 1800 lux, the shading device
is closed. In CS-2, when the solar radiation incident on the façade is 200 W/m2, the shading device is
closed. The movements of the shading device in CS-1 and CS-2 showed that it remained mostly closed
in the afternoon, and no significant difference was observed on different dates. In the case of CS-3, the
operation steps of the shading device varied depending on the time period, and mutually exclusive
scenarios were shown for each date.

Reflecting the annual operation scenario of the shading device, the primary energy consumption
per floor space of the evaluation target building was calculated as shown in Table 3. Dubai was mainly
in the cooling period, hence heating primary energy consumption was small. In the case of CS-1,
the thermal energy made up a higher proportion than the amount of lighting energy, and in the case
of CS-2, the amount of lighting energy made up a higher proportion than the amount of thermal
energy. Figure 10 describes the thermal and lighting primary energy consumptions of all three control
strategies by direction. Since Dubai was mainly in the cooling period, the thermal energy performance
was relatively better in the case of CS-2 controlled on the basis of solar heat gain. The lighting energy
requirement, however, was very large because natural lighting is not taken into consideration. The
lighting energy use had the lowest value in the case of CS-1, but the heating/cooling primary energy
consumption was excessive. The total primary energy consumption showed the highest value in CS-1
and the lowest value in CS-3.
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Table 3. Results of the primary energy for cooling, heating, and lighting derived from three different
control strategies. (Unit: kWh/m2·year).

Thermal
Lighting Total Average

Cooling Heating

CS-1

East 70.80 0.07 56.34 127.21

128.24
South 77.54 0.07 56.34 133.95
West 92.79 0.07 56.34 149.21

North 46.19 0.07 56.34 102.60

CS-2

East 39.47 0.07 76.86 116.40

115.79
South 32.85 0.07 93.09 126.01
West 36.52 0.07 82.07 118.67

North 48.34 0.07 53.68 102.09

CS-3

East 36.52 0.07 56.61 93.19

90.76
South 38.33 0.07 57.69 86.09
West 36.59 0.07 63.75 100.41

North 33.41 0.07 49.89 83.36

5. Discussion

An external movable shading device performs best when it is optimally controlled with the
consideration of the comfort of inhabitants and building energy use. This study explored an optimal
control method of a shading device for minimizing the energy acquired through the façade. An annual
optimal operation scenario derivation method was proposed for the external movable shading device
considering the solar heat gain and lighting energy requirement affected by the operation of the
shading device. To depict various shading position changes, 10 operation steps were established for
the shading device, and the solar heat gain and lighting energy requirement calculation methods
reflecting various positions and properties of the shading device were calculated. Furthermore, a
control strategy for the shading device was derived to minimize the thermal and lighting primary
energy consumption at the façade where the external movable shading device was installed.

The external movable shading device affects not only the solar radiation entering a building but
also the daylight performance within the building. The operation of the movable shading device,
therefore, must effectively block/receive the solar radiation within the range that facilitates natural
lighting. Because the conventional operation control method limits the position change by operation
of the shading device to simply open/closed, and because the shading device is controlled on the basis
of solar radiation or illuminance only, effective control of the external movable shading device was
difficult in terms of energy performance. The optimal operation scenario derived in this study can result
in an effective energy performance because it sets the required illuminance indoors for natural lighting
and can optimally control the lighting energy requirement and solar heat gain thereby produced.

One issue related to the control of an external movable shading device that was not addressed
in this study is glare control. Because the optimal control strategies proposed in this study did not
consider the comfort of building inhabitants, glare control was not reflected in the control strategies.
In a conventional study [11] of the control strategy of a shading device, glare was considered as an
important driving parameter. In the study, a control method was used to minimize the direct solar
radiation incident on the working plane. Nevertheless, it is necessary to control the operation of
external movable shading devices by prioritizing the energy reduction during the heating/cooling
period. The optimal control strategies of a shading device derived in this study showed an excellent
energy performance by effectively controlling the shading device according to the heating/cooling
period. For both energy performance and comfort considerations of an external movable shading
device, it is also necessary to consider the solar heat gain, lighting energy consumption, and
glare control.
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6. Conclusions

This study presents a calculation methodology to evaluate the thermal and lighting energy
performance of external movable shading devices. A calculation method was derived in order to
estimate the annual heating/cooling primary energy considering the operation of a shading device.
The methodology also takes into account the positions and physical properties of the shading devices
and produces solar heat gain and the lighting energy requirement.

Using the calculation methodology, an optimal operation scenario was derived which can
minimize the solar heat gain and lighting energy requirement, and the primary energy consumption
calculation process of heat and light was established. A simulation was performed on an example
building with a drop awning with length-angle-length changes. In order to compare the results
from this study with the ones in previous studies, three control strategies, i.e., closing based on solar
radiation on the façade, closing based on the working plane illuminance, and the proposed control
method, were selected, and the annual primary energy consumption of heat and lighting reflecting the
three operation scenarios of shading devices were compared.
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Nomenclature

qsol Solar heat gain through the window, W/m2

A Total façade area, m2

Fe Fenestration ratio, Fenestration area/Total façade area
ID(θ) Direct radiation on the façade, W/m2

Id Diffuse radiation on the façade, W/m2

SHGC(θ) Solar heat gain coefficient for direct solar radiation
〈SHGC〉D Solar heat gain coefficient for diffuse solar radiation
EAC Exterior solar attenuation coefficient
τsh Light transmittance of shading
τs Transmittance of the shading layer
τv Visual transmittance of the shading layer
Rv Visual reflectance of shading layer
Rs Reflectance of shading layer
Fu Unshaded fraction
IT Transparency index and depth index
IDe Depth index
τwin Light transmittance of the window
γO Shading angle, ◦

Dsh Daylight factor of exterior shading device installed facade
IO Obstruction index
Es Exterior diffuse illuminance on the horizontal plane, lux
E Illuminance on the task plane, lux
LPD Lighting power density, W/m2

AD Daylit area, m2

AND Non-daylit area, m2
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WL Lighting energy required for an hour in the zone, W
qwall Heating or cooling load generated by transmission of wall
qwin Heating or cooling load generated by transmission of window
Uwin Thermal transmittance of the window, W/m2K
Uwall Thermal transmittance of the wall, W/m2K
Tset Set-point temperature, ◦C
Tout Outdoor temperature, ◦C
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