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Abstract: The effective simultaneous wireless transmission of power and information (SWTPI) is
an issue of great interest. To reduce the crosstalk between power and information channels while
increasing the transmission air gap and power level, we introduce an inductor–capacitor–capacitor
(LCC) compensation network for an SWTPI system. First, the crosstalk between the power and
information channels is analyzed. An effective parametric design method is then proposed for
the LCC compensation network, which is analyzed theoretically to minimize the crosstalk. Finally,
experiments are conducted at 1000 W and 115.2 kbps with an air gap of 100 cm to verify whether the
proposed structure and design method of the LCC compensation network are suitable for the SWTPI.

Keywords: simultaneous transmission of wireless power and information; crosstalk; inductor–
capacitor–capacitor (LCC)

1. Introduction

In recent years, wireless power transmission (WPT) technology based on magnetic resonance
has developed rapidly in the fields of biomedicine, electronic equipment, electric vehicles, airway
transportation and other applications due to not only improvements in the output power and power
efficiency of WPT systems, but also the gradual increase in transmission distance [1–7]. However,
non-contact charging increases the control complexity. To improve the power and efficiency of WPT
systems, feedback information regarding the situation or parameters of the receiver side is urgently
needed on the transmitter side [5–11]. Therefore, reliable communication between the transmitter
side and the receiver side is essential in WPT systems. The simultaneous wireless transmission of
power and information (SWTPI) has been proposed. Many scholars have conducted research in this
field, but most current research focuses on small-air-gap and low-power applications. For example,
in biomedical applications, several scholars have proposed the use of this approach based on resonance
communication technology using two sets of coils to transmit power and information for visual
prostheses, artificial hearts and other implant machines [12–16]. The crosstalk between the power
and information channels is small due to the low power level, as reported extensively by Junji,
Wang and Jiande et al. [16–18]. As the transmission power in an SWTPI system increases, the crosstalk
between the energy and information channels reverses the relationship between the transmission
power and information rate. For example, several scholars have proposed modulating the data directly
on the power carrier via frequency-shift keying (FSK) or amplitude-shift keying (ASK) in the inverter
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to transmit power and information synchronously [19,20]. Increasing the energy amplitude will
produce significant crosstalk in the data transmission and difficulties in data extraction. Therefore,
this method is not suitable for high-power applications. Several papers [17,21–23] have proposed
a wireless transmission of power and information (WTPI) structure to transmit power and data in
a single inductive link. Thus, the power and data would be transmitted simultaneously through the
same pair of coupling coils, and the transmission frequencies of the power and data would deviate
significantly from each other in the frequency domain. A rapid signal speed can be achieved because
the crosstalk between the power and information channels is small. However, this structure is suitable
only for low-power transmission (i.e., less than 1 mW). Based on this structure, a previous work [18]
used the series-parallel (SP) compensation network to increase the power level and transmission
distance, obtained a crosstalk estimation formula for both sides, and conducted high-power (500 W)
and middle-air-gap (12 cm) experiments. However, the crosstalk estimation formula in this structure
demonstrated that in a WPT system in which the inductances of the coupled coil and signal coupling
inductor are predetermined, the crosstalk between the power and information channels cannot be
adjusted. The network will cause significant crosstalk in the information channel as the transmitted
power level is improved, further increasing the difficulty of the signal circuit design and reducing the
system efficiency because the only way to increase the receiver sensitivity is to improve the transmitted
power in the information channel [22]. Therefore, this structure is not suitable for applications that
must transmit power exceeding 500 W with air gaps larger than 12 cm. In addition, as the input DC
voltage increases, the high-order harmonic crosstalk and switching spike crosstalk in the information
channel caused by the inverter cannot be neglected. This issue has been identified [24], but has not
been analyzed. Moreover, the high-frequency oscillation in the hard switching process of the inverter
will produce considerable crosstalk at the communication frequency, which needs to be avoided in the
design of the compensation network. In SWTPI applications with large air gaps (i.e., larger than 12 cm)
and high power (i.e., exceeding 500 W), reducing the crosstalk between the power and information
channels is a bottleneck.

Recently, a new compensation topology, called the inductor–capacitor–capacitor (LCC)
compensation network, has been successfully utilized in stationary and dynamic wireless power
charging, particularly in high-power-transmission applications [25–32]. Its advantages in terms
of facilitating zero voltage switching (ZVS) of the inverter and improving WPT efficiency under
low mutual inductance have been analyzed and demonstrated [18]. Moreover, the current in the
transmitting coil is independent of the mutual inductance of the coils, which makes this method
suitable for large-air-gap and high-power applications.

This paper proposes a novel structure for the synchronous transmission of wireless power
and information in large-air-gap and high-power applications by integrating a double-sided LCC
compensation network with the SWTPI structure. The analysis and experiments verify that this
structure is suitable for the SWTPI in large-air-gap and high-power applications.

First, the data transmission performance of the proposed structure is analyzed. The results show
that the crosstalk based on LCC compensation must be analyzed at the power and communication
frequencies, respectively. Then, the crosstalk at the power and communication frequencies is analyzed
using an LCC compensation network for the SWTPI. The crosstalk at the communication frequency
includes two aspects. The first is the high-order harmonics of the inverter, and the second is the
high-frequency content of the switching spike of the switch-on-off process of the inverter. Finally,
an effective LCC parameter design method is proposed to minimize the crosstalk. The effectiveness of
the design is verified using a system with a transmission power of 1 kW with an air gap of 100 cm and
an information transfer speed of 115.2 kbps.
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2. Overviews of SWTPI and the LCC Compensation Network

2.1. Overview of SWTPI

The SWTPI is a data transmission method for resonant WPT systems that uses coils and
compensation networks originally designed for power transmission [18]. In this method, no additional
antennas are required. The communication cell is coupled to the power transfer tank by a transformer
or a set of coupled coils. The structure of an SWTPI setup is shown in Figure 1.

Energies 2017, 10, 1606 3 of 20 

 

2. Overviews of SWTPI and the LCC Compensation Network 

2.1. Overview of SWTPI 

The SWTPI is a data transmission method for resonant WPT systems that uses coils and 
compensation networks originally designed for power transmission [18]. In this method, no 
additional antennas are required. The communication cell is coupled to the power transfer tank by 
a transformer or a set of coupled coils. The structure of an SWTPI setup is shown in Figure 1. 

 
Figure 1. The structure of an simultaneous wireless transmission of power and information  
(SWTPI) setup. 

In this structure, the two tuning points on both sides facilitate data transmission while 
eliminating extra coils. High-power WPT systems operate at several tens of kHz, and the data-
carrier frequency is selected to be at least one order of magnitude higher than the power transfer 
frequency to minimize crosstalk. The energy transfer tank includes a high-frequency inverter and a 
compensation network to increase the transfer range. The control strategy of the inverter in the 
energy transfer tank and the modulation and demodulation methods of the communication cell are 
all controlled by one microcontroller (MCU). This structure is generally a four-port network, as 
shown in Figure 2. 

 
Figure 2. Four-port network diagram for SWTPI. 

The blue sine curve represents the energy waveform, the red sinusoid represents the signal 
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data channel reach each port with different transfer functions. The compensation network was 
originally designed to transmit resonant power. Therefore, the signal transmission channel is inductive 
rather than resonant. Clearly, the crosstalk between the power and data channels is influenced by 
the compensation network, which was designed for power transmission. The primary concern 

Figure 1. The structure of an simultaneous wireless transmission of power and information
(SWTPI) setup.

In this structure, the two tuning points on both sides facilitate data transmission while eliminating
extra coils. High-power WPT systems operate at several tens of kHz, and the data-carrier frequency is
selected to be at least one order of magnitude higher than the power transfer frequency to minimize
crosstalk. The energy transfer tank includes a high-frequency inverter and a compensation network
to increase the transfer range. The control strategy of the inverter in the energy transfer tank and
the modulation and demodulation methods of the communication cell are all controlled by one
microcontroller (MCU). This structure is generally a four-port network, as shown in Figure 2.

Energies 2017, 10, 1606 3 of 20 

 

2. Overviews of SWTPI and the LCC Compensation Network 

2.1. Overview of SWTPI 

The SWTPI is a data transmission method for resonant WPT systems that uses coils and 
compensation networks originally designed for power transmission [18]. In this method, no 
additional antennas are required. The communication cell is coupled to the power transfer tank by 
a transformer or a set of coupled coils. The structure of an SWTPI setup is shown in Figure 1. 

 
Figure 1. The structure of an simultaneous wireless transmission of power and information  
(SWTPI) setup. 

In this structure, the two tuning points on both sides facilitate data transmission while 
eliminating extra coils. High-power WPT systems operate at several tens of kHz, and the data-
carrier frequency is selected to be at least one order of magnitude higher than the power transfer 
frequency to minimize crosstalk. The energy transfer tank includes a high-frequency inverter and a 
compensation network to increase the transfer range. The control strategy of the inverter in the 
energy transfer tank and the modulation and demodulation methods of the communication cell are 
all controlled by one microcontroller (MCU). This structure is generally a four-port network, as 
shown in Figure 2. 

 
Figure 2. Four-port network diagram for SWTPI. 

The blue sine curve represents the energy waveform, the red sinusoid represents the signal 
waveform, and the two parts of the waveform are superimposed and transmitted by the 
compensation network and transmission coils. The power is transferred from power port S1 to 
power port S2, and data are exchanged between the data ports S3 and S4. The power channel and the 
data channel reach each port with different transfer functions. The compensation network was 
originally designed to transmit resonant power. Therefore, the signal transmission channel is inductive 
rather than resonant. Clearly, the crosstalk between the power and data channels is influenced by 
the compensation network, which was designed for power transmission. The primary concern 

Figure 2. Four-port network diagram for SWTPI.

The blue sine curve represents the energy waveform, the red sinusoid represents the signal
waveform, and the two parts of the waveform are superimposed and transmitted by the compensation
network and transmission coils. The power is transferred from power port S1 to power port S2,
and data are exchanged between the data ports S3 and S4. The power channel and the data channel
reach each port with different transfer functions. The compensation network was originally designed to
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transmit resonant power. Therefore, the signal transmission channel is inductive rather than resonant.
Clearly, the crosstalk between the power and data channels is influenced by the compensation network,
which was designed for power transmission. The primary concern related to power transmission via
the SWTPI is increasing the transmission power and efficiency. The most important issue in data
transmission by the SWTPI is ensuring the safety of the communication circuit while increasing the
signal-to-noise ratio (SNR) to achieve noise immunity.

2.2. Overview of the LCC Compensation Network

The LCC compensation network is a T-type network [26], as shown in Figure 3. The T-type
compensation network consists of three ideal, inductive or capacitive hands. In particular, the left and
right sides have the same pure inductive reactance of jX, whereas the lower part is purely capacitive
and has a reactance of −jX.
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To design the LCC compensation network in practice, the primary current must meet minimum
power output requirements, and the ZVS of the inverter should be reached. A perfect T-type network
is not the best solution at the primary side to achieve these goals because the equivalent load of the
inverter must be somewhat inductive to achieve ZVS. Certain variations [26,28] of the LCC network
are needed. One previous work [26] proposed a method that added coefficients α and β to the left and
right sides, respectively. As shown in Figure 3, there are two main characteristics of the network for
a given impedance Rref:

(1) The overall impedance from the input side becomes

Zi =
jRre f XS(α− 1) + X2

S(α + β− αβ)

Rre f + jXS(β− 1)
(1)

(2) Using Equation (1), the output current flowing through Rref can be derived as

Ip =
Ui

−Rre f (α− 1) + jXS(α + β− αβ)
(2)

3. Crosstalk Study of SWTPI Based on the LCC Compensation Network

3.1. Selection of Compensation Network and Coupling Position

The SWTPI with typical compensation networks are shown in Figure 4. The typical compensation
networks are composed of Z1, Z2, and Z3, where Z1 and Z2 can be short circuits, capacitors, and/or
inductors, and Z3 can be open circuits, capacitors, and/or inductors [33]. Each side of the WPT system
is divided into two loops by the compensation networks. We denote the loop near the energy transmit
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and receive coils as loop II and the other one as loop I. Therefore, two positions exist at which the
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According to Equations (3) and (4), when ∆(ωp) is less than 1, the cross voltage in Ld at position I
will be superior to that at position II. Position II was chosen in a previous work [17–23]. When Z3 is
an open circuit (i.e., when the resonant compensation network is compensated by series resonance),
the crosstalk at the two coupling positions is consistent. When Z3 is not open and is set to parallel
resonance with Z2 and Lp, the crosstalk at coupling position I will change to

ULd

(
ωp
)
|positionI =

Zre f
(
ωp
)

Z3
(
ωp
) · Ld

Lp
·ULp

(
ωp
)

(6)

The cross voltage in Ld can be adjusted to be lower than that at coupling position II; that is,
because of the different reflected impedance values, the crosstalk can be further reduced by adjusting
the values of Z3 and Z2.

As the misalignment and distance between the coils increase, the mutual inductance between
the coils decreases dynamically. To meet the demand of the charging requirement, the voltage of the
transmit coil ULp(ωp) must increase continuously. Thus, the crosstalk at position I is obviously superior
to that at position II. The types of compensation networks that are appropriate for coupling position I
include LCC, inductor–capacitor–inductor (LCL), and inductor–capacitor (LC) parallel.

Based on the characteristics of constant output current and the ease of realization of ZVS in the
LCC resonant compensation network, this paper adopts this compensation network and coupling
position I to analyze and minimize the crosstalk.
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3.2. Proposed Structure

The proposed structure is shown in Figure 5. This structure consists of seven main parts:
the inverter circuit, the signal-sending circuit, the energy-sending compensation network circuit,
resonant coils, the energy-receiving compensation network circuit, the signal-receiving circuit,
the rectifier circuit and the load. The resonant coils consist of two coils with large inductances:
Ls and Lr. The compensation network circuit of the energy transmitter and receiver sides adopts
an LCC compensation network circuit that consists of an inductor and two capacitors. The transmitter
side includes Ls1, Cs1, and Cs2, and the receiver side includes Lr1, Cr1, and Cr2. The mutual inductance
between Ls and Ls1 and that between Lr and Lr1 can always be neglected because the values and
volumes of Ls1 and Lr1 are quite small compared with those of Ls and Lr. The signal-sending circuit
consists of a signal source Us, an impedance-matching capacitor Csd1, a transformer Ts, and a signal
source Us that are coupled to the power channel through the transformer Ts. The information-receiving
circuit is composed of a transformer Tr, an impedance-matching capacitor Crd and a receiving resistor
R. The transformer Tr and impedance-matching capacitor Csd form a filter that filters out the signal
coupled in the power channel. In the proposed method, the data-carrier frequency should be at
least one order of magnitude higher than the power frequency to minimize the crosstalk between the
power channel and the information channel. Therefore, the resistance and parasitic capacitance of the
transformers Ts and Tr cannot be neglected. Thus, the transformers Ts and Tr consist of coupled coils,
with coefficients of Mst and Mrt, resistances of Rsd1 and Rsd2 and parasitic capacitances of Csd1 and
Csd2, respectively. The inductances of Ts and Tr are substantially less than those of Ls and Lr. Therefore,
the mutual inductances between Ts and Ls, Ts and Ls1, Tr and Lr, and Tr and Lr1 can be neglected.
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In SWTPI systems, the information frequency f data must satisfy the following condition for
near-field transmission:

airgap << λdata =
C

fdata
(7)

For an air gap of 1 m, we assume that λdata is 30 m; then, fdata will be less than 10 M. To enlarge
the air gap, the information frequency must decrease.

3.3. Data Transmission Analysis

As shown in Figure 5, the parameter Ui is the inverter output voltage. The higher-order harmonics
in Ui cannot be neglected in large-air-gap and high-power applications. The rectifier with the
load is simplified as an equivalent resistance Re. Rl is the load. The value of Re is 8Rl/π2. At the
power frequency fp, the equivalent circuit of communication cells is simplified as an inductor.
The transformers Ts and Tr are composed of a set of coupled coils without a terry core, and the
coefficient is nearly one. Thus, the core loss of the coupled inductors weakly influences the power
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transmission efficiency and overall output power. If the loss of the coupled inductors is ignored,
the power delivery performance of the proposed system is similar to that of conventional circuits
without communications [28]. Lsd1 and Ls constitute the left side of the LCC compensation network on
the transmitter side, and Lrd1 and Lr constitute the left side of the LCC compensation network on the
receiver side.

Information is transmitted between Us and Ud. The forward direction is defined as from Us to
Ud, and the backward direction is defined as from Ud and Us. We will mainly discuss the forward
transmission function of the information channel. On the transmitter side of the information channel,
the capacitor Csd resonates with Lsd1, which is used to amplify the output power of the communication
circuit. On the receiver side, the resonant frequency of capacitor Crd and the primary side of transformer
Tr are tuned to the data-carrier angular frequency ωc, and the receiver network works as a narrow
band-pass filter to diminish the interference from the power channel. Therefore, the resonant angular
frequency ωc is expressed as:

ωc =
1

2π
√

Lsd1 · Csd
=

1
2π
√

Lrd1 · Crd
(8)

We ignore parasitic capacitors Ts and Tr because they are too small even at the communication
angular frequency ωd. The impedance of the primary side of transformer Tr is expressed as:

Ztr1(ω) =
1

1/Rd + 1/(jωLrd1 + Rrd1) + jωCrd
(9)

The impedance of the secondary side of transformer Tr is expressed as:

Ztr2(ω) = Rrd2 + jωLrd2 +
(ωMtr)

2

Ztr1(ω)
(10)

Thus, the impedance from the receiver side is expressed as:

Zr(ω) = jωLr + R2 +
1

jωCr2
+ jωCr1||(jωLr1 + Re + Ztr2(ω)) = jωLr + R2 +

1
jωCr2

+ (jωLr1+Re+Ztr2)·(1/jωCr1)
jωLr1+Re+Ztr2+1/jωCr1

(11)

Using Equation (11), the voltage on Lrd2 can be derived as:

ULrd2 =
jωLrd2 · jωMsr

Zr(ω)
· 1/jωCr1

1/jωCr1 + jωLr1 + Re + Ztr2(ω)
(12)

The reflected impedance Zrs(ω) to the transmitter side is given by:

Zrs(ω) =
(ωMsr)

2

Zr(ω)
(13)

The voltage on Lsd1 can be derived as:

ULsd1 = jωLsd1 ·
jωLs + 1/jωCs2 + 1/jωCs1 + R1 + Zrs(ω)

1/jωCs1
· I (14)

The transfer functions of the transformers Ts and Tr are:

GTrω =
Ud

ULrd2

=
jωLrd1 + Rrd1

jωLrd2
(15)

GTs(ω) =
ULsd1

Us
=

jωLsd1
jωLsd2 + 1/jωCsd + Rsd2

(16)
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The transmission function from the transformer on the receiver side to the transmitter side is
defined as:

GTrs(ω) =
ULrd2

ULsd2

(17)

From (8)–(17), the forward transmission function of the information channel is:

G f c(ω) =
Ud
Us

= GTr(ω) · GTs(ω) · GTrs(ω) ∝ Msr (18)

From (18), the gain of the forward communication system can be obtained by the Bode diagram
by using the data in Table 1, as shown in Figure 6.

Table 1. Parameters used in the prototype.

Parameter Value

Air gap 100 cm
Udc 210 V
fp 160 kHz
fd 6 MHz

Ls, Lr 119 µH, 120 µH
rLs, rlr2 208 mΩ, 263 mΩ
Ls1, Lr1 8.36 µH, 7.1 µH

Cs1, Cs2, Cr1, Cr2 120 nF, 8.9 nF, 139 nF, 9 nF
Lsd1, Lsd2, Ld1, Lrd1 2 µH
rsd1, rsd2, rrd1, rrd2 10 Ω

Csd, Crd 50 pF
Msr 1.98 µH

Mts, Mtr ≈2 µH
Xs, Xr 6.97 Ω, 7.14 Ω

Rl 22.4 Ω–30.4 Ω
Misalignment 30 cm

α, β 1.085, 0.932
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Figure 6 shows that the system gain at the communication frequency is approximately −30 dB.
However, the crosstalk at the power resonant frequency ωp is approximately −20 dB, which means
that in the information channel, there is non-negligible crosstalk at the power resonant frequency
ωp. Apart from that, the high-order harmonic interference for the information channel also cannot be
neglected. Although the harmonic voltage is very small, it is not negligible relative to the communication
power of −20 dBmW. The power ports are approximately short-circuited at the data-carrier frequency
ωc; thus, the data carrier causes small levels of interference in the power channel. Therefore, it is
essential to analyze and minimize the crosstalk from the power channel to the information channel.
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3.4. Crosstalk at the Power Frequency Based on the LCC Compensation Network

Previous studies [17,18] have examined the crosstalk at the power frequency with coupling
position II. However, the crosstalk estimation formulas in these papers demonstrated that when the
inductances of the coupled coil and signal coupling inductor are predetermined, the crosstalk between
the power and information channels cannot be adjusted and will increase with the output power at the
power frequency, which is not suitable for high-power applications. This paper focuses on coupling
position I with the LCC compensation network to minimize the crosstalk at the power frequency by
designing the parameters of the LCC compensation network.

To design the LCC compensation network in practice, the primary current must meet minimum
power output requirements, and the inverter must achieve Please define abbreviations the first time
they appear in the abstract, main body, and a figure or table description. To accomplish these goals,
the equivalent load of the inverter needs to be somewhat inductive to ensure that the inverter can
achieve ZVS. Certain variations [25,27] of the LCC network are required. A previous paper [25]
proposed a method that added coefficients α and β to the left and right sides, respectively, of the LCC
compensation network, as shown in Figure 7.
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Therefore,

Ls1 =
αXs

jωp
(19)

Cs1 =
1

jωp · (βXs − jωpLs)
(20)

Neglecting the impedance of the transmission coil, the crosstalk at the coupling inductor Ld1 at
the power frequency Gcs can be derived as follows:

Gcs(ωp) =
ULsd1

Ui
=

jωLsd1

αXs +
−Xs(βXs−Zre f )
(β−1)Xs+Zre f

(21)

Equation (21) shows that increasing α and decreasing β can decrease the crosstalk at the power
frequency, assuming that both the transmission coil and the signal coupling coil are determined.

3.5. Crosstalk at the Communication Frequency Based on the LCC Compensation Network

Since the output waveform of the inverter is square and contains the higher frequency components,
the adjacent coupling for the data transmission receives a certain amount of the emitted electromagnetic
interference (EMI) noise [17,24]. As the output power and input voltage are improved, the EMI noise
will be significantly improved as the harmonic voltage increases at the communication frequency.
This part of the noise is the bottom noise of the data transmission; thus, improving the SNR by
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minimizing this type of noise is useful. To eliminate noise at other frequencies, we use a band-pass
filter on the transmitter side. When the system operates at the communication frequency, the circuit
components have parasitic parameters, and the circuit of the primary side is changed to that shown in
Figure 8.
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Resistor Rd1par and capacitor Cd1par can be neglected because the inductance of the signal
coupling inductor Lsd1 is very small. Cs1par, Ls1par, Ls2par and Cspar can be neglected because
these parasitic parameters are sufficiently small at the frequency that satisfies the limitation of (7).
Thus, the relationship among the impedances of Ls1, Cs1, Cs2, and Ls at the communication frequency
and the power frequency is as follows:

ZLs1(ωc) = ZLs1(ωp) + RLs1par

ZCs1(ωc) = ZCs1(ωp) + RCs1par

ZCs2(ωc) = ZCs2(ωp) + RCs2par

(22)

According to the LCC structure described in Section 2.2, we obtain:{
ZLs1(ωc) = αZCs2(ωc) + RLs1par

ZCs1(ωc) = βZCs2(ωc) + RCs1par

(23)

Then, the input resistance Zi(ωc) can be derived as:

Zi(ωc) = ZLs1(ωc) +
(
ZLs(ωc) + ZCs1(ωc)

)
||ZCs2(ωc)

= αZCs2(ωc) + RLs1par + (βZCs2(ωc) + RCs1par + ZLs(ωc))||ZCs2(ωc)
(24)

Assume that Ui(ωc) is the average voltage of the harmonic of the inverter output voltage that falls
within the frequency range of the band-pass filter. Assume that the start and stop angular frequencies of
the band-pass filter are ωa and ωb, respectively. ωa and ωb are determined by the network transmission
gain. The value of Ui(ωc) can be derived as follows:
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Ui
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2π
·

(n−m)/2
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⌈

ωa
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⌉
,

⌈
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⌉
mod2 = 1⌈

ωa
ωp

⌉
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⌉
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⌉
,

⌈
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⌉
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⌉
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⌈
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⌉
mod2 = 0

k ∈ N
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From the circuit diagram and Equations (24) and (25), the crosstalk on the signal coupling inductor
Lsd1 from the power source at the communication frequency can be deduced as:

Gcs(ωc) = jωLsd1 · 4Ui√
2π
· 1

Zi(ωc)

(n−m)/2
∑

k=0

1
m+2k

ωb−ωa

m =


⌈

ωa
ωp

⌉
,

⌈
ωa
ωp

⌉
mod2 = 1⌈

ωa
ωp

⌉
+ 1,

⌈
ωa
ωp

⌉
mod2 = 0

n =


⌈

ωb
ωp

⌉
,

⌈
ωb
ωp

⌉
mod2 = 1⌈

ωb
ωp

⌉
− 1,

⌈
ωb
ωp

⌉
mod2 = 0

k ∈ N
ωc ∈ {ωa, ωb }

(26)

Equations (24) and (26) show that increasing α will help to reduce the crosstalk in the
communication frequency.

3.6. Crosstalk from the Switch Process of the Inverter

The data coupling device also receives EMI noise from the switch device due to the hard switch
process, which is also part of the adjacent EMI noise [17]. As the output power improves, the switch
current and voltage of the switch device will improve significantly, and the EMI noise of this type
cannot be neglected. A typical hard switch process of the voltage source inverter is shown in Figure 9.
Figure 9a shows waveforms of the voltage and current on the switch in a typical hard switch process.
Figure 9b presents the fast fourier transformation (FFT) analysis of the red circle waveform of the
current on the switch. Figure 9b shows that when the input voltage is 210 V and the frequency is 160 k,
the harmonic voltage at 30 times the baseband is approximately 15 V, which is significant crosstalk for
the information channel. To reduce this part of noise, the ZVS of the switch is urgently needed.Energies 2017, 10, 1606 12 of 20 

 

(a) (b) 

Figure 9. Waveforms of the voltage and current on the switch in a typical hard switch process, and 
fast fourier transformation (FFT) analysis of the red-encircled waveform of the current on the switch. 
(a) Waveforms of the voltage and current on the switch in a typical hard switch process; (b) FFT 
analysis of the red-encircled waveform in (a). 

3.7. Influence of Misalignment on Crosstalk 

The SWTPI system must function under different conditions, including misalignment. 
Generally, two major misalignment cases show the impact on the coupling coefficients: lateral 
misalignment and angular misalignment. However, regardless of the type of misalignment, the 
coupling coefficients between the coils will drop, resulting in variations of Rref. As the coupling 
coefficient drops, the transmission of the same power will increase the input voltage. As described 
in Sections 3.3 and 3.4, an increase in the input voltage will introduce more crosstalk not only in the 
power frequency but also in the communication frequency. Meanwhile, the variations of Rref will 
change the load situation of the inverter; consequently, the switching process of the inverter will be 
unable to satisfy the ZVS condition. As described in Section 3.5, failure to satisfy the ZVS condition 
will introduce more crosstalk at the communication frequency. 

4. Crosstalk Minimization via Parameter Design for the LCC Compensation Network 

The design method for the receiver side of the LCC compensation network is the same as that 
described in [25]. Thus, we mainly discuss the design method for the transmitter side of the LCC 
compensation network. When designing the transmitter side of the LCC compensation network, 
four aspects must be addressed: (1) minimizing the crosstalk at the power frequency; (2) minimizing 
the crosstalk at the communication frequency; (3) guaranteeing the current at the primary side to 
facilitate the transmission of sufficient power; and (4) ensuring that the inverter has ZVS status. We 
describe the design procedure in detail in the following. 

4.1. Minimizing the Crosstalk at the Power Frequency and Communication Frequency 

Equation (21) shows that a lower β results in less interference at the power frequency. 
Therefore, to minimize the interference as much as possible, we assume that the value of β should 
be less than one. 

1   (27) 

Equation (26) shows that a larger α results in reduced interference at the communication frequency. 
Therefore, we assume that the value of α should be greater than one. 

  1  (28) 

From Equation (2), we can obtain the following: 

2 2 2 2
| |

( 1) ( )
i

s

ref s

U
I

R X   


   
 

(29) 

Figure 9. Waveforms of the voltage and current on the switch in a typical hard switch process, and
fast fourier transformation (FFT) analysis of the red-encircled waveform of the current on the switch.
(a) Waveforms of the voltage and current on the switch in a typical hard switch process; (b) FFT analysis
of the red-encircled waveform in (a).



Energies 2017, 10, 1606 12 of 20

3.7. Influence of Misalignment on Crosstalk

The SWTPI system must function under different conditions, including misalignment. Generally,
two major misalignment cases show the impact on the coupling coefficients: lateral misalignment and
angular misalignment. However, regardless of the type of misalignment, the coupling coefficients
between the coils will drop, resulting in variations of Rref. As the coupling coefficient drops,
the transmission of the same power will increase the input voltage. As described in Sections 3.3
and 3.4, an increase in the input voltage will introduce more crosstalk not only in the power frequency
but also in the communication frequency. Meanwhile, the variations of Rref will change the load
situation of the inverter; consequently, the switching process of the inverter will be unable to satisfy
the ZVS condition. As described in Section 3.5, failure to satisfy the ZVS condition will introduce more
crosstalk at the communication frequency.

4. Crosstalk Minimization via Parameter Design for the LCC Compensation Network

The design method for the receiver side of the LCC compensation network is the same as that
described in [25]. Thus, we mainly discuss the design method for the transmitter side of the LCC
compensation network. When designing the transmitter side of the LCC compensation network,
four aspects must be addressed: (1) minimizing the crosstalk at the power frequency; (2) minimizing
the crosstalk at the communication frequency; (3) guaranteeing the current at the primary side to
facilitate the transmission of sufficient power; and (4) ensuring that the inverter has ZVS status.
We describe the design procedure in detail in the following.

4.1. Minimizing the Crosstalk at the Power Frequency and Communication Frequency

Equation (21) shows that a lower β results in less interference at the power frequency. Therefore,
to minimize the interference as much as possible, we assume that the value of β should be less than one.

β < 1 (27)

Equation (26) shows that a larger α results in reduced interference at the communication frequency.
Therefore, we assume that the value of α should be greater than one.

α > 1 (28)

From Equation (2), we can obtain the following:

|Is| =
Ui√

R2
re f (α− 1)2 + X2s(α + β− αβ)2

(29)

Clearly, when the values of α and β are fixed, the current in the sending coil will decrease
with increasing reflection impedance. Therefore, to meet the requirements of power transmission,
the current must be greater than or equal to the minimum current requirements in the maximum
reflected impedance, i.e.,

Is ≥ Ismin =
Ui

−Rre f Max(α− 1) + jXs(α + β− αβ)
(30)

4.2. Ensuring the ZVS Status of the Inverter

From Equation (1), we can obtain the tangent value of the phase angle θ of Zi as:

tan θ =
imag Zi
real Zi

=
R2

re f (α− 1)− X2
s (β− 1)(α + β− αβ)

Rre f Xs
(31)
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Using Equation (31), we can obtain the derivative of Rref as:

∂(tan θ)

∂(Rre f )
=

(α− 1)
Xs

+
Xs(β− 1)(α + β− αβ)

R2
re f

(32)

Since the value of α is approximately one and Xs is always approximately ten or more ohms,
the value of (α − 1)/Xs is quite small and weakly influences the value of (32). Thus, (α − 1)/Xs can be
neglected. Therefore, we obtain:

∂(tan θ)

∂(Rre f )
≈ Xs(β− 1)(α + β− αβ)

R2
re f

(33)

The contours of Equation (33) are shown in Figure 10. As denoted by the orange ellipse, when β < 1,
Equation (33) is less than zero, which means that the value of tgθ is a decreasing function of the reflected
impedance Rref.
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To ensure the stable operation of the inverter, it is necessary to ensure that the reflection impedance
angle is greater than a certain amount at the time of the maximum reflection impedance, i.e.,

tan θ ≥ (tan θ)min =
R2

re f max(α− 1)− X2
s (β− 1)(α + β− αβ)

Rre f maxXs
(34)

4.3. Parameter Design Method for the LCC Compensation Network to Minimize the Crosstalk

Using Equations (27), (28), (30), and (34) simultaneously, we obtain:

Is ≥ Ismin = Ui
−Rre f Max(α−1)+jXs(α+β−αβ)

tan θ ≥ (tan θ)min =
R2

re f max(α−1)−X2
s (β−1)(α+β−αβ)

Rre f maxXs

β < 1
α > 1

(35)

Using the values in Table 1, we assume that the minimum current needed is 29.8 A and that the
minimum reflection angle of impedance is 10◦. Then, by solving Equation (35), we can obtain a set of
solutions, as shown by the circle in Figure 11.



Energies 2017, 10, 1606 14 of 20

Energies 2017, 10, 1606 14 of 20 

 

4.3. Parameter Design Method for the LCC Compensation Network to Minimize the Crosstalk 

Using Equations (27), (28), (30), and (34) simultaneously, we obtain: 

 

min

2 2
max

min
max

( 1) ( )

( 1) ( 1)( )
tan tan

1
1

   

    
 





       
     

 

 
 

i
s s

refMax s

ref s

ref s

U
I I

R jX

R X

R X

 

(35) 

Using the values in Table 1, we assume that the minimum current needed is 29.8 A and that 
the minimum reflection angle of impedance is 10°. Then, by solving Equation (35), we can obtain a 
set of solutions, as shown by the circle in Figure 11. 

 

Figure 11. Solutions of Equation (35). Ui = 210 V, Xs = 7 Ω. The maximum value of Rref is 3.6 Ω, and 
the minimum value of Rref is 1.8 Ω. 

The estimated efficiency from the transmit coil to the load is denoted by ηe, and the output 
power of the system is denoted by Po. After determining α and β, the parameters of the LCC 
compensation network on the transmitter side can be calculated using Equation (36): 

 

2

2

1 1

1

2

8

1

1

dc ref ei
s

rq o

s
s sd

s
s

s
s

U RU
X

I P

X
L L

C
X

C
X










  


  


  

 

    

(36) 

5. Prototype Design and Experimental Validation 

5.1. Experimental Set 

A 1000-W prototype was built to verify the proposed structure and design method for the LCC 
compensation network. The parameters are listed in Table 1. Figure 12 shows a photograph of the 
prototype of our system. 

Figure 11. Solutions of Equation (35). Ui = 210 V, Xs = 7 Ω. The maximum value of Rref is 3.6 Ω, and the
minimum value of Rref is 1.8 Ω.

The estimated efficiency from the transmit coil to the load is denoted by ηe, and the output power
of the system is denoted by Po. After determining α and β, the parameters of the LCC compensation
network on the transmitter side can be calculated using Equation (36):

Xs =
Ui
Irq

=

√
8U2

dcRre f ηe

π2Po

Ls1 = αXs
ω − Lsd1

Cs1 = 1
Xsω

Cs2 = 1
(α−β)ωXs

(36)

5. Prototype Design and Experimental Validation

5.1. Experimental Set

A 1000-W prototype was built to verify the proposed structure and design method for the LCC
compensation network. The parameters are listed in Table 1. Figure 12 shows a photograph of the
prototype of our system.
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The transmitter side and the receiver side are controlled independently by MPC5674F MCUs
(NXP, Netherlands), which regulate the power and data transmission. The size of the power
transmitting and receiving coils is 72 × 72 cm, with a turn number of 12. The coil-to-coil wireless
charging distance of the prototype is 100 cm. The transmitting coil and the receiving coil have a set of
LCC compensation networks, which are encircled and marked. The mutual inductance M between the
transmitter and receiver sides is 1.98 µH and is measured by an inductance–capacitance–resistance
(LCR) meter. For the transformers Ts and Tr, the inductance of the primary and secondary sides is
approximately 2 µH, and the coupling coefficient is 0.98. Considering that the primary side will pass
a high current, the transformers Ts and Tr are built with Litz wire.

According to the method for calculating the optimal impedance [25], the optimal impedance of
our system is 2.28 Ω. Considering the approximation of the turn-off current for the LCC-connected
inverter proposed in [29], the expected impedance angle θ needed to ensure ZVS is calculated as 10◦.
Thus, according to the maximum and minimum reflection impedances of the system and the limitation
of the current in the transmitting coil and the reflection impedance angle, we set the minimum current
in the transmitting coil to 29.8 A. By solving Equation (35), we can obtain one set of α and β that can
satisfy the requirements, as listed in Table 1.

The transmission gain at the communication frequency in this system is measured by an Agilent
N9000B (Keysight, CA, USA) frequency analyzer machine. The transmission gain between 5.6 MHz
and 6.9 MHz is above −50 dB, as shown in Figure 13. The peak transmission gain is approximately
−30 dB, which is consistent with the simulation result given in Figure 6. Therefore, we choose 6 MHz as
the baseband frequency for our information channel. Additionally, this frequency satisfies Equation (7).
Thus, ωa is set to 5.6 MHz, and ωb is set to 6.9 MHz; the bandwidth is 1.3 MHz.

To obtain the lowest filtering noise, we designed a five-stage band-pass filter on the transmitter
side and receiver side in the information channel (Figure 14). Our system uses a UM402 (Cygran,
Beijing, China) modulation and demodulation module, and a mixer machine is used to generate the
6-MHz baseband signal.
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5.2. Experimental Results

We designed our experiment according to the parameters in Table 1. For the selection of α and β,
both the transmission ability and crosstalk were studied to verify the aforementioned analysis.

To verify the effectiveness of the proposed structure and parameter design method, an SWTPI
system with coupling position II, which was chosen in previous works [17–23], was built for
comparison. The voltages on the main transmitting coil and transformer coil at the power transmission
frequency ωp are listed in Table 2 and are based on the experimental data. The average crosstalk
values on the transmitter and receiver sides between the power channel and the information channel
at the power transmission angular frequency ωp were calculated using Equation (21) and are shown in
Figure 15.

Table 2. Voltages measured at the power frequency.

Parameter Value (Avg)

Vs 3150 V
Vsd1(Proposed) 14.5 V
Vsd1(Previous) 52.5 V

Vr 3048 V
Vrd1(Proposed) 1.83 V
Vrd1(Previous) 50.8 VEnergies 2017, 10, 1606 17 of 20 
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Figure 15. Simulation and measurement of the crosstalk on the transmitter and receiver sides based on
the proposed and previous structures for different reflected resistances.
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Figure 15 shows the measured and simulated crosstalk at the power frequency based on the
proposed and previous structures for different reflected resistances. As shown in Figure 15, the crosstalk
based on the proposed structure and design methods is far less than that of earlier works.

At the communication frequency, the crosstalk is decreased by 2 dB using the method described
in Section 4. Additionally, the send power of the information channel requires only an average of
−20 dBmW, as shown in Table 3.

Table 3. Results obtained at the communication frequency.

Reflected Load Power In Power Received SNR

1.8 Ω −20 dBmW −35 dBmW 9 dB
2.3 Ω −22 dBmW −32 dBmW 10 dB
3 Ω −19 dBmW −30 dBmW 10 dB

3.6 Ω −21 dBmW −33 dBmW 11 dB

Moreover, the output current, voltage of the inverter and coil currents under the maximum
and minimum reflected resistances were measured, and ZVS was achieved under different reflected
resistances, as shown in Figure 16. The average output power of the proposed SWTPI system is 1 kW,
and the efficiency is 72.9%.

1 
 

 

Figure 16. Under maximum Rref and minimum Rref conditions, the measured waveforms of the transmit
coil current and the output current, output voltage, and θ of the inverter, with α = 1.085 and β = 0.932.
(a) Waveforms with Rref = 1.8 Ω, θ = 11◦, and I = 29.9 A; (b) Waveforms with Rref = 3.6 Ω, θ = 10◦,
and I = 29.8 A.

Based on Shannon’s law, the max communication capacity is defined as [21]:

Cmax = Bw log 2(1 +
Ps

Pp
) (37)

Ps is the power of the signal, and Pp is the power of the crosstalk. According to the aforementioned
bandwidth and the crosstalk, the maximum capacity of this system is 4.5 Mbps. However, because of
the experimental limitations, at present the data rate is only 115.2 kbps. However, generally speaking,
115.2 kbps is sufficient to meet the requirements for the transmission of the required information,
including location information and information such as start or stop. Figure 17 shows the waveforms
on the transmitter and receiver sides at a data rate of 115.2 kbps obtained using the FSK modulate and
demodulate methods. The upper part of Figure 17a is the bit stream sent by transmitter, and the lower
part of Figure 17a is the waveform in the signal coupling inductor at the transmitter side. The upper
part of Figure 17b is the waveform in the signal coupling inductor at the receiver side, and the lower
part of Figure 17b is the bit stream received.
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The transmission abilities of the power and information channels are improved by properly
designing the parameters of the compensation network. In addition, the security of the communication
in our SWTPI system is improved by decreasing the transmitted communication power.

6. Conclusions

SWPTI between the transmitter side and the receiver side is important in WPT systems.
To minimize the crosstalk between the power channel and the information channel, this paper applied
an LCC compensation network to an SWTPI system. First, the transmission and crosstalk of the
proposed structure were studied. An effective parametric design method of the LCC compensation
network for the SWTPI system was then described and analyzed theoretically, with a focus on
the power and data transmission abilities and on minimizing the crosstalk at both the power and
communication frequencies. A set of LCC networks was designed based on the proposed parametric
design method, and the system performances at different loads and misalignments were compared.
The crosstalk on the transmitter side and the receiver side decreased by 5 dB and 15 dB, respectively,
at the power frequency, and by 2 dB at the communication frequency, compared to previous studies.
The average output power and data transmission speed of our SWTPI system were measured to be
1 kW and 115.2 kbps, respectively. Highly consistent measurements between the theoretical analyses
and simulation were achieved. In the future, we will further improve the power level and introduce
the SWTPI to actual applications, such as electric vehicle wireless charging applications, including
stationary and dynamic charging applications. In such applications, the standard output power
level is 3.3 kW or 7.7 kW. We will further optimize the circuit parameters to reduce the crosstalk at
these power levels. In the meantime, we will improve the anti-crosstalk ability of the information
channel by adopting other transmission methods, such as Quadrature Phase Shift Keying (QPSK)
and spread spectrum communication. By reducing the crosstalk in the power channel and improving
the anti-crosstalk ability of the information channel, the overall system power transmission level and
communication rate will ultimately be improved.
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