
RESEARCH ARTICLE

The combination of the error correction

methods of GAFCHROMIC EBT3 film

Yinghui Li1, Lixin Chen2, Jinhan Zhu2, Xiaowei Liu1*

1 School of Physics, Sun Yat-sen University, Guangzhou, Guangdong, People’s Republic of China, 2 State

Key Laboratory of Oncology in South China, Sun Yat-sen University Cancer Center, Guangzhou,

Guangdong, People’s Republic of China

* stslxw@mail.sysu.edu.cn

Abstract

Purpose

The aim of this study was to combine a set of methods for use of radiochromic film dosime-

try, including calibration, correction for lateral effects and a proposed triple-channel analysis.

These methods can be applied to GAFCHROMIC EBT3 film dosimetry for radiation field

analysis and verification of IMRT plans.

Methods

A single-film exposure was used to achieve dose calibration, and the accuracy was verified

based on comparisons with the square-field calibration method. Before performing the dose

analysis, the lateral effects on pixel values were corrected. The position dependence of the

lateral effect was fitted by a parabolic function, and the curvature factors of different dose lev-

els were obtained using a quadratic formula. After lateral effect correction, a triple-channel

analysis was used to reduce disturbances and convert scanned images from films into dose

maps. The dose profiles of open fields were measured using EBT3 films and compared with

the data obtained using an ionization chamber. Eighteen IMRT plans with different field sizes

were measured and verified with EBT3 films, applying our methods, and compared to TPS

dose maps, to check correct implementation of film dosimetry proposed here.

Results

The uncertainty of lateral effects can be reduced to ±1 cGy. Compared with the results of

Micke A et al., the residual disturbances of the proposed triple-channel method at 48, 176

and 415 cGy are 5.3%, 20.9% and 31.4% smaller, respectively. Compared with the ioniza-

tion chamber results, the difference in the off-axis ratio and percentage depth dose are

within 1% and 2%, respectively. For the application of IMRT verification, there were no dif-

ference between two triple-channel methods. Compared with only corrected by triple-chan-

nel method, the IMRT results of the combined method (include lateral effect correction and

our present triple-channel method) show a 2% improvement for large IMRT fields with the

criteria 3%/3 mm.
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Introduction

To ensure consistency of the medical prescription within the clinical tolerance, and safe fulfil-

ment of that prescription during the treatment. It is necessary to perform quality assurance

(QA) analyses for the devices and methods associated to radiotherapy treatment process, such

as linear accelerator and treatment planning system [1]. Compared with an ionization cham-

ber or semiconductor matrix, GAFCHROMIC EBT film dosimetry offers the advantages of

high spatial resolution, near-tissue equivalence and weak energy dependence [2–5]. The dosi-

metric characterization of GAFCHROMIC EBT film has been demonstrated by Martina et al.

[6], and it has been shown to be suitable for clinical dosimetry.

Published works [7–12] indicate that there are several artefacts that can limit the dose accu-

racy of GAFCHROMIC EBT film. These include effect related to darkening, temperature,

scanner performance, film orientation, and film inhomogeneities. According to the investiga-

tion of Mack et al. [7], the darkening effect can be negligible when scanning at least 24 h after

irradiation. The effect of temperature is reversible between 15˚C and 25˚C, and the effect is

-0.02%/K. The effect of scanner performance is a lateral effect [8–10], and film inhomogeneity

can cause disturbances [11]. Several studies showed that reducing these effects is critical for

ensuring that GAFCHROMIC EBT film accurately reflects dose characteristics [13–19].

For scanner performance, several studies [20–23] demonstrated that charge-coupled device

(CCD) scanners have a lateral effect (non-uniform lateral response of the scanner) in the

orthogonal direction (perpendicular to the movement axis of the scanner lamp), and the lateral

effect is dose and position dependent. Menegotti L et al. [21] corrected lateral effect by extract-

ing parabolic correction factors at different dose levels. Poppinga D et al. [22] corrected it by

fitting the OD curvatures of parabolas at different dose levels. Wen N et al. [23] built a scanner

non-uniform response correction map by registering and comparing film doses to the refer-

ence ion chamber array-based dose map delivered with the same doses.

Film inhomogeneity also effects dose accuracy [11, 24, 25]. Micke A et al. [11] proposed a

triple-channel method, which is based on extracting the relative thickness of the active layer

and separating the dose-dependent part of the image from the disturbance map, and using this

method, the accuracy of intensity-modulated radiation therapy (IMRT) plan verification was

significantly improved. Mayer RR et al. [26] and Perez Azorin JF et al. [27] introduced two dis-

turbances, one common to the three channels and one depending on the colour channel, to

improve film uniformity.

GAFCHROMIC EBT films have been demonstrated to be capable of effectively validating

2D IMRT dose distributions in phantoms [11, 12, 25, 27, 28]. In addition, the application of

the EBT3 films to the 3D dose distribution has also been demonstrated [4].

This study combines a set of methods for radiochromic film dosimetry, which is able to

consider lateral non-uniform scanner response, calibration and film inhomogeneity for an

effective use of this high-resolution dose detection system. The results for dosimetric charac-

teristics measured using GAFCHROMIC EBT film can be applied to radiation field analyses

and the verification of IMRT plans.

Materials and methods

Irradiation and scanning process

GAFCHROMIC EBT3 films with sheet dimensions of 20.32 × 25.40 cm2 were used in this

study. To avoid discrepancies, films from the same batch (Lot No. 06051404) were used. The

films were irradiated with 6-MV photons using a Varian Unique linear accelerator.
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To analyse lateral effects, four EBT3 films were irradiated to four uniform dose levels, rang-

ing from 0 to 372.5 cGy. Each film was placed in a multilayer 40 × 40 × 20 cm3 Solid Water

phantom at a depth of 10 cm and a source-to-surface distance (SSD) of 90 cm. Each film was

irradiated with a field 40 × 40 cm2 in size, and the dose values were measured using Matrixx

array at the same depth for comparisons.

To obtain the film calibration curve, the single film calibration method was used for fast dose

calibration, as shown in Fig 1. The film was placed in a multilayer 40 × 40 × 20 cm3 Solid Water

phantom at a depth of 10 cm and a SSD of 90 cm. To evaluate the proper width of the strips,

two groups of strips with different widths (2.5 and 3.0 cm) were generated by irradiating the

films with 6-MV photon beams. The calibration plans were designed in the Eclipse v.10.0 treat-

ment planning system, and a total of ten and nine side-by-side static fields were generated for

the 2.5- and 3.0-cm strips, respectively. Marginal strips were used not as calibration strips, but

rather to ensure the uniformity of the strips on both sides. To reduce measurement uncertainty,

each strip irradiation calibration method was performed three times, and the average OD values

were used in the calibration. Moreover, to ensure the accuracy of the single-film calibration

method, the square-field calibration method [29] was used as the standard to determine the

proper strip size. Two EBT3 films were cut into eight equal pieces, and their orientation was

marked on each piece. The pieces were exposed to 10 × 10-cm2 fields. After exposure, all pieces

were joined with transparent tape as indicated by the marks. The calibration dose value was

Fig 1. Scheme of the calibration method with seven strips (3.0 × 16 cm2).

https://doi.org/10.1371/journal.pone.0181958.g001
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measured using a PTW UNIDOS electrometer with a 0.125-cm3 Semiflex ionization chamber

(31010) at the centre point of each strip and square field. The ionization chamber and film were

measured separately to maintain them at the same depth. For the measurement of strip dose val-

ues, all side-by-side fields were executed during the measurement of each centre point. In this

way, the contribution of each field on the single film can be measured by the ionization cham-

ber, including the contribution to scattering.

At least 24 h after exposure, all films were scanned within 30 min. The films were scanned

and digitized using an Epson 10000XL flatbed scanner in transmission mode without colour

correction and with a resolution of 72 dpi in 48-bit RGB (red, green and blue) mode (16 bits

per channel, with pixel values in the range of 0–216−1, the real value and its corresponding

uncertainty is 65207±280), and the centres of the film and scanner were placed in a co-axial

orientation. The data were saved as TIFF (tagged image file format) files. The films were posi-

tioned using a thin black plastic frame to ensure that they were all scanned in the same posi-

tion, and the frame was not removed until all films were scanned. To reduce the effect of

scanning temperature, the scanner was placed in an environment with a temperature of

20 ± 2˚C.

All films were placed in the scanner with their long edge parallel to the scanning direction.

Each film was scanned three times, and the result of the third scan was used for data analysis

[30]. The dimensions of the scanned area were set to 19.4 × 24.6 cm2.

Correction of lateral effects

The lateral effect of a scanner is position and dose dependent. As shown in Fig 2, for a constant

dose, the tendency of the lateral effect is similar to a parabolic curve in the orthogonal direction

(X axis) and can be fitted as a parabolic function:

PVkðxÞ ¼ akðx � bkÞ
2
þ ck; ð1Þ

where k represents the RGB channel, x represent the position coordinates, the pixel values

PVk(x) were obtained by scanning the film at position x, and ak, bk and ck are fitting coeffi-

cients. The coefficient ak is the curvature of the parabola. The parabolic vertex coordinates are

(bk,ck). According to the methods of Poppinga D et al. [22], the parabolic symmetry axis, x =

bk, was found to be a same constant at different dose levels, and the relationship between ak

and ck can be fitted as a quadratic function:

ak ¼ pk þ qkc2

k ð2Þ

where pk and qk are fitting coefficients. Therefore, Eq (1) can be written as

PVkðxÞ ¼ ðpk þ qkc2

kÞðx � bkÞ
2
þ ck ð3Þ

where PVk(x) is determined by scanning the film at position x, and ck, as the corrected pixel

value (PVk,corr), can be obtained by solving Eq (3).

Dose calibration function

The scanned optical density (OD) was defined as follows:

ODk ¼ log10

65207

PVk;corr

 !

: ð4Þ
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The following exponential formula was used for dose calibration:

ODk ¼ ck � ak � e
� bk�D; ð5Þ

where ODk is the average OD of the central region (1 × 2 cm2) of each exposed strip, D is the

absorbed dose measured by the ionization chamber and coefficients ak, bk and ck were

obtained using a nonlinear least-squares fitting technique.

Triple-channel dose analysis

A triple-channel film dosimetry method was proposed by Micke A et al. [11] based on the use

of multiple colour channels to convert scanned images of radiochromic films into dose maps.

According to this method, the scanned OD at any point is directly proportional to a dimen-

sionless measure of the thickness of the active layer coated on the film:

ODk ¼ uk � t; ð6Þ

where uk is the absorption coefficient of the active layer, which varies with the absorbed dose,

and t is the thickness of the active film layer. According to the manufacturer, EBT3 films con-

sist of an active layer and two matte polyester substrates, and the absorption coefficient of the

substrate does not vary with the absorbed dose. Thus, the scanned OD at any point can be

divided into two components:

ODk ¼ ODnet þ ODbg ; ð7Þ

where ODnet is the net OD due to radiation exposure and ODbg is the OD of the background

film.

According to Eqs (6) and (7), the scanned OD in our method can be expressed as

ODk ¼ unet;k � t þ ubg;k � tf ; ð8Þ

Fig 2. The scanned pixel values of the red channel and their second-order polynomial fits at different

constant dose values.

https://doi.org/10.1371/journal.pone.0181958.g002
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where unet,k and ubg,k are the absorption coefficients of the net OD and background, respec-

tively; t is the thickness of the active layer, and tf is the film thickness. When t = tf, Eq (8)

becomes Eq (6). In Eq (5), ODk is the average OD; thus, the corresponding thicknesses become

the average thicknesses (t and tf ):

ODk ¼ unet;k � t þ ubg;k � tf : ð9Þ

When D = 0, the average OD is the background OD:

ODk ¼ ubg;k � tf ¼ ck � ak: ð10Þ

Thus, the average net OD can be written as follows:

ODnet;k ¼ unet;k � t ¼ akð1 � e� bk�DÞ: ð11Þ

The scanned OD at any point can be written as

ODk ¼ unet;k � t � Dt þ ubg;k � tf � Dtf ¼ akð1 � e� bk�DÞ � Dt þ ðck � akÞ � Dtf ; ð12Þ

where Dt ¼ t=t and Dtf ¼ tf=tf are the relative thicknesses of the active layer and film, respec-

tively, and the absorbed dose at any point for each channel can be evaluated as follows:

Dk ¼ �
1

bk
� ln

ak � Dt þ ðck � akÞ � Dtf � ODk

ak � Dt

� �

: ð13Þ

Because the thickness of the film transmitting all three types of light is the same at a pixel

point, the relative thickness can be used as a bridge to relate the three single channels, differ-

ences among which can be minimized using the least-squares criterion:

φðDt;Dtf Þ ¼ ðDR � DGÞ
2
þ ðDG � DBÞ

2
þ ðDB � DRÞ

2
: ð14Þ

Using Eq (14), we can find a set of optimal Δt and Δtf values to minimize the function φ(Δt,
Δtf) and then substitute Δt and Δtf into Eq (13) to calculate the dose value for each channel (DR,

DG and DB).

After being corrected by a triple-channel analysis, the average triple-channel dose is used as

the measurement result:

Daverage ¼
DR þ DG þ DB

3
: ð15Þ

Verification

To verify the improvement of our proposed triple-channel method, a 3 × 16 cm2 calibration

film was corrected using both the proposed method and the method of Micke A et al. [11]

individually, and the results were compared with those from a Matrixx 2D detector (IBA). To

better illustrate the improvement of the triple-channel method, no nonlinear corrections were

applied for this comparison.

To verify the validity of our combined method (include lateral effect correction and our

present triple-channel method), a PDD and four off-axis ratios (OARs) were generated using a

6-MV Varian Unique linear accelerator following our method. The OAR is usually defined as

the ratio of the dose at an off-axis point to the dose along the central beam axis at the same

depth in a phantom. The results were compared with the data measured using a 0.13-cm3 ioni-

zation chamber (IBA CC13) in a 3D water tank. The field size of the PDD was 10 × 10 cm2,

and the SSD was 100 cm. The film was irradiated at 300 MU (200 cGy at a 10-cm depth) and
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placed parallel to the beam axis in a multilayer 40 × 40 × 40-cm3 Solid Water phantom. The

OAR results were measured at a depth of 10 cm and a SSD of 100 cm. The field sizes were

3 × 3, 5 × 5, 10 × 10 and 15 × 15 cm2, and MU was set to 200.

To evaluate the potential benefits of our combined method, small, medium and large IMRT

fields were tested. A total of 18 IMRT plans (designed in Eclipse v.10.0 treatment planning sys-

tem) with 6 small fields (< 10 × 10 cm2) for brain cancer, 6 medium fields (10 × 10 cm2–15 × 15

cm2) for lung cancer and 6 large fields (> 15 × 15 cm2) for Nasopharyngeal carcinoma (NPC)

were irradiated. All fields were irradiated at 0 degree of gantry angle. The film dose results were

analysed with our combined method and the method of Micke A et al. [11]. Film dose distribu-

tions were compared to TPS dose maps, to check correct implementation of film dosimetry pro-

posed here. The gamma evaluation method was used for the evaluation of agreement between

the film and TPS dose distributions. The criteria of γ 2D(3% dose difference/3 mm distance), γ
2D(2%/2 mm) and γ 2D(1%/1 mm) were evaluated in this study. Point doses less than 10% of

the maximum dose were not considered.

Results

Correction of lateral effects

Fig 2 shows the scanned pixel values of the red channel and their second-order polynomial fits

at different constant dose values. The range of the parabolic symmetry axis is from x = 4.9 mm

to x = 9.6 mm. The parameter b = 6.7 mm was used for Eq (3). The relationships between the

parameters a and c in the RGB channels are shown in Fig 3. Fig 4 shows the results of lateral

effect correction for the red channel. The dose values obtained (Eq 5) with and without the

application of lateral effect correction for various doses (0, 74.5, 223.5 and 372.5 cGy) and the

results measured using Matrixx array are shown. The effect of the correction is clearly visible

in the figure. Similar results were obtained for the green and blue channels (see S1 and S2

Fig 3. The relationships between the parameters a and c in the RGB channels.

https://doi.org/10.1371/journal.pone.0181958.g003
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Figs). The uncertainty of RGB channels for before and after lateral effect correction were

shown in Table 1.

Verification of dose calibration accuracy

For each calibration method, the average OD values of three times measurement were used for

the calibration, and the uncertainty of OD between each measurement was<0.8%. The RGB

calibration curves obtained using the three calibration methods are shown in Fig 5. Compared

with the square-field calibration method, the maximum deviations of the results using the

3 × 16 and 2.5 × 16 cm2 strips were 1.1% and 2.9%, respectively.

Triple-channel correction and dose conversion

A set of optimal Δt and Δtf values was sought to minimize the function φ(Δt,Δtf), but only an

optimal Δtf was found in this process. Fig 6 shows an example of this result; the φ(Δt,Δtf = 1)

and φ(Δt = 1,Δtf) of 15 separate pixels in a profile changing with Δt and Δtf are shown in Fig

6A and 6B, respectively. It can be seen that there is a minimal value in Fig 6B and no minimal

value in Fig 6A. Because of the absence of an optimal Δt to minimize φ(Δt,Δtf), we set Δt = 1

and only found an optimal Δtf. Fig 7A shows the profiles obtained from single-channel dose

conversions; because of the interference caused by differences in relative thickness, the results

of single-channel dose conversions show different degrees of disturbance. Within the central

80% of the field width, the mean ± 2 SD of Red, Green and Blue single channels were 134.1

±2.2, 133.6±2.9 and 135.5±7.9 cGy, respectively. Fig 7B shows the triple-channel dose conver-

sion profiles for φ(Δt = 1,Δtf), where the disturbances had been obviously reduced, the

mean ± 2 SD of RGB channels were 133.7±1.6, 133.1±1.9 and 133.5±1.7 cGy, respectively.

That is to say, the uncertainty of RGB triple-channels were less than 1%.

Fig 4. Comparison of the dose values obtained from the film of without lateral effect correction

(dashed lines) and with lateral effect correction (solid lines) in the red channel. The dose values

obtained using Matrixx array are also presented.

https://doi.org/10.1371/journal.pone.0181958.g004
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Procedure comparison

Fig 8 shows the comparison of the residual disturbances between the proposed triple-channel

method and the method of Micke A et al. [11] at three dose levels (48, 176 and 415 cGy). To

analyse the results of Micke A et al., FILMQA PRO software was used, and the dose maps were

exported as comma-separated values. The residual disturbances were extracted from the dose

profile via median smoothing. The results show that the residual disturbance ranges of the pro-

posed method are smaller than those of Micke A et al. by 5.3%, 20.9% and 31.4% at the three

dose levels. Fig 9 shows the comparison of the dose profiles among the proposed method, the

method of Micke A et al. and the Matrixx results.

Comparisons of PDD and OARs between the EBT3 and ionization

chamber results

Fig 10 shows the comparison of PDD between the present method and ionization chamber.

The PDDs are normalized to the maximum dose depth (dmax). The dmax and the PDD at

depths of 10 and 20 cm, as measured by EBT3 film dosimetry, were 1.47 cm, 66.6% and 38.4%,

respectively. Compared with the data obtained using the ionization chamber (1.4 cm, 66.4%

and 38.1%), the differences were 0.07 cm, 0.3% and 0.8%, respectively.

Table 1. Before and after correction of lateral effect (consider dose and position dependence), the mean ± 2SD of RGB channels were provided.

Dose (cGy) Red channel Green channel Blue channel

Corr Uncorr Corr Uncorr Corr Uncorr

74.5 74.8±0.6 76.2±3.2 74.5±0.2 76.6±4.2 74.9±1.0 79.7±10.0

223.5 223.1±0.9 228.2±8.5 223.2±0.2 227.4±7.5 222.5±0.3 229.0±13.2

372.5 372.4±0.6 384.9±25.7 371.8±0.2 380.7±17.7 372.7±0.9 384.8±23.0

https://doi.org/10.1371/journal.pone.0181958.t001

Fig 5. RGB calibration curves obtained using the three methods. R, G and B represent red, green and

blue, respectively.

https://doi.org/10.1371/journal.pone.0181958.g005
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Fig 11 shows the comparison of OARs between the present method and ionization cham-

ber, in which the OARs are normalized to a 10 × 10-cm2 field. Within the central 80% of the

field width, the OARs obtained using the two measurement tools are in agreement. The flat-

ness and symmetry results, obtained according to the International Atomic Energy Agency

(IAEA) protocol [31], are shown in Table 2.

IMRT verifications

Table 3 shows the γ 2D(3%/3 mm), γ2D(2%/2 mm) and γ 2D(1%/1 mm) pass rates between

the film dose distributions and the planning system. Compared with Micke A et al., the

gamma pass rate improved by an average of 3% with the criteria 1%/1 mm for small fields, and

there were no differences in results with the criteria 3%/3 mm and 2%/2 mm. The gamma pass

rate improved by an average of 1% with the criteria 2%/2 mm and 5% with the criteria 1%/1

mm for medium fields, and there was no difference with the criteria 3%/3 mm. The gamma

pass rate improved by an average of 2% with the criteria 3%/3 mm, 3% with the criteria 2%/2

mm and 8% with the criteria 1%/1 mm for large fields. Fig 12 shows a comparison of the data

from the large IMRT field, and Fig 12A and 12B show the isodose maps for the same IMRT

field based on the method present here and the method of Micke et al., respectively. The hori-

zontal and vertical profiles (corresponding to the crosshairs in the isoline maps) are shown in

Fig 6. φ(Δt,Δtf) of 15 separate pixels in a profile changing with Δtf or Δt; φ(Δt,Δtf = 1) (a) and φ(Δt = 1,Δtf) (b).

https://doi.org/10.1371/journal.pone.0181958.g006

Fig 7. Profiles obtained from single- (a) and triple-channel (b) dose conversions.

https://doi.org/10.1371/journal.pone.0181958.g007
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Fig 12C and 12D. In Fig 12C, the profile of TPS was closer to the profile of combined method,

this results demonstrates the necessity of lateral effect correction before triple-channel analysis.

In Fig 12D, there is almost no difference in the profile of the two triple-channel methods.

Discussion

The single-film exposure method can reduce irradiation times (~5 min) and possible errors

related to phantom set-up and is easy to perform. It is more convenient and economical than

the square-field calibration method. Menegotti L et al. [21] proposed a single-film exposure

method with a 3.6-cm strip size and six irradiation dose levels. However, Mendez I et al. [32]

indicated that the accuracy of the calibration curve could be reduced only six dose levels are

used. To increase the dose levels, smaller strips should be used, but two important factors

should be considered: (1) the positional accuracy of the linac jaws and (2) the smallest sensitive

size of the ionization chamber. The calibration ionization chamber used here was a Semiflex

ionization chamber (31010), for which the minimum field size recommended by the

Fig 8. Comparison of residual disturbances between the proposed method and the method of Micke A et al. for doses of 48 (a), 176 (b) and 415 (c) cGy.

https://doi.org/10.1371/journal.pone.0181958.g008

Fig 9. Comparison of the dose profiles among the proposed method (solid lines), the method of Micke A et al. (dotted lines) and the Matrixx results (*) for

doses of 48 (a), 176 (b) and 415 (c) cGy.

https://doi.org/10.1371/journal.pone.0181958.g009
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manufacturer is 3 × 3 cm2. A strip size of 3 cm and irradiation at seven dose levels were found

to be suitable. Although we tried to ensure the dose uniformity of each strip, there was an

absorbed dose gradient (variation of 10%) in each strip. Therefore, to reduce the uncertainty

of the film dose calibration, it is necessary to ensure precise ionization chamber position set-

Fig 10. Beam of 10 × 10 cm2 and SSD = 100 cm. Comparison of measured PDDs between the ionization

chamber scanning data and the EBT3 film data.

https://doi.org/10.1371/journal.pone.0181958.g010

Fig 11. SSD = 100 cm. Comparison of the relative dose profiles between the EBT3 film and ionization

chamber data.

https://doi.org/10.1371/journal.pone.0181958.g011

Error correction for GAFCHROMIC EBT3 film

PLOS ONE | https://doi.org/10.1371/journal.pone.0181958 July 27, 2017 12 / 17

https://doi.org/10.1371/journal.pone.0181958.g010
https://doi.org/10.1371/journal.pone.0181958.g011
https://doi.org/10.1371/journal.pone.0181958


up and mark the centre of each film strip. Errors in ionization chamber position set-up were

less than ± 1 mm (uncertainty < 0.5%). The films were marked prior to irradiation to indicate

the centre position of each strip according to the linac crosshairs and a large sheet of graph

paper (placed under the film).

To reduce the effect of issues related environmental and scanner variability for film unifor-

mity, the scanner temperature in our experiment was 20 ± 2˚C, and all films were scanned

within 30 min. Recently, a new and efficient protocol for radiochromic film dosimetry using

EBT3 films was published [12] that combines calibration and measurement in a single scan,

and issues related to environmental and scanner variability can be eliminated using this proto-

col. The optimal application of the protocol was studied by Marrazzo et al. [33], and the effects

of environmental and scanner variability were negligible.

The method for lateral effect correction referenced in the study by Poppinga D et al. [22]

was used prior to triple-channel dose analysis. As shown in Fig 4, after correction for lateral

effect, the trend of dose profiles were close to the results of Matrixx array. The range of uncer-

tainty (SD) from 3.2–25.7 cGy decreased to 0.2–1.0 cGy, as shown in Table 1. The measure-

ment of the curvature factor can be obtained in combination with our single-film calibration

method. We also considered that to only correct the position dependence of the lateral effect,

the curvature factor of the lateral effect is assumed to be constant and could be obtained from

a non-irradiated film. Using this method, the uncertainty of lateral effect for dose range from

0–223.5 cGy can be reduced to 0.3–2.4cGy. But the effect of lateral effect correction for only

correct the position dependence is poor at higher dose range (greater than 372.5 cGy) (see S3

and S5 Figs and S1 Table).

The advantages of correcting lateral effects on measurements may not be as great as those

associated with the PDD if the depth direction is not properly aligned with the scanning direc-

tion. However, when films were used to check other data, such as IMRT QA and profile data

in two directions that are not aligned with the scanning direction, lateral effect corrections can

provide a greater advantage.

In this study, we established a proposed triple-channel dose analysis model based on the

method of Micke A et al. [11]. We divided the film into two components (active and inactive

layers), as opposed to considering only the active layer as was done by Micke A et al [11]. The

Table 2. Comparison of flatness and symmetry for the results obtained using the EBT3 film and ionization chamber.

EBT3 film Ionization chamber

Flatness (%) Symmetry (%) Flatness (%) Symmetry (%)

3 × 3 cm2 8.30 0.63 8.90 0.83

5 × 5 cm2 3.86 0.76 4.90 0.63

10 × 10 cm2 2.05 0.65 1.83 0.49

15 × 15 cm2 1.96 0.71 1.71 0.75

https://doi.org/10.1371/journal.pone.0181958.t002

Table 3. Comparisons of gamma passing rates between the films measured and the TPS dose maps for the small (s), medium (M), large (L) and

total (T) IMRT plan fields.

The present method Mike et al. method

3%/3mm 2%/2mm 1%/1mm 3%/3mm 2%/2mm 1%/1mm

Mean(S) ± SD 99.9±0.2 98.5±1.8 86.2±7.5 99.9±0.2 98.3±2.0 82.9±11.1

Mean(M) ±SD 98.9±1.8 96.5± 3.8 78.0± 11.3 98.7± 1.9 95.2± 5.4 72.5± 11.5

Mean(L) ± SD 97.4± 2.6 92.8± 6.3 72.2± 11.1 95.4± 3.5 90.0± 4.3 64.4±8.2

Mean(T) ± SD 98.7± 2.0 95.9± 4.8 78.8± 11.7 98.0± 2.9 94.5± 5.2 73.3± 12.4

https://doi.org/10.1371/journal.pone.0181958.t003
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optimal target function of the triple-channel model φ(Δt,Δtf) has two parameters, Δt and Δtf.

When Δtf = Δt, which indicates that the film is only composed of an active layer, the optimal

target function will be the same as that proposed by Micke A et al [11]. if the same form of cali-

bration function was used. The initial purpose was to explore the general form of φ(Δt,Δtf).

However, it was unusual to find that there was no optimal Δt to minimize the function φ(Δt,
Δtf) when Δt ranged from approximately 0.6 to 2.0. Because of the absence of an optimal Δt to

minimize φ(Δt,Δtf), we set Δt = 1 and only found an optimal Δtf for the calculated dose. This

method shows a certain degree of improvement in the residual disturbance, which can be

observed in Fig 8. A more detailed study on the nonuniformity of the inactive layer should be

conducted.

The different sizes of IMRT fields were verified to evaluate the possible real benefit of our

present method. For small IMRT fields, because the dose distributions were concentrated in

the centre of the film, the lateral effect was very small, and the difference between the results of

the two methods was mainly due to differences in the triple-channel methods. However, there

was almost no difference in the results of the two methods, meaning that the two triple-chan-

nel methods are not fundamentally different in the IMRT results they produce. The similar

conclusion can be obtained from Fig 12D. The differences in the IMRT results of the two

methods increased with increasing field size. The gamma pass rate showed an approximately

Fig 12. Comparison of isodose maps for a large field IMRT plan. (a) Isodose maps of the present method, (b) isodose maps of the

method of Micke et al.; (c) and (d) show horizontal and vertical profiles.

https://doi.org/10.1371/journal.pone.0181958.g012
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2% improvement for large IMRT fields with the criteria 3%/3 mm, that is because the lateral

effect also be corrected in present method.

Research on lateral effects and film inhomogeneity is not new, and many studies have demon-

strated approaches the can reduce the influences of lateral effects or film inhomogeneity [11,21–

27]. In this study, only the triple-channel analysis part shows a small innovation in the methodol-

ogy; the present method is based on the methods of Poppinga D et al. [22] and Micke et al. [11],

these two methods have proved to be very effective for scanner lateral effect and film inhomoge-

neity corrections, respectively. In our results, the verification of IMRT plans shows that is neces-

sity to combine corrections of lateral effects and the influence of film inhomogeneity, especially

for large IMRT fields, such those used in treating nasopharyngeal cancer and lung cancer.

Conclusions

A complete set of methods for radiochromic film dosimetry, including calibration and correc-

tion for lateral effects and film inhomogeneity, is presented. The results of the IMRT verifica-

tion demonstrate the necessary of correcting for both lateral effects and film inhomogeneity.

The uncertainty of film results can be reduced to 1%.

Supporting information

S1 Table. Before and after correction of lateral effect (consider dose and position depen-

dence), the mean ± 2SD of RGB channels were provided.

(DOCX)

S1 Fig. Comparison of the dose values obtained from the film of without (dashed lines)

and with (solid lines) lateral effect correction (consider dose and position dependence) in

the green channel. The dose values obtained using Matrixx array are also presented.

(TIF)

S2 Fig. Comparison of the dose values obtained from the film of without (dashed lines)

and with (solid lines) lateral effect correction (consider dose and position dependence) in

the blue channel. The dose values obtained using Matrixx array are also presented.

(TIF)

S3 Fig. Comparison of the dose values obtained from the film of without (dashed lines)

and with (solid lines) lateral effect correction (only consider position dependence) in the

red channel. The dose values obtained using Matrixx array are also presented.

(TIF)

S4 Fig. Comparison of the dose values obtained from the film of without (dashed lines)

and with (solid lines) lateral effect correction (only consider position dependence) in the

green channel. The dose values obtained using Matrixx array are also presented.

(TIF)

S5 Fig. Comparison of the dose values obtained from the film of without (dashed lines)

and with (solid lines) lateral effect correction (only consider position dependence) in the

blue channel. The dose values obtained using Matrixx array are also presented.

(TIF)
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