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Abstract: Fish screens at hydroelectric dams help to protect rearing and migrating fish by 
preventing them from passing through the turbines and directing them towards the bypass 
channels by means of a sweeping flow parallel to the screen. However, fish screens may 
actually be harmful to fish if the fish become impinged on the surface of the screen or 
become disoriented due to poor flow conditions near the screen. Recent modifications to 
the vertical barrier screens (VBS) in the gate wells at the Bonneville Dam second 
powerhouse (B2) were intended to increase the guidance of juvenile salmonids into the 
juvenile bypass system but have resulted in higher mortality and descaling rates of hatchery 
subyearling Chinook salmon during the 2008 juvenile salmonid passage season. To 
investigate the potential cause of the high mortality and descaling rates, an in situ water 
velocity measurement study was conducted using acoustic Doppler velocimeters in the gate 
well slots at turbine units 12A and 14A of B2. From the measurements collected, the 
average approach velocity, sweep velocity, and the root mean square value of the velocity 
fluctuations were calculated. The approach velocities measured across the face of the VBS 
were variable and typically less than 0.3 m/s, but fewer than 50% were less than or equal to 
0.12 m/s. There was also large variance in sweep velocities across the face of the VBS with 
most measurements recorded at less than 1.5 m/s. Results of this study revealed that the 
approach velocities in the gate wells exceeded criteria intended to improve fish passage 
conditions that were recommended by National Marine Fisheries Service and the 

OPEN ACCESS



Energies 2011, 4            
 

 

2039

Washington State Department of Fish and Wildlife. The turbulence measured in the gate 
well may also result in suboptimal fish passage conditions but no established guidelines to 
contrast those results have been published. 

Keywords: acoustic Doppler velocimetry; fish screen; juvenile bypass system; powerhouse 
 

1. Introduction 

Fish screens at water diversion facilities and hydroelectric dams perform a vital function in 
protecting rearing and migrating fish. Fish screens act as a physical barrier to prevent fish from passing 
into irrigation canals or turbines and also promote fish movement towards the bypass channels, usually 
through a sweeping flow parallel to the screen surface [1]. However, the screen itself may be harmful 
if fish become impinged on the screen surface or become disoriented due to poor flow conditions in 
close proximity to the screen [2–6]. Therefore, it is critical to understand the hydraulic conditions  
(e.g., 3-D velocity components, turbulence) that fish encounter upon entering the gate well of a dam’s 
powerhouse. The gate well is the space immediately upstream of the turbine entrance and the 
collection point for fish diverted upward and away from the primary turbine intake by the guidance 
structure. Characterizing flows in the gate well will allow for better understanding of the conditions 
fish experience in the gate well and potentially identify causes of injury and mortality resulting during 
passage at the dam.  

Recent modifications to turbine intakes at Bonneville Dam’s second powerhouse (B2) on the 
Columbia River, in an effort to increase the number of downstream migrating juvenile salmonids 
guided into the juvenile bypass system (JBS) and away from turbines, have resulted in higher flow 
velocities into the gate well. A previous laboratory study [7] suggested the modified VBSs installed at 
B2 could improve flow conditions by establishing a balanced flow distribution through the VBS, yet 
the study did not predict the high mortality and descaling rate of the hatchery Chinook salmon 
(Oncorhynchus tschawytscha) during the 2008 juvenile salmonid passage season as observed at the 
Bonneville Dam juvenile monitoring facility (JMF). Because little was known about the hydraulic 
conditions juvenile salmonids encounter in proximity to the VBS at B2, an in situ water velocity 
measurement study using acoustic Doppler velocimeters (ADV) was conducted in the gate well slots at 
units 12A and 14A of B2 under varying levels of turbine operation. A 3-D velocity measurement 
system was developed in order to observe potentially excessive flow velocity components and 
turbulence present near the VBS. Based on the main findings of the study, this paper provides 
information that may help explain the high descaling, injury, and mortality of juvenile salmon 
observed at the Bonneville Dam juvenile fish monitoring facility in 2008. 

2. Site Description 

Bonneville Dam spans the Columbia River between Oregon and Washington, 234.3 km from the 
mouth of the Columbia River and approximately 64 km east of Portland, Oregon (Figure 1a). The dam 
was built and is managed by the United States Army Corps of Engineers, Portland District, and the 
electrical power generated is distributed by the Bonneville Power Administration. The dam consists of 
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two powerhouses (B1 and B2), a 442-m-long spillway, and a 206-m-long by 25.9-m-wide navigation 
lock (Figure 1b). The second powerhouse, located on the north end of the project, has a length of 
301 m and consists of eight generators with a total generating capacity of 558 MW. A corner collector, 
or surface flow outlet, at the south end of B2 (B2CC) was built adjacent to unit 11 in 2004 as a second 
bypass system for juvenile fish in addition to the existing screened B2 JBS. The VBS’s deployed in the 
gate wells at B2 were designed to allow water that was diverted upward into the gate well to be 
returned to the turbine intake while preventing fish from doing so (Figure 2).  

Figure 1. Bonneville Dam project. (a) Location on Columbia River; (b) configuration of dam. 

 

Figure 2. Cross-section view of a gate well slot of B2 intakes. The submerged traveling 
screen (STS) guides fish from the primary turbine intake flow into the gate well and 
subsequently into the JBS through the orifice. 

 

Fish that were entrained in these flows were then passed through an orifice and into the JBS. In 
recent years, a turning vane and gap closer device have been installed between the submerged traveling 
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screen (used to guide fish upward into the gate well) and the intake ceiling, resulting in higher flows 
entering the gate well. To accommodate this increased flow the length of the VBS has been extended 
downward by the partial removal of a concrete beam that extended the 6.1-m width of the gate well. In 
addition, the spacing between the vertical stainless steel bars of the VBS was decreased from 0.64 cm 
to 0.32 cm to abet salmonid fry passage. 

3. Methods 

3.1. Experimental Setup and Data Collection 

The water velocity measurements were conducted in the gate well slots at units 12A and 14A of B2 
using two SonTek 5-MHz ADVOcean probes with two SonTek ADVField processor underwater 
canisters [8]. The SonTek probes and the underwater canisters were mounted to a 5.5-m belt-driven 
traversing beam (Model HLE 100 SR, Parker Hannifin Corporation, Irwin, PA, USA). The traversing 
beam was powered by an Empire Magnetics stepper motor (Model WP-U42-42P:10-OFP, Empire 
Magnetics, Rohnert Park, CA, USA) controlled by a 6K Motion Controller and a ZETA8 micro-stepping 
driver (Parker Hannifin Corporation, Cleveland, OH, USA). To lower the traversing beam into the gate 
well slot, two aluminum gantries with electric winches (Model 100AB, My-Te Winch-Hoists, 
Indianapolis, IN, USA) were placed spanning the width of the gate well slot near each end. To measure 
the depth of the ADV probes, a fiberglass tape measure was secured to each of the steel winch cables 
as the traversing beam was lowered into the gate well slot. 

The x-axis was defined to be perpendicular to the face of the VBS with positive X oriented into the 
VBS, the y-axis was across the width of the gate well slot with positive Y running from north 
(Washington) to south (Oregon), and the z-axis was along the height of the gate well slot with positive 
Z upward (Figure 3). The origin was at the face of the VBS, the north (Washington) wall of the gate 
well, and 0 m above sea level. 

The two ADV probes were positioned 0.2 m from the upstream face of the VBS, and the 
measurements covered a depth of approximately 1.8 m above the bottom of the VBS (11.3-m 
elevation) to 0.6 m above the top of the VBS (17.1-m elevation) with 0.3-m vertical and horizontal 
increments (Figure 4), resulting in a total of 360 spatial locations covering an area of about 5.8 m  
by 5.8 m. 

Each turbine unit at B2 has three intakes (A, B, and C) with A being the highest flow intake. Flow 
measurements were carried out in the A gate well of unit 12 (unit 12A) at a unit discharge of 447 m3/s 
and in the A gate well of unit 14 (unit 14A) at three unit discharge levels (340, 416, and 447 m3/s). The 
levels of discharge selected for testing were all within the 1% operational efficiency curve, as this 
operational range is most advantageous for maximizing Kaplan turbine output and is standard practice 
at Bonneville Dam. For each of the scenarios, data sets were obtained with the B2CC opened and 
closed to examine the effects of the B2CC operational status on the flow field near the VBS. After any 
change to the unit operations, there was a 30-min break, allowing the flow to normalize before the 
measurements were continued. During the testing, the average forebay elevation at the B2 powerhouse 
was 22.6 m above mean sea level with a head differential of 19.2 m. 
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Figure 3. Coordinate system of the 3-D velocity measurement system (Z-origin is at sea level). 

 

Figure 4. Acoustic Doppler velocimeter probe schematic for measurements taken 0.2 m 
from the vertical barrier screen. 

 

ADV is a common and relatively low-cost tool for turbulence measurements in the field [9–12]. 
Both ADV systems were operated at a sampling frequency of 25 Hz and were calibrated in a jet flow 
submerged in a water flume [13]. At each vertical location, the data collection for each ADV system 
(HorizonADV v1.20, SonTek/YSI, San Diego, CA, USA) and the motion control software (Motion 
Planner, Parker Hannifin Corporation) that controlled the horizontal locations of the probes were 
started at approximately the same time. Each horizontal location was sampled for 100 s. Data 
collection continued as the ADV probes moved between horizontal locations, but data collected during 
the period of time the ADV probes were moving were not included in the analysis. Following 
collection of velocity measurements at each depth interval, the data collection for both ADV systems 
was stopped and the traversing beam manually moved to the next vertical location by using the 
winches to raise the traversing beam. To account for small differences in the start time of the motion 
control and the ADV data collection, the first and last 10 s of data at each spatial location were 
disregarded. This resulted in a total of 80 s of data at each spatial location. Buffin-Bélanger and 
Roy [14] determined that to capture turbulence statistics from ADV velocity measurements, a data 
collection time of 60 to 90 s was optimal to provide precise data with minimum sampling effort. 
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3.2. Data Analysis 

Large particles in the water can result in erroneous spikes in velocity measurements recorded by the 
ADV. To identify and remove the spikes, an acceleration threshold filter was employed [15]. For 
consecutive velocity measurements, the acceleration of the nth sample is given by: 
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where i = x, y, or z and n = sample #.  
The acceleration threshold filter calculates the expected minimum and maximum acceleration from 

the measurements using the parameter λ, which is dependent on the number of samples (N): 

( )2 ln Nλ = ⋅  (2)

For a data set consisting of N independent, normally distributed random variables with zero mean 
and standard deviation, the expected maximum value is given by Equation (3) [16], where the standard 
deviation of the acceleration is calculated from Equation (4): 
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where σ is the standard deviation. 
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The first step of applying the acceleration threshold filter is to identify spikes in the acceleration 
data [17]. A data point is considered a spike if the acceleration is greater than the maximum expected 
acceleration while the corresponding velocity is greater than the average velocity, or if the acceleration 
is less than the minimum expected acceleration while the corresponding velocity is less than the 
average velocity: 

, ii n AA λ σ> ⋅ and ,i n iV V>  (5)

or:  

, ii n AA λ σ< − ⋅  and ,i n iV V<  

where:  

,i n
i

V
V

N
= ∑  

After the spikes in the acceleration data are identified, the second step involves replacing the 
corresponding velocities with values calculated by linearly interpolating between the nearest two valid 
points. By replacing the corrupted velocity measurements, the statistical properties on which the 
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acceleration threshold filter is dependent are changed, and the filtering process is repeated until no 
additional spikes are detected.  

Once the erroneous spikes in the velocity measurements have been removed, the average of the 
velocity components is calculated from the data points that are not replaced during the filtering 
process. The average approach velocity ( aV ), which is the component of the flow perpendicular to the 

face of the VBS, is defined by Equation (6): 

a xV V=  (6)

The average sweep velocity ( sV ), which is the component of the flow parallel to the face of the 

VBS, is calculated using Equation (7):
 

2 2
s y zV V V= +  (7)

The turbulence is quantified using the root mean square (RMS) value of the velocity fluctuations: 
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4. Results 

Approach velocity and sweep velocity data from individual measurement points were overlaid to 
illustrate the velocity distribution across the face of the VBS structure at unit 14A during a period 
when turbine unit discharge was 340 m3/s with the B2CC open (Figure 5a) and closed (Figure 5b).  

Figure 5. Velocity measurements across an area 0.2 m from the face of the VBS at 
unit 14A, at a turbine unit discharge rate of 340 m3/s. (a) B2CC open; (b) B2CC closed. 
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The velocity distributions under different turbine unit discharge rates (416 and 447 m3/s) exhibit a 
similar pattern. According to SonTek [8], the accuracy of the velocity measurement is ±0.5 cm/s up to 
25 Hz. The approach velocities at each spatial location were used to create contour plots, which were 
overlaid by a vector field representing the sweep velocity, to illustrate the spatial distribution of the 
flow at unit 14A when turbine unit discharge was 340 m3/s with the B2CC open (Figure 6a) and closed 
(Figure 6b). 

Figure 6. Approach velocity contour at unit 14A, at a turbine unit discharge rate of 340 m3/s. 
Also shown are sweep velocity vectors in the YZ plane. (a) B2CC open; (b) B2CC closed. 

 

The RMS values of the velocity fluctuations at each spatial location were used to create contour 
plots to illustrate the spatial distribution of the turbulence at unit 14A when turbine unit discharge was 
340 m3/s with the B2CC open (Figure 7a) and closed (Figure 7b). 

Figure 7. RMS velocity fluctuation contour at unit 14A, at a turbine unit discharge rate of 
340 m3/s. (a) B2CC open; (b) B2CC closed. 

 

The results were also averaged spatially across the entire measurement area (Table 1) to examine 
the flow characteristics under different discharge rates and different B2CC operational statuses.  
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Table 1. Spatially-averaged measurement results for different discharge rates and B2CC 
operational statuses at units 14A and 12A. 

Unit 
B2CC 
Status 

Discharge 
Rate (m3/s) 

Va 
(m/s) 

% of  
Va < 0.12 m/s 

Vs 
(m/s) 

RMS 
(m/s) 

Vs/Va 

14A Open 340 0.126 44.72 0.500 0.292 4.866 
 Open 416 0.154 36.39 0.604 0.363 4.707 
 Open 447 0.162 35.28 0.627 0.396 4.663 
 Closed 340 0.120 48.89 0.491 0.296 5.051 
 Closed 416 0.152 36.94 0.610 0.376 4.482 
 Closed 447 0.166 33.61 0.664 0.401 4.265 

12A Open 447 0.157 39.72 0.579 0.371 4.466 
 Closed 447 0.183 25.00 0.668 0.379 3.938 

5. Discussion 

National Marine Fisheries Service (NMFS) [18] and the Washington State Department of Fish  
and Wildlife (WDFW) [19] fish screen criteria provide specific information regarding physical 
characteristics near the fish screen sites, such as the flow distribution over the screen surface,  
approach velocities (Va), and sweep velocities (Vs). A more practical criterion was introduced by  
McMichael et al. [4] to apply to data from the field evaluation of a screen site: 90% of the approach 
velocity measurements are less than or equal to 0.12 m/s, and the average sweep velocity shall equal or 
exceed the maximum allowable approach velocity. 

The approach velocities varied across the entire face of the VBS but were largely within 0 to 
0.3 m/s, with fewer than 50% of the approach velocities less than or equal to 0.12 m/s. All the average 
approach velocities were more than 0.12 m/s except in one scenario, which occurred in unit 14A at a 
turbine unit discharge of 340 m3/s with the B2CC closed. The flow conditions in units 14A and 12A of 
B2 were not considered to be within the criteria of NMFS or WDFW. In addition, the contour plot of 
approach velocity and vector plot of sweep velocity indicate the unbalanced flow distribution through 
the VBS: higher approach velocities occurred at three corners (lower left, lower right, and upper left) 
of the VBS, while the higher sweep velocities were located at the lower middle portion. Contour plots 
of the turbulence level represented by the RMS values of the velocity fluctuations demonstrate a 
similar pattern as the approach velocity is fairly uniform near the center of the VBS with higher values 
at three corners (lower left, lower right, and upper left) and lower values located at the upper right 
corner. The sweep velocities showed large variances horizontally (0 to 1.5 m/s), but there was a 
generally decreasing trend from the bottom of the VBS toward the top. The sweep velocities were 
generally at least three to four times greater than the approach velocities. This ratio of sweep to approach 
velocities would meet the sweep velocity criteria set by NMFS or WDFW, as interpreted by [4].  

With respect to the turbine unit discharge effects, when the discharge rate increases, the average 
velocities (approach and sweep) and turbulence also increase. However, the effects of the B2CC 
operational status on the flow fields were not consistent under the three turbine unit discharge rates. 
The average approach velocity when the B2CC was open was higher at turbine unit discharge rates of 
340 m3/s and 416 m3/s and lower at a turbine unit discharge rate of 447 m3/s; the average sweep 
velocity when the B2CC was open was higher at a turbine unit discharge rate of 340 m3/s and lower at 
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416 m3/s and 447 m3/s. The average turbulence was higher at all three turbine unit discharge rates 
when the B2CC was closed.  

Little is known of how migrating juvenile salmonids utilize the gate well slots at Bonneville Dam, 
other than they must travel nearly the entire vertical length of the VBS (approximately 6 m) to reach 
the orifice which subsequently allows for passage into the JBS. The uneven distribution of flow across 
the face of the VBS results in suboptimal passage conditions for migrating fish to include exceedance 
of the NMFS and WDFW fish screen criteria, stating that no more than 90% of approach velocities 
should exceed 0.12 m/s. Further investigation is needed to identify potential causes of this unevenly 
distributed flow and possible structural changes to be made in the gate well.  

6. Conclusions 

A 3-D velocity measurement system using two ADV probes was developed to investigate the flow 
conditions in close proximity to the VBS at the Bonneville Dam second powerhouse. This study 
revealed approach velocities exceeding recommended criteria intended to improve fish passage 
conditions. Turbulence in the gate well region in proximity to the VBS when the powerhouse was 
operated at the upper 1% efficiency range may also be expected to result in suboptimal fish passage 
conditions. These high velocities and turbulent conditions can cause impingement, impact, or descaling 
of juvenile salmonids before they exit through the orifice into the juvenile fish bypass channel. The 
powerhouse turbine unit discharge rate directly affected the velocity distribution as well as the 
turbulence conditions in the gate well. The B2CC operational status had a relatively minor effect (less 
than 5%) on the velocity and turbulence conditions in the gate well under the three turbine unit 
discharge rates tested in this study. The uniformity of velocity magnitudes, directions, and variability 
must be closely monitored, and further VBS improvements are necessary to increase survival and 
decrease injury rates of fish passing through this portion of Bonneville Dam.  
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