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Abstract: The main anthropogenic emissions (CO, CO2, NOx, SOx) produced by the processing
(combustion) of wastes (coal filter cakes) were measured directly for the first time. The research
considered the most widespread coal filter cakes: those of nonbaking, low-caking, coking, flame, and
gas coals. These filter cakes are regarded as promising components for the technologies of coal-water
slurry (CWS) and coal-water slurry containing petrochemicals (CWSP). According to our estimates,
the annual increment of such wastes in the world is as high as 100 million tons. Consequently,
the effective utilization of these wastes in the power industry is of high interest. The evaluation
of hazardous emissions from the combustion of such wastes shows that filter cakes produce a
similar amount of CO and CO2 as the initially-used coals but filter cakes are more cost-effective. We
have established that CWS and CWSP technologies can be used to reduce NOx and SOx emissions.
To reduce CO and CO2 emissions when burning filter cakes, we need to switch to low-temperature
combustion. Lowering the combustion temperature of filter cakes from 850 ◦C down to 650 ◦C
decreases the underburning insignificantly while decreasing CO and CO2 emissions by 30–40%.

Keywords: coal processing wastes; coal-water slurry containing petrochemicals (CWSP); greenhouse
gases; hazardous emissions

1. Introduction

Conventional energy resources are decreasing at an alarming rate (recent forecasts have not been
rosy, see for example [1]). Over the last five to seven years, the prices of oil and gas have been especially
unstable, which, combined with ongoing recessions, makes many regions and states loss-prone [2].
Furthermore, environmental concerns about the emissions of carbon and sulfur oxides are quite
significant [3–5] even when using the highest-quality coal (the reserves of such coals are limited
as well) [6,7]. In this context, sustainable technologies become very attractive by providing ways
to use wastes of fuel production—in particular, from coals and oils—or to develop new coal-water
fuel compositions [8]. The technologies of coal-water slurry (CWS) and coal-water slurry containing
petrochemicals (CWSP) are the best known.

With CWS and CWSP, the main emphasis is on the use of low-rank coals, organic wastes, and
black oils [8–10]. This results from the need to meet several objectives [8,9]: to reduce the dispersion of
sulfur and carbon oxides during coal combustion, to expand the raw material resources base in order to
produce fuels from the corresponding wastes, to improve combustion efficiency of low-rank coals, and
to utilize organic wastes and black oils more effectively. According to the feasibility studies of typical
coal processing wastes involved in the power generation cycle in Russia [11], filter cakes generated
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during coal flotation at processing factories are the most favorable option due to their high annual
increment. However, the environmental issue of using such coal processing wastes remains open.
In fact, no findings—experimental nor theoretical—have been published to prove the possibility to
minimize greenhouse gas emissions into the atmosphere when using CWS and CWSP instead of coal.

2. Experimental Details

This report provides the experimental research findings of burning the most widespread coal
filter cakes: those of nonbaking, low-caking, coking, flame, and gas coals. Additional experiments with
initial coals of these filter cakes evaluate the possible hazard of coal processing wastes (how much the
greenhouse gas concentration may increase if coal processing wastes are burned instead of coal itself).

Tables 1–3 present the key properties of the cakes, their ash composition, and typical underburning
at different temperatures.

Table 1. Properties of coals and cakes (C—coking; LC—low-caking; N—nonbaking; F—flame;
G—gas coals).

Rank of Coal
or Cake Wa, % Proportion of Dry

Substance in Cake, % Ad, % Vdaf, % Qa
s ,V, MJ/kg

cake C – 56.5 26.46 23.08 24.83
coal C 2.05 – 14.65 27.03 29.76
cake F – 43.2 36.99 41.47 19.24
coal F 10.09 – 8.52 40.19 24.82
cake G – 47.0 33.82 43.11 22.16
coal G 0.76 – 17.8 41.36 27.82

cake LC – 62.1 50.89 30.16 15.23
coal LC 2.76 – 21.68 27.40 26.23
cake N – 60.9 21.20 16.09 26.92
coal N 2.89 – 18.07 15.07 27.65

Table 2. Ash composition of main type cakes.

Element Cake C Cake LC Cake N

Na2O 1.62 0.68 0.70
MgO 2.79 1.79 1.69
Al2O3 18.17 23.06 24.85
SiO2 52.49 51.12 45.67
P2O5 0.23 0.18 1.19
SO3 2.53 1.48 2.18
K2O 3.76 3.91 2.44
CaO 2.79 3.40 3.30
TiO2 1.02 0.90 1.37

Fe2O3 6.51 5.18 7.78

Table 3. Cake underburning.

Rank of Cake

Temperature, ◦C

780 835 890

Underburning, % of Fuel Components

cake F 0.49 0.37 0.17
cake G 6.16 3.38 1.33
cake C 6.66 4.11 3.75

cake LC 21.84 18.85 15.32
cake N 15.43 11.42 8.59
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As shown in Tables 1–3, the objects of these measurements were solid fuel components with
significantly different properties: the content of volatiles (Vdaf), humidity (Wa), ash level (Ad), and
combustion heat (Qa

s ,V).
Cake- and coal-based CWS droplets were burned on the test bench [12]. One-gram portions of

fuel were injected into a combustion chamber (volume of 0.027 m3). The oxidizer (air) temperature (Tg)
in the combustion chamber varied from 500 ◦C to 1000 ◦C. The concentrations of gas production were
recorded each minute. Further review and analysis focused on the maximum concentrations of CO,
CO2, NOx, and SOx emissions. The specialized Test 1 gas analyzer used to measure the concentrations
had the following measurement channels: O2 (measuring range 0%–21%, error 0.1%), CO (measuring
range 0–10,000 ppm, error 100 ppm), CO2 (measuring range 0%–20%, error 0.1%), NOx (measuring
range 0–2000 ppm, error 10 ppm), SOx (measuring range 0–2000 ppm, error 10 ppm).

3. Results and Discussion

See Figures 1–4 for the experimentally determined maximum concentrations of hazardous
emissions when burning the fuel compositions under study.
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The data reported in Figures 1–4 characterize a number of key aspects. For instance, CWS based on
filter cakes do not make much difference in maximum concentrations of the main hazardous emissions
(CO and CO2) vs. CWS produced by high quality initial coals (Figures 1 and 2). However, if we take
into account the cost of coals and their processing waste (filter cakes) as well as their combustion heat
(Table 1), the advantages of using filter cakes become obvious, especially given the extremely large
quantities of filter cake stocks and annual production (tens of millions of tons). Many countries would
not need to mine for coal for a long time until all the filter cakes from waste disposal areas are utilized.

As shown by the curves illustrating how temperature affects the concentrations of the main
anthropogenic emissions, the content of carbon and sulfur oxides (Figures 3 and 4) in combustion
products drops several-fold when using CWS technologies instead of pulverized coal combustion. As
part of additional experiments that we performed with coals used for preparing CWS, coal dust was
blown into the combustion chamber in the same way as CWS. If we compare the concentrations of the
main greenhouse gases (e.g., CO2), CWS technologies do not provide significant reduction of these
emissions, but for NOx and SOx the benefits are obvious (Figures 3 and 4).
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At the same time, the dependencies of CO2 on temperature allow the conlusion that lowering
temperatures substantially reduces the concentration of this greenhouse gas. Based on Table 3, we
can infer that lowering the combustion temperature of filter cakes from 850 ◦C down to 650 ◦C will
lead to an insignificant decrease in underburning. The experimental results (Figures 1 and 2) also
show that this reduction may affect carbon monoxide and dioxide emissions more significantly (their
concentrations may decrease by 30%–40%).

Another reason to switch to lower temperatures of fuel combustion is that, with many coal
processing wastes, mixing them with water helps to reduce the limit (minimum) ignition temperatures
(due to micro explosions [11]). In particular, the works [11,12] show that CWS compositions based on
coal filter cakes are ignited sustainably at temperatures within the range of 500 ◦C to 700 ◦C. Since
sustainable ignition is possible at low temperatures, the concentrations of hazardous emissions in
this case will be minimal and the underburning will change negligibly. With such prospects, these
temperatures may become a standard in the power industry.

The work of [13] studies the maximum temperatures and heat release in a laboratory combustion
chamber when burning different filter cakes and coals as well as CWS and CWSP on their basis. The
authors have established that the temperature in a combustion chamber moderately (insignificantly)
depends on the oxidizer temperature when burning composite fuels (after exceeding the minimum
oxidizer temperature necessary for the ignition of fuel slurry). This result does not seem obvious at first
glance, but after the analysis of video frames and temperature distributions [13], we can infer that it is
quite logical. When enough energy is supplied to the fuel surface for sustainable ignition, the oxidation
of volatiles (gas-phase reaction) and carbon (heterogeneous reaction) accelerates. Heat release from
such reaction zones is several times higher than heat inflow from the oxidizer flow. Therefore, raising
its temperature even by several hundred degrees above the minimum (sufficient for ignition) has little
effect on the temperature in a combustion chamber. Such findings are given for all the filter cakes and
CWSPs on their basis studied in this work [13]. For instance, Figure 5 presents trends of temperature
at the center of a CWSP (with cake C) droplet (Td) when the oxidizer temperature changes from 565 ◦C
to 702 ◦C.
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The data reported in Figure 5 show that the combustion temperatures in the chamber are close for
the three trends despite the change in the oxidizer temperature by almost 150 ◦C. At the same time,
the content of a liquid fuel component in the CWSP (in this case, fuel oil), may make the combustion
process unstable (due to different rates of liquid fuel evaporation and solid fuel thermal decomposition).
Filter cakes without the liquid fuel component (such compositions were studied in this work) did not
undergo such changes, but the differences of maximum combustion temperatures were also negligible.
Thus, it is advisable to reduce the oxidizer temperature for the ignition of fuel compositions (even
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those based on industrial wastes—e.g., filter cakes). Such temperatures are enough for the ignition and
further combustion: all the key energy indicators remain high. The allowable range of the injected
oxidizer temperature reduction corresponds to the one discussed before (500–700 ◦C) for Figures 1–4.
This range provides the conditions necessary for the sustainable ignition of filter cakes, which are solid
fuel components of CWSP (Figure 6).
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Thus, by varying the temperature in the combustion chamber, we can not only significantly change
the concentrations of anthropogenic emissions but also provide acceptable energy performance. At the
same time, the lower the content of volatiles in filter cakes, the more stable the energy performance.
Judging by the experimental research findings, this approach is preferable for rank C and N filter cakes
in order to improve the environmental situation around boiler plants.

The key advantages of lowering the temperature in the combustion chamber to improve the
environmental situation are as follows. Firstly, a decrease in Tg significantly reduces the heat release
rate of all the structural elements of the boiler, hence a longer service life.
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Secondly, when using filter cakes as well as CWS and CWSP, the temperature in the combustion
chamber is lower than that of burning coal dust, since slurries contain water (its evaporation consumes
energy). As a result, the temperature in the combustion chamber changes smoothly and steadily
throughout the fuel burning process. There are no temperature jumps, which also leads to a longer
fleet life (and service life) of thermally-loaded equipment at boiler plants.

Thirdly, many researchers believe that a temperature reduction in a boiler may result in a
significant drop in the electric and thermal energy generation. The analysis has shown, however, that
the technologies based on CWS and CWSP allow minimizing this problem. The power generation
does decrease somewhat but this decrease becomes negligible over time, since coal dust boilers
experience the same reduction (water contained in CWS and CWSP does not worsen the conditions
and characteristics of heat and mass transfer). In particular, according to the measured concentrations
of anthropogenic emissions, CWS and CWSP combustion produces several times lower emissions of
fly ash and oxides than coal combustion (1.5–4 times for fly ash and 3–10 times for oxides). Fly ash and
oxides form buffer layers on all the heat exchange surfaces inside combustion chambers (ash sticks to
metal surfaces and oxides severely damage them). Such buffer layers significantly reduce heat transfer,
since ash deposits have a very low thermal conductivity. As a result, the heat flux decreases several
times (sometimes dozens of times) vs. the initial conditions, when the buffer layer had not formed
yet). The longer the boiler is in service, the sharper this decrease [14,15]. As soon as after several days
of boiler operation, the heat absorption of wall tubes declines by 50–70% due to ash sticking to their
surface [14,15].

For instance, Figure 8 presents the estimates of heat fluxes as illustrated by wall tubes of a
combustion chamber and economizer tubes, when burning coal in its traditional pulverized state and
when using CWS. The heat flux through the tube wall was calculated using Fourier’s law:

q = λb(Tg − Tw)/δb, (1)

where δb is the wall thickness (2 mm), Tg is the temperature of flue gases (taken as equal to 700 ◦C
for coal in the combustion chamber, 280 ◦C in the economizer and 600 ◦C/200 ◦C for CWS in the
combustion chamber and in the economizer, respectively, in order to consider the decrease in the
temperature due to water evaporation), Tw is the temperature of steam water mixture in the wall tubes
(taken as average and amounting to 100 ◦C) and in the tubes of water economizer (taken as equal
to 50 ◦C), λb is the coefficient of heat conductivity 30 W/(m·K) for steel wall and 0.14 W/(m·K) for
ash deposits. The initial parameters and thermal properties of the elements were taken in accordance
with [14–17].
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In Figure 8, the values of q at the initial time reflect the heat fluxes under the perfect
conditions—i.e., without taking into account fly ash sticking to the tube walls.
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The analysis of modern periodicals on the main in-service problems of boiler units (e.g., [14,15])
shows that the thickness of the layer of sticking ash may not only be comparable to the thickness of
pipe walls of superheaters and economizers but also exceed it several-fold. Let us assume that the
thickness of the ash layer formed after boiler operation during 36 h is equal to (tube wall thickness)
0.45 mm on wall tubes and 0.04 mm on economizer tubes [14,15]. Under the real operating conditions,
the thickness of these layers may reach several millimeters [14,15]. The buffer layer on the tube wall
has a significant effect on the conditions and characteristics of heat transfer. In this case, the heat flux
from the flame and flue gases to the water inside (economizer tube) tubes can be calculated by the
following formula:

q = (Tg − Tw)/(δb/λb + δa/λa), (2)

where δa and λa are the thickness and coefficient of heat conductivity of the buffer layer (made of
fly ash).

Judging by Figure 8, the difference between heat fluxes at the initial instant when burning coal
and CWS is considerable. However, this difference fades over time. Consequently, the key energy
characteristics become comparable. The time required for these indicators to approach each other
depends on a group of factors. Primarily, it is the ash content in the coal fuel. The second factor is the
intensity of water heating in the tubes. This effect will change the pattern of curves in Figure 8 and
reduce the time of their crossing (with Tw = const). The third factor is, undoubtedly, the properties of
the material and the thickness of tube walls located in combustion chambers and flue gas ducts. The
benefits of using CWS and CWSP over coal become noticeable after several days (Figure 8a,b).

There are two ways of dealing with fly ash sticking and hazardous chemical reactions of oxides.
One involves stopping boiler units to clean the surfaces of the tubes (there are a lot of mechanical
and chemical methods for it). The other way is to apply specialized technologies based on the
injection of various chemicals into the combustion chamber, either as part of fuels or during dedicated
gas blowing. The use of conventional chemicals does not always provide a positive result, since
thermally-loaded surfaces are quite fragile (walls become thinner, especially at high temperatures in
combustion chambers), and quickly go out of order when exposed to chemicals. If CWS and CWSP
are used and the temperature is lower in the combustion chamber due to the minimum content of fly
ash and hazardous oxides, the buffer layer does not form on the water screen surface. The heat flux
does not decline and remains quite high throughout the long-term service life. Furthermore, pipes are
not subjected to high thermal loads. As a result, they remain operational for a longer time and do not
require cleaning and stopping the boiler unit.

After some time, the heat fluxes from the combustion chamber to water economizers become
comparable for coal, CWS, and CWSP burning (Figure 8a,b). Therefore, all the key energy performance
indicators become almost identical. However, CWS and CWSP reduce the negative environmental
impact (see Figures 1–4) and extend the service life of the equipment. An integrated assessment shows
that they are a more rational choice than fly ash handling systems. The latter are only effective when it
comes to emissions in flue gases but they do not prolong the service life of the equipment or minimize
the impact of ash and oxides on the work of thermal equipment.

Moreover, lowering the temperature in the combustion chamber will reduce the production costs
of thermally-loaded equipment (in particular, superheater tubes, economizers, screens, etc., located in
the combustion chamber and high-temperature flue gas ducts). This is because thinner-walled pipes
(e.g., economizer screens or thermally-loaded superheater sections) are enough to provide the required
reliability and energy performance indicators. For example, to provide the identical heat flux from the
flue gases to water in the economizer tube at a temperature of 500 ◦C or 700 ◦C, we need the walls
of these tubes to be almost half the standard thickness (e.g., a reduction from 6–8 mm to 4–5 mm is
possible). If we consider the extent of such pipes in boiler units, the production economy becomes
considerable. Given the batch production of key elements, blocks, and units of boiler plants, the cost
advantages will be even more substantial.
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4. Conclusions

Unfortunately, we did not confirm the assumptions of some specialists that replacing coal dust
with CWS or CWSP would reduce CO2 concentrations. Figures 1–4 show quite clearly that the
maximum concentrations of this greenhouse gas are very close for coal dust and CWS based on coals
or filter cakes. Consequently, we can derive a conclusion that CO2 emissions can only be reduced by
lowering the oxidizer temperature. Otherwise, this greenhouse gas will require specialized capture
and utilization. By lowering the concentrations of hazardous sulfur and nitrogen oxides, we can solve
other important problems related to power-generating equipment operation: extending service life,
improving reliability and safety, and stabilizing the temperature in the combustion chamber and the
corresponding heat fluxes.
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