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Abstract: We investigated the two-dimensional (2D) confinement effect on the switching of
vertically-aligned negative liquid crystals (LCs) by an electric field applied between the top and
bottom patterned electrodes. When an electric field is applied to a patterned vertical alignment (PVA)
cell, virtual walls form in the middle of the gaps between and at the center of the patterned electrodes.
These virtual walls formed in a PVA cell results in the turn-off time being dependent on the pitch of
the patterned electrodes as well as the cell gap. We found that a short response time can be achieved
by the fine patterning of pixel electrodes with little decrease in the transmittance. The obtained
numerical results agree well with the model based on the 2D confinement effect of LCs.
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1. Introduction

Currently, liquid crystal displays (LCDs) are competing with organic light-emitting diodes
(OLEDs) in the flat-panel display market because each display technology has its pros and cons.
LCDs have been widely used in various electronic devices because of their superior performance,
such as higher pixel density, larger panel size, lower power consumption, and longer lifetime compared
to OLEDs [1–3]. Nevertheless, some technical barriers still remain, such as the narrow viewing angle,
low contrast ratio, poor color gamut, and relatively slow response. The range of viewing angles could
be expanded by using compensation films and multidomain structures, and a high contrast ratio
over 100,000:1 could be achieved by using local dimming technologies [4,5]. Moreover, the emerging
technology of quantum dots could make the LCD color gamut equivalent to or better than that of
OLEDs [6]. However, the long LC response time, which causes motion blur and deteriorated image
quality, remains a critical issue [4,5].

Among the various LC modes, the vertical alignment (VA) mode exhibits a superior dark state
because of the initially vertically-aligned LCs, resulting in the highest contrast ratio [7]. To widen
the viewing angle range in the VA mode, various multidomain structures have been proposed [8–12].
Among them, two types of multidomain structures, the multidomain VA mode [11] and patterned VA
(PVA) mode [12], are widely used in large LCD devices. However, the response time of VA cells is very
slow because of the high rotational viscosity of the LC material with negative dielectric anisotropy
and optical bouncing caused by the backflow effect during the turn-on process. In contrast to other
LC modes, the turn-on switching of VA cells is much slower than the turn-off switching because of
the propagation of the LC domains. Therefore, most studies have focused on the reduction of the
turn-on time rather than the turn-off time. The turn-on time of a VA cell could be greatly reduced by
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introducing overdrive technology [13,14] and the formation of the pretilt angle using a UV-curable
prepolymer [15–17]. However, the pretilt can increase the turn-off time because the accumulated elastic
energy of LCs in the turn-on state decreases with the pretilt angle. The slow turn-off switching remains
a critical issue because this process relies only on the slow relaxation of LCs.

In this paper, we report the effects of two-dimensional (2D) confinement on the switching of
vertically aligned negative LCs. In a PVA cell, both the top common and bottom pixel electrodes
are patterned on each substrate, as shown in Figure 1a. When an electric field is applied to the
LC cell, virtual walls form in the middle of the gaps between and at the center of the patterned
electrodes. The LC molecules are confined not only by the two substrates but also by the virtual walls.
We found that the turn-off time of a PVA cell can be reduced simply by decreasing the pitch of the
patterned electrodes. In contrast to the switching of the vertically-aligned LCs with positive dielectric
anisotropy by an in-plane electric field, known as the VA-IPS mode [18,19], a PVA cell using LCs with
negative dielectric anisotropy exhibits little decrease in the transmittance by the fine patterning of
pixel electrodes because the dead zone formed at the center of each pixel electrode is very narrow.
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on states.

2. Response Time of a PVA Cell

The turn-on time of a VA cell can be reduced by employing overdriving technologies,
so-called dynamic capacitance compensation (DCC I [13] and DCC II [14]) and polymer-stabilization
technologies [15–17]. However, there are currently no practical solutions available for reducing the
turn-off time because it is limited by the slow relaxation of LCs. As mentioned above, when an electric
field is applied between the top common and bottom pixel electrodes, the LC molecules in region I
tilt downward in a clockwise direction, while those in region II tilt downward in a counter-clockwise
direction, as shown in Figure 1b. The LC molecules tilt downward along the diagonal direction
with respect to the transmission axes of the two polarizers so that the cell switches to the bright
state. At boundaries A and B between regions I and II, there is no change in the polar angle
of the LC director, because the neighboring LC molecules are oriented in the opposite direction;
therefore, boundaries A and B can be treated as virtual walls [19–23]. As a result, in a PVA cell, no light
is transmitted at boundaries A and B, as shown in Figure 2, in contrast to single-domain VA cells,
where the transmittance distribution is uniform and the incident light is transmitted over the entire
cell area. In other words, the LC molecules in a PVA cell are confined in two dimensions not only by
the two substrates but also by the virtual walls. A similar behavior has been observed in a VA-IPS cell
using LCs with positive dielectric anisotropy [19].
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3. Results and Discussion

To confirm the dynamic switching behavior of the LCs in a PVA cell, the Ericksen–Leslie
equation, coupled with the Laplace equation, was numerically solved using the finite element method.
The Ericksen–Leslie equation has been used to describe the motion of the LC director. Numerical
calculations were performed using the commercial software package TechWiz LCD 2D (Sanayi System
Company, Ltd., Incheon, Korea). The LC material parameters used in the numerical calculations
were as follows: splay elastic constant K11 = 14.7 pN, twist elastic constant K22 = 7.4 pN, bend elastic
constant K33 = 15.9 pN, optical anisotropy ∆n = 0.1096, dielectric anisotropy ∆ε = −3.9, and rotational
viscosity γ1 = 110 mPa·s. The thickness of the LC layer was 3.5 µm. The pitch P of the patterned
electrodes varied from 6 to 16 µm. The spacing L between the patterned electrodes was fixed at 2 µm.

The turn-off time of a single-domain VA cell can be represented by the following approximated
equation under the one-dimensional (1D) confinement of LCs between two substrates:

τo f f =
γ1d2

K33π2 (1)

where γ1 is the rotational viscosity, d is the cell gap, and K33 is the bend elastic constant. As shown
in Equation (1), the turn-off time is proportional to the visco-elastic coefficient (γ1/K33) and the square
of the cell gap d. In contrast to a single-domain VA cell where the LCs are confined in one dimension
between the two substrates, the numerical results indicate that the turn-off time of a PVA cell is largely
dependent on the pitch of the patterned electrodes, as shown by the blue dots in Figure 3. As the pitch
of the patterned electrodes decreases, the turn-off time decreases. In a PVA cell, the polar angle of the
LC director does not change at boundaries A and B even when an electric field is applied between the
top and bottom patterned electrodes, as shown in Figure 1b. We can consider boundaries A and B as
virtual walls, by which the LC molecules are confined in two dimensions not only by the two substrates
but also by the virtual walls. Under the 2D confinement of LCs, the turn-off time of a PVA cell can be
written as:

τo f f =
γ1

K33
(

π
d
)2

+ K11

(
π

P/2

)2 (2)

As shown in Equation (2), the turn-off time is dependent on the pitch P of the patterned electrodes
as well as the cell gap d. Here, the distance between the neighboring virtual walls is half of the pitch
P of the patterned electrodes. As the pitch of the patterned electrodes decreases, the turn-off time
significantly decreases as a result of the reduced distance between neighboring virtual walls, as shown
by the red line in Figure 3. The numerically calculated turn-off times obtained agree well with the 2D
model, as shown in Figure 3. The turn-off time calculated by using the 2D model converges to the 1D
model, as shown in Figure 3, because the 2D confinement effect will become negligible as the pitch is
increased. Numerical results of a PVA cell also converges to those of a single-domain VA cell. It may
be noted that the turn-off times calculated by using the 1D or 2D model do not match exactly with the
numerical results.
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To investigate the effect of the elastic constants on the turn-off time, we calculated the turn-off
time numerically under the conditions (1) K11 < K33 (LC I), (2) K11 = K33 (LC II), and (3) K11 > K33

(LC III). The elastic constants of each LC are shown in Table 1. Other material paramters of the LC
were assumed to be the same as those used for other numerical calculations. As shown in Figure 4,
the dependence of the turn-off time on the electrode pitch was rarely affected by the ratio of the elastic
constants. Recently, it was reported that the turn-off time of a VA-IPS cell using LCs with positive
dielectric anisotropy exhibits the same trend as a PVA cell; the turn-off time decreases when the
pitch of the interdigitated electrodes decreases. In a VA-IPS cell, the electric field is not uniform in
either the longitudinal or lateral direction. As a result, the turn-off time obtained with Equation (2)
in a VA-IPS cell exhibits a deviation from the numerical results, and Equation (2) was modified to
accurately account for the turn-off time [19]. In contrast, the turn-off time of a PVA cell matched well
with the theoretical analysis based on the 2D confinement effect without any modification because of
the relatively uniform electric field distribution. We will discuss this later.

Crystals 2017, 7, 201  4 of 8 

 

theoretical analysis based on the 2D confinement effect without any modification because of the 
relatively uniform electric field distribution. We will discuss this later. 

10 20 30 40
0

1

2

3

4

5

6

7

8

9

T
u

rn
-o

ff
 t

im
e 

(m
s)

Pitch (μm)

 1-D model
 2-D model
 Numerical (VA)
 Numerical (PVA)

 
Figure 3. Turn-off times of PVA cells obtained using a 1D model, 2D model, and numerical calculation 
as a function of patterned electrodes pitch. 

6 8 10 12
0

1

2

3

4

5

6

 

 

T
u

rn
-o

ff
 t

im
e 

(m
s)

Pitch (μm)

 LC I
 LC II
 LC III

 
Figure 4. Turn-off times of PVA cells obtained using three different LC materials as a function of 
patterned electrodes pitch. 

Table 1. Elastic constants of the three different LC materials used in our numerical calculation. 

 K11 K22 K33

LC I 14.7 pN 7.4 pN 15.9 pN 
LC II 15.9 pN 7.4 pN 15.9 pN 
LC III 17.1 pN 7.4 pN 15.9 pN 

We calculated the voltage–transmittance curves and turn-off times of PVA cells with the pitch P 
of patterned electrodes as a parameter, as shown in Figure 5. A single-domain VA cell exhibits a high 
transmittance of 44.7% at an applied voltage of 5.1 V, as shown in Figure 5a. As the pitch of patterned 
electrodes decreases, the maximum transmittance of a PVA cell decreases, while both the threshold 
and operating voltages increase. The maximum transmittance of a PVA cell with P = 16 μm is 38.9% 
at an applied voltage of 6.9 V, whereas that of a PVA cell with P = 6 μm is 38.0% at an applied voltage 
of 14 V. We also calculated the temporal switching behaviors during the turn-off process, as shown 
in Figure 5b. We define the turn-off time as the transient time for the transmittance to decay from 90% 
to 10% of the maximum value. The calculated turn-off time of a single-domain VA cell was 7.85 ms, 
whereas the turn-off times of PVA cells with P of 16 and 6 μm were 6.86 and 3.72 ms, respectively. 
As the pitch of the patterned electrodes decreases, the turn-off time significantly decreases, as 

Figure 3. Turn-off times of PVA cells obtained using a 1D model, 2D model, and numerical calculation
as a function of patterned electrodes pitch.

Crystals 2017, 7, 201  4 of 8 

 

theoretical analysis based on the 2D confinement effect without any modification because of the 
relatively uniform electric field distribution. We will discuss this later. 

10 20 30 40
0

1

2

3

4

5

6

7

8

9

T
u

rn
-o

ff
 t

im
e 

(m
s)

Pitch (μm)

 1-D model
 2-D model
 Numerical (VA)
 Numerical (PVA)

 
Figure 3. Turn-off times of PVA cells obtained using a 1D model, 2D model, and numerical calculation 
as a function of patterned electrodes pitch. 

6 8 10 12
0

1

2

3

4

5

6

 

 

T
u

rn
-o

ff
 t

im
e 

(m
s)

Pitch (μm)

 LC I
 LC II
 LC III

 
Figure 4. Turn-off times of PVA cells obtained using three different LC materials as a function of 
patterned electrodes pitch. 

Table 1. Elastic constants of the three different LC materials used in our numerical calculation. 

 K11 K22 K33

LC I 14.7 pN 7.4 pN 15.9 pN 
LC II 15.9 pN 7.4 pN 15.9 pN 
LC III 17.1 pN 7.4 pN 15.9 pN 

We calculated the voltage–transmittance curves and turn-off times of PVA cells with the pitch P 
of patterned electrodes as a parameter, as shown in Figure 5. A single-domain VA cell exhibits a high 
transmittance of 44.7% at an applied voltage of 5.1 V, as shown in Figure 5a. As the pitch of patterned 
electrodes decreases, the maximum transmittance of a PVA cell decreases, while both the threshold 
and operating voltages increase. The maximum transmittance of a PVA cell with P = 16 μm is 38.9% 
at an applied voltage of 6.9 V, whereas that of a PVA cell with P = 6 μm is 38.0% at an applied voltage 
of 14 V. We also calculated the temporal switching behaviors during the turn-off process, as shown 
in Figure 5b. We define the turn-off time as the transient time for the transmittance to decay from 90% 
to 10% of the maximum value. The calculated turn-off time of a single-domain VA cell was 7.85 ms, 
whereas the turn-off times of PVA cells with P of 16 and 6 μm were 6.86 and 3.72 ms, respectively. 
As the pitch of the patterned electrodes decreases, the turn-off time significantly decreases, as 

Figure 4. Turn-off times of PVA cells obtained using three different LC materials as a function of
patterned electrodes pitch.

Table 1. Elastic constants of the three different LC materials used in our numerical calculation.

K11 K22 K33

LC I 14.7 pN 7.4 pN 15.9 pN
LC II 15.9 pN 7.4 pN 15.9 pN
LC III 17.1 pN 7.4 pN 15.9 pN
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We calculated the voltage–transmittance curves and turn-off times of PVA cells with the pitch P
of patterned electrodes as a parameter, as shown in Figure 5. A single-domain VA cell exhibits a high
transmittance of 44.7% at an applied voltage of 5.1 V, as shown in Figure 5a. As the pitch of patterned
electrodes decreases, the maximum transmittance of a PVA cell decreases, while both the threshold
and operating voltages increase. The maximum transmittance of a PVA cell with P = 16 µm is 38.9% at
an applied voltage of 6.9 V, whereas that of a PVA cell with P = 6 µm is 38.0% at an applied voltage of
14 V. We also calculated the temporal switching behaviors during the turn-off process, as shown in
Figure 5b. We define the turn-off time as the transient time for the transmittance to decay from 90%
to 10% of the maximum value. The calculated turn-off time of a single-domain VA cell was 7.85 ms,
whereas the turn-off times of PVA cells with P of 16 and 6 µm were 6.86 and 3.72 ms, respectively.
As the pitch of the patterned electrodes decreases, the turn-off time significantly decreases, as expected
by the effect of the 2D confinement with virtual walls. The turn-off switching of a PVA cell with
P = 6 µm is 1.84 times faster than that of a PVA cell with P = 16 µm.
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Although the reduced pitch of the patterned electrodes is highly favorable for short response times,
the reduced pitch could lead to a decrease in transmittance, which is a major tradeoff between the short
response time and transmittance decrease in two-dimensionally confined LC cells [19–23]. In a VA-IPS
cell using LCs with positive dielectric anisotropy, there is no change in the polar angle of the LC director
at boundaries A and B, and the boundaries could be treated as virtual walls, as shown in Figure 6a,b [19].
At boundary A, where the vertical component of the electric field is dominant, the positive LC
molecules remain vertically-aligned over a wider region than at boundary B where the in-plane
component of the electric field is dominant, and a thicker virtual wall is formed. Therefore, in a VA-IPS
cell, the transmittance significantly decreases as the pitch of the patterned electrodes decreases, which
is caused by wide dead zones around boundary A, as shown in Figure 7. Conversely, a PVA cell using
LCs with negative dielectric anisotropy exhibits a relatively high transmittance near boundary A as
well as boundary B, as shown in Figure 6b. Unlike a VA-IPS cell where the LC molecules above the
electrode are not switched, LC molecules with negative dielectric anisotropy around the center of
the electrode are switched by the vertical component of the electric field in a PVA cell. In addition,
patterned electrodes placed on each substrate generate a periodically dense electric field distribution
in the longitudinal as well as the lateral direction, as shown in Figure 6b. As a result, the LC molecules
are switched near the top substrate as well as near the bottom substrate, causing more LC molecules to
be tilted downward near boundary A than those of a VA-IPS cell, resulting in a higher transmittance at
the boundaries, as shown in Figure 6b. Therefore, a PVA cell shows little decrease in the transmittance
despite the decrease in the pitch of the patterned electrodes, as shown in Figure 7. These results
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suggest that the response time of a PVA cell can be significantly reduced with little decrease in the
transmittance by simply decreasing the pitch of the patterned electrodes.
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To account for the effect of misalignment on the turn-off time and transmittance, we calculated
them as we increased the misalignment between the top and bottom patterned electrodes. As shown
in Figure 8a, the dead zone is widened and the transmittance distribution becomes asymmetric as the
misalignment is increased. Since the dead zone is widened, the reduction in transmittance is inevitable,
as shown in Figure 8b. In a PVA cell with a pitch of 6 µm, the transmittance decreased by 11.4% from
38.22% to 34.3% when the PVA cell was misaligned by 0.5 µm, as shown in Figure 8b. The turn-off time
increased by 2.96% from 3.72 ms to 3.83 ms under the same condition. These results show that a very
accurate alignment of pixel electrodes is essential for practical applications of the proposed device.
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As demonstrated in previous studies, although three-terminal electrodes [24] and the formation
of polymer networks made of liquid crystalline polymers in bulk [25] can be used to reduce the
turn-off time of VA cells, some challenges still exist, such as a complicated manufacturing process,
complicated drive scheme, low transmittance, and non-uniform distribution of residual polymer
materials. Conversely, the fine patterning of pixel electrodes for a PVA cell is robust against such
problems because the device does not require additional fabrication steps or complicated drive schemes.

4. Conclusions

We investigated the 2D confinement effect on the switching of vertically-aligned, negative LCs by
an oblique electric field applied between the top and bottom patterned electrodes. When an electric
field is applied to an LC cell, virtual walls form in the middle of the gaps between and at the center
of the patterned electrodes. The LC molecules are confined not only by the two substrates but also
by the virtual walls. Therefore, the turn-off time of a PVA cell can be reduced simply by decreasing
the pitch of the patterned electrodes. The numerically calculated turn-off times obtained agree well
with the 2D model. In contrast to a VA-IPS cell using LCs with positive dielectric anisotropy, a PVA
cell using LCs with negative dielectric anisotropy exhibited a short response time with little decrease
in the transmittance by the fine patterning of pixel electrodes. We believe that this device concept can
be a potential candidate for realizing large, high-resolution, and high-frame-rate TV applications.
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