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Shear wave propagation provides rich information for material mechanical characterization, including elasticity
and viscosity. This Letter reports tracking of shear wave propagation in turbid media by laser-speckle-contrast
analysis. The theory is described, and a Monte Carlo simulation of light shear wave interaction was developed.
Simulation and experiments on tissue-mimicking phantoms agree well and show tracking of shear wave at the phan-
tom surface and at depth as well as multiple shear waves interacting within the object. The relationship between
speckle contrast value and shear wave amplitude is also investigated. © 2014 Optical Society of America
OCIS codes: (170.1065) Acousto-optics; (110.0113) Imaging through turbid media.
http://dx.doi.org/10.1364/OL.39.001597

Shear waves are mechanical waves oscillating
perpendicular to the propagation direction and have
been studied, e.g., in Earth science for understanding
the structure of flow of the Earth’s mantle [1] as well
as in medicine for tissue mechanical characterization.
For example, the attenuation and speed of shear waves
are related to tissue viscoelastic properties, which in turn
provide an indication of the disease state of the tissue.
Methods of tracking shear waves propagating at cm scale
depth in tissue include the use of ultrasound [2] and mag-
netic resonance-based methods [3]. Optical observation
of tissue response to acoustic radiation force and asso-
ciated shear wave generation was previously reported in
[4,5]. In this Letter, we present a method to track the
shear wave propagation in optically turbid media by laser
speckle contrast analysis.
Part of our experimental method was discussed in [6],

where the shear wave speed was tracked in phantoms of
varying elasticity. A coherent green laser was used, and
the speckle patterns were received on a CCD camera.
Transient shear waves were generated by acoustic radi-
ation force a distance away from laser axis at depth in
phantoms. The shear wave was tracked using the time-
resolved CCD speckle-contrast difference. In this Letter,
we first describe the theoretical basis of this experimen-
tal method, then a Monte Carlo simulation system is
developed for the first time and verified by experiments.
We also show shear wave imaging at the phantom edge
using local speckle contrast analysis. In addition, multi-
ple shear waves are simultaneously observed through
speckle-contrast detection for the first time, and the re-
lationship between CCD speckle-contrast difference and
shear wave amplitude is also studied.
Previous theoretical contributions that explain the in-

teraction of ultrasound and (multiply) scattered light are
available in the literature [7–9]. Generally, two mecha-
nisms are thought to be responsible for the ultrasound
modulation of light: first, the phase change due to dis-
placement of optical scatterers by ultrasound; second,
the phase change due to alteration of the optical

refractive index by compression and rarefaction of ultra-
sound. However, when light interacts with a transient
shear wave alone, there are two major differences:
(1) the shear wave pressure is small, and therefore little
alteration of optical refractive index occurs. As a conse-
quence, the second modulation mechanism may be ne-
glected; (2) the shear wave period is much longer than
the ultrasound period and is comparable and most likely
longer than the light integration time on the detector.
Below we describe a framework that can be used to ex-
plain the mechanism of tracking shear waves with CCD
speckle-contrast analysis.

A stochastic explanation of CCD speckle analysis was
provided [10,11]. The CCD speckle contrast is defined by
C � σ∕Ī, where σ and Ī are the standard deviation and
the mean of CCD pixel intensities. From first- and
second-order statistical analysis and with the assumption
of spatial ergodicity, the mean speckle intensity Ī, and
standard deviation σ are given as [10]

Ī � hE�t�E��t� τ�it;εj�τ�0�; (1)

σ �
�������������������������������������
h�E�t�E��t� τ��2i

q
t;τ;ε;

; (2)

where E denotes for complex optical field at a CCD pixel,
E� is the conjugate of E. Symbol hi denotes for averaging
over time t, time derivative τ, and ε, a single realization of
the optical scatterer distribution.

Considering an optically turbid medium illuminated
with a temporally coherent light, photons can be scat-
tered many times and experience random physical paths
before being detected. Therefore, light received at a CCD
pixel consists of many such components, and E�t� can be
written in a summation form (without consideration of
polarization effect for simplicity): E�t� � P

N
i�1 Ej�t�, in

which Ej�t� is one of the many partial components,
and N is total number of the partial components. Then
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the autocorrelation function of light can be rewritten
as hE�t�E��t� τ�it �

P
N
i�1

P
N
j�1 hEi�t�E�

j �t� τ�i
t
.

For photons traversing the tissue, the optical wave-
length is much smaller than the photon-mean free path
(hundreds of micrometer in the visible spectrum [12]),
and the weak scattering approximation holds. That is
to say, photon phase in one scattering path is indepen-
dent from another, and the phase differences between
individual photon paths �i ≠ j� are uniformly distributed
through 0 to 2π, leading to cancellation of the cross terms
in hE�t�E��t� τ�it. Then the autocorrelation function of
light can be simplified and rearranged as

hE�t�E��t� τ�it �
XN
i�1

hEi�t�E�
i �t� τ�it

� 1
N

XN
i�1

�
exp

�
−i

�XN 0

k�1

Δφik�t; τ�
���

t

;

(3)

where Δφik�t; τ� is the optical phase change in the kth
free path of the ith partial wave, which is caused by shear
wave modulation of the �k − 1�th and the kth scatterer
displacement during time t to �t� τ�.
The modulation of scatterer displacement results in

optical path length changes between two consecutive
scatterers. The kth optical free path length can be
calculated by

Δrik�t� � �rik � uik�t�� − �ri�k−1� � ui�k−1��t��; (4)

where rik and ri�k−1� are the original positions of the kth
and the �k − 1�th scatterer, and uik�t� and ui�k−1��t� are the
displacements caused by shear wave propagation. Then
the optical phase variation can be written as

Δφik�t; τ� � −nk�Δrik�t� τ� − Δrik�t��; (5)

where n is the optical refractive index of the medium,
and k is the optical wave number. With Eqs. (3)–(5),
the shear wave is connected with the autocorrelation
function of light, which, together with Eqs. (1) and (2),
can further connect the shear wave field to the CCD
speckle statistics. In reality, Brownian motion of scatter-
ers in tissue may also contribute to the autocorrelation
function of light. To isolate the shear wave contribution,
here we solely consider shear wave modulation in Eq. (4)
for conciseness as Brownian motion is an independent
process [8].
The shear wave field can be calculated by solving the

Navier–Stokes equation. Considering an infinite homo-
geneous and isotropic viscoelastic medium, an analytical
solution is given, utilizing the Green’s function formalism
in [13]. The shear wave displacement generated by an
acoustic radiation force is then deduced with the super-
position principle:

u�r; τ� �
Z

dτ
ZZZ

f �ξ; τ�g�r − ξ; t − τ�dξ; (6)

where f �ξ; τ� is the profile of acoustic radiation force in
time and space, and g�r; t� is the Green’s function.

Based on the above theoretical framework, a computer
simulation for the optical observation of shear waves was
developed. Tissue displacement as a function of time and
space due to shear wave propagation was calculated nu-
merically using Eq. (6). The light transport path in tissue
displaced by shear wave was predicted by Monte Carlo
modeling [14], and, based on the result, we calculate the
autocorrelation function of light and time-resolved CCD
speckle contrast with Eqs. (3)–(5) and Eqs. (1) and (2).
To compute Δφik�t; τ� in Eq. (3), time is gated consecu-
tively with equal length through exposure time T . Within
each gated window, t ranges from 0 to T , τ ranges from 0
to �T − t�. Then the auto-correlation function of light can
be calculated with time and the time-resolved CCD con-
trast C�t�, or the time-resolved CCD contrast difference
ΔC�t� � Cb�t� − C�t� is obtained, where the background
contrast Cb�t� is assumed to be one in simulation.

In the simulation (Fig. 1), a point-like 532 nm laser
illuminated a homogeneous sample with an optical
absorption coefficient μa � 0.2 cm−1, optical scattering
coefficient μs � 30 cm−1, anisotropy factor g � 0.8, and
a reduced scattering coefficient μ0s � 5 cm−1 [15]. The
mechanical parameters were set as follows: shear wave
speed cs � 2.2 m∕s; bulk wave speed cp � 1500 m∕s;
shear viscosity νs � 0.1 Pa: s; and bulk viscosity νs �
0 Pa: s [13]. A CCD camera was aligned with the laser
to maximize the detected light intensity and positioned
sufficiently far from the sample to allow spatial ergodic-
ity to be assumed for speckle statistics. Transient shear
waves were generated by the acoustic radiation force,
which was perpendicular to the laser axis. This force
is constant for 1 ms, and the spatial profile was defined
by a simplified ultrasound focus geometry: an ellipse with
constant 1 mm lateral and 10 mm axial extent, respec-
tively. The generated shear waves propagate away from
the acoustic radiation force.

In the experiment, a tissue-mimicking phantom was
made with 0.8% agar in weight and 4% intralipid in volume
to achieve similar mechanical and optical parameters to
the simulation [6,13,15]. Shear waves were generated by

Fig. 1. Schematic of the top view of the simulation/experiment
setup. (a) Imaging shear wave front near sample surface: r1
(3.34 mm) and r � r1d2∕d1 are the radii of the imaged CCD ar-
ray and the projected light exit plane. (b) Tracking shear wave
propagating at depth: L (31 mm) is the distance between the
laser and the shear wave source; r1 (3.5 mm) and r � r1�d1 �
d2�∕d1 are the radii of iris and the CCD pixel projected onto the
light exit plane (the single pixel is simplified as a point). ARF
denotes for acoustic radiation force, which is loaded in the
direction perpendicular to the laser axis.
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the transient acoustic radiation force launched by a 1 ms
5 MHz ultrasound burst, and a 1 ms CCD exposure length
was used to record the laser speckle patterns. With this
configuration, a background contrast Cb�t� � 0.84 was
achieved without shear waves.
To image shear waves at the sample surface, the acous-

tic radiation force was aligned with the laser at the light
exit plane to generate shear waves. A lens was placed in
front of the CCD (1392 × 1040 pixels) to record the laser
speckles at the light exit plane [Fig. 1(a)]. Since shear
waves were generated and propagated near the light exit
surface, the spatial information carried by the shear wave
modulated light was not washed out by multiply scatter-
ing. Therefore, the localized CCD speckle contrast was
calculated for a kernel size of 15 × 15 pixels to
visualize the shear wave fronts.
When shear waves are generated at depth in the sam-

ple, the shear wave modulated light is multiply scattered,
and the speckle patterns received at the CCD no longer
maintain localized information. Therefore, to track shear
waves in bulk media, the acoustic radiation force is
applied at a distance from the laser axis [Fig. 1(b)] to
observe the shear wave propagation within an optical
detection volume (i.e., the volume occupied by the
scattered laser beam that is detected by the CCD). In this
manner, the laser speckle statistics are affected only by a
one-directional shear wave, and the global CCD contrast
values calculated over the whole CCD array with time are
used to indicate whether the shear wave is within the
optical detection volume.
Figures 2(b) and 2(c) show the experimental and simu-

lated results of shear wave imaging of the phantom edge
using local speckle contrast difference. For comparison,
a simulation of the shear wave displacement in the same
plane is shown in Fig. 2(a). The largest CCD contrast dif-
ference exists along the shear wave front, where the larg-
est modulation of light due to the shear wave occurred.
To track shear waves at depth, time-resolved CCD con-

trast curves, rather than an image in Fig. 2, were gener-
ated and shown in Fig. 3. As a transient shear wave
approaches the optical detection volume, larger numbers
of scattered photons fall within the shear wave volume,
and thus a larger ratio of light is modulated by the shear
wave, causing a reduced CCD contrast C and an in-
creased CCD contrast difference ΔC. The ΔC peaks
when the optics and shear wave overlap the most. The
time-to-peak in ΔC�t� indicates the time-of-flight of shear
waves, which can be used for shear wave speed measure-
ment. In simulation (solid line in Fig. 3(a)), the peak is
shown at 14 ms, agreeing with the preset time-of-flight

(L∕cs � 14 ms). However, experimental results show
the peak value at approximately 15 ms. Further simula-
tion demonstrated that this mismatch was an effect of the
shear wave reflection at the phantom boundaries in the
experiment (the reflection coefficients of obliquely inci-
dent shear waves were calculated based on [16]), which
broadened the shear wave and prolonged the measured
time-of-flight. Though some reflection bias could exist in
real situations, an accurate measurement of shear wave
speed can be still obtained by a differential method [6].

As a study of multiple shear waves tracked by the
speckle-contrast detection, Fig. 3 also shows the time-
resolved CCD contrast difference induced by dual shear
waves. Two identical transient shear waves were gener-
ated equidistant from the optical axis, propagating to-
ward each other. Results show that, instead of an
accumulation of contrast difference induced by each
individual shear wave, dual-shear waves generate a pat-
tern in ΔC�t�. With no shear wave reflection, the peak in
ΔC is split into two due to dual shear wave interaction
over time in the optical detection volume. The “ripples”
after the main peaks in experiment are again caused by
shear wave reflections from the phantom boundaries and
this was confirmed by simulation. The profile of the pat-
tern in time is primarily determined by the mechanical
properties of medium and the light distribution in the op-
tical detection volume. With a fixed light distribution, a
faster shear wave will result in a more compact pattern
due to the reduced shear wave interaction time within
the optical detection volume. Also, compared with indi-
vidual shear waves, multiple shear waves are more
sensitive to reflections, which might be useful for geom-
etry characterization.

Figure 4 shows the mapping between CCD contrast dif-
ference and the shear wave amplitude. The y axis takes
the peak value of ΔC�t� of the single shear wave in Fig. 3,
and the x axis represents the shear wave amplitude. In
the simulation, the shear wave amplitude is directly de-
fined as an input by scaling Eq. (6). In the experiment, the
varied ultrasound pressures were used to generate shear
waves with different amplitudes. As the shear wave am-
plitude is proportional to the magnitude of the acoustic
radiation force, F � �2αhIi�∕c, where c is the ultrasound
speed, α is the ultrasound absorption coefficient, and hIi
is the averaged local ultrasound intensity in time, which

Fig. 2. (a) Simulated near-surface shear wave front with nor-
malized displacement and that imaged by the localized laser
speckle contrast difference (ΔC) at 4 ms in (b) simulation
and (c) experiment. The acoustic radiation force was launched
along the position 0.

Fig. 3. (a) Simulated and (b) experimental results of time-
resolved CCD contrast difference induced by a single shear
wave and dual-shear waves at depth. The solid and dashed
blue curves in (a) are simulation results without consideration
of shear wave reflections; the solid black curves in (a) and in (b)
are the simulation and experimental results counted in the
shear wave reflections.
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is proportional to the square of transducer input V with
an assumption of linear ultrasound prorogation; there-
fore V2 is used as the x axis for the experiment to indi-
cate the amplitude of the shear wave. Both simulation
and experiment exhibited an S-shaped profile between
ΔC and shear wave amplitude. It can be seen that the
relationship between CCD contrast difference and shear
wave amplitude is not linear over the whole range but
can be assumed linear within a smaller range. Figure 4(a)
also shows that shear waves with an amplitude of even
tens of nanometers may generate a considerable speckle-
contrast difference (0.1–0.3), indicating a high sensitivity
to shear wave tracking. Generally, Figs. 4(a) and 4(b)
agree well despite a larger deviation for large shear wave
amplitudes, where higher ultrasound pressures are used
and the assumption of linear ultrasound propagation may
not hold.
In summary, a theory, simulation, and experiment for

tracking shear waves using light and speckle contrast
analysis is presented. Compared with ultrasound
tracking methods (sensitive to μm displacement), the op-
tical speckle-contrast analysis can be more sensitive be-
cause optical wavelengths are a few orders of magnitude
smaller than ultrasound wavelengths. The approach
could be used in medicine for quantitative elastography
by tracking shear waves via time-of-flight [6]. In practice,
blood diffusion, Brownian motion, and blood flow will
cause speckle decorrelation, and, while this should not
affect the time-of-flight estimation, it can reduce the
signal-to-noise ratio of the measurements. Additionally,
measurements may be cardiac gated to minimize the
time-dependent decorrelation. The developed Monte
Carlo simulation matches experiments well and could
be useful for understanding how ΔC�t� is related to shear
wave properties (e.g., speed and attenuation) and optical

configuration (e.g., CCD exposure time). This is the first
time, to the best of our knowledge, that shear waves were
coupled with coherent light and furthermore related with
CCD speckle-contrast statistics in a simulation frame-
work. The simulation will be incorporated with ARF-
assisted ultrasound modulated optical tomography
[17,18] to study the effect of ARF-generated shear waves
on the image resolution. The method can also be gener-
alized to other forms of electromagnetic waves if the
speckle patterns can be detected.
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Fig. 4. Peak value of time-resolved CCD contrast difference
against shear wave amplitude in (a) simulation and (b) square
of transducer input voltage in experiment.

1600 OPTICS LETTERS / Vol. 39, No. 6 / March 15, 2014


