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Abstract 

Thermal stratification is an important phenomenon to be evaluated and studied to save energy consumed in fully 
insulated environments and to improve indoor air quality and human comfort. An analytical study to investigate 
stratified flow characteristics in a ventilated environment was presented. Most existing studies were either 
numerical or experimental and correlations for predicting characteristics of stratified flow, such as temperature 
distribution, temperature gradient, stratified layer thickness and height were based on empirical data. A simple 
mathematical model was developed to predict these characteristics. The predictions were compared with the 
published experimental data and good agreement has been obtained. Such a simple model would be very useful 
to practicing engineers for HVAC and designing applications.  
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1. Introduction 

Ventilation is the approach for reaching the best human comfort. It is used to control temperature, humidity, air 
quality and the quantity of needed air to replenish oxygen, or remove moisture, smoke, heat, dust, airborne 
bacteria, and carbon dioxide. Ventilation is used to remove unpleasant smells and excessive moisture, introduce 
outside air, to keep interior building, air circulating, and to prevent stagnation of the interior air. Thermal 
stratification is very important for efficient ventilation, fire exhaust, and solar heating. It affected by the flow and 
the heat transfer parameters that can be improved by controlling these parameters (Hahne & Chen, 1998). 
Stratification phenomenon and stratified flow characteristics are still encountered in many applications; the flow 
of smoke and pollutants in a fully insulated environment often gets stratified. The prediction of stratified flow 
characteristics is so important for preventing and managing HVAC in buildings. Detailed computational and 
experimental simulations and analyses of possible scenarios are performed in order to design effective safety 
programs and installation of HVAC equipment. In this case, smoke and contaminated pollutants from human 
beings, cooking and combustion rise upward to the ceiling due to buoyancy. The indoor smoke and pollutants 
were accumulated in stable stratified layers near the ceiling. Therefore, it is useful to know the height, the 
thickness and the degree of stratification to which smoke/pollutants would rise and other stability characteristics 
of the stratified layers. For high indoor air quality, the smoke is removed out while the fresh air enters near the 
floor level and displacement ventilation flow sets in with very little mixing. The temperature gradient in a room 
is always positive (or zero) and increases up to the ceiling, while the contaminant concentration might have 
another form with a maximum somewhere in the middle of the room. The temperature gradient is very much 
dependent on the ventilation flow rate and not so much about the position of the heat sources (Mundt, 1995). The 
contaminant removal effectiveness (the system’s ability to remove contaminants from the space.), in 
displacement ventilation, was found to be related to the ventilation flow rate, and very sensitive to the level of 
the source and its position (Mundt, 2001). However Hagstrom et al. (2000) found that it was a function of both 
the location and the power of the sources in relation to the supply and exhaust openings. 

Li and Delsante (2001) and Chen and Li (2002) investigated the effect of both wind and thermal buoyancy on the 
position of neutral buoyancy. They used vents at multiple levels, and applied mass, energy and momentum 
equations. It was found that the position of neutral buoyancy can be related to the ratio of the upper and lower 
vent areas depending on the nature of the heat source. Mathematical and experimental investigations done by 
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Hunt and Linden (1999) and Guohui Gan (2010) on the interaction between wind and buoyancy effects in natural 
ventilation of buildings were done to describe the natural ventilation using the combined effects of buoyancy and 
wind. They derived a mathematical model for stratified layer interface height based on wind speed and openings 
heights. 

A relationship between the neutral height of air distribution and ventilation load was investigated by Xing and 
Awbi (2002). The results were obtained for a ventilated room, under several activities, using displacement 
ventilation. The analytical model calculates the temperature elevation in the room with a distributed heat flux. 
The position of neutral buoyancy, (the position where pressure in the room equals that in the exterior), was 
investigated by Andersen (2003); Li et al. (2000); Fitzgerald and Woods (2004). An analytical model was 
developed by Fitzgerald and Woods (2007) who studied the influence of stacks on flow patterns and stratification 
associated with natural ventilation with two openings. Holford and Woods (2007) used analytical models to 
study thermal buffering of naturally ventilated buildings through internal thermal mass. They found that the role 
of thermal mass in buffering the interior temperature was very different under different ventilation rates. Coffey 
and Hunt (2007) developed different analytical models of calculating ventilation effectiveness to evaluate mixing 
and displacement ventilation. 

Chen and Li (2002) as Gilani et al. (2013) studied the effects of buoyancy source, opening sizes and locations of 
a single zone building on displacement ventilation. The investigations were for three level openings. The results 
showed that the ventilation mode is a function of buoyancy source and geometries. They found that the location 
of the stratification interface level height is a function of the geometrical parameters and independent of the 
strength of buoyancy source. The results of Chen and Li, (2002) we’re in an agreement with Linden et al. (1990) 
that the stratification within a space depends on the enterainment produced by buoyancy sources upon the 
geometry of the sources and the openings rather than the source strength while the strength of stratification 
however depend on the source strength. It is also in an agreement with the work of Hunt and Linden (2001), 
which showed that for ventilation driven by a single localized source of buoyancy flux, a stable two-layer 
stratification and displacement flow forms. The steady height of the interface, between the buoyant upper layer 
and the lower layer at ambient density, is independent of buoyancy flux and depends only on the effective area of 
the openings, the height of the enclosure and air entrainment into the plume. Heat loss in solar storage tanks was 
basically the main (destructive) item among several loss factors, investigated by Al-Najem (1993). Al-Najem and 
El-Refaee (1997) did a comparison study for prediction of a turbulent mixing factor (eddy conductivity) at the 
inlet and outlet of a thermal storage tank, also the performance of thermal stratification in that tank. The model 
showed a good agreement with the experimental data of Loehke et al. (1978). The analysis of Alizadeh (1999) 
can be used to link the flow parameters in the stratified layer using the properties of flow in the lower and upper 
zones. Chena Q (2009) studied ventilation performance prediction for buildings. He presented an overview of the 
tools used to predict ventilation performance, such as analytical models, empirical models, small-scale 
experimental models, full-scale experimental models, multizone models, zonal models, and Computational Fluid 
Dynamics (CFD) models. Chena Q (2009) found that the analytical and empirical models had made minimal 
contributions to the research literature in the past year. The small- and full-scale experimental models were 
mainly used to generate data to validate numerical models. The CFD models were most popular and contributed 
to 70 percent of the literature found in this review as well as the large eddy simulation which presented to verify 
the numerical models and numerical methods (Bobin Wang & Guixiang Cui, 2013).  

In summary, most of the previous studies are experimental or numerical, with little analytical work available in 
the literature. This is due to the complexities of the problem and the large number of parameters involved. 
Existing correlations are based on empirical data and their validity is problem specific, thus cannot be employed. 
Considerable efforts were still made to seek more reliable and accurate models (Chena Q, 2009). However, 
simple mathematical models resulting from analytical analysis of the problem is of special significance for both  

It is the objective of the present work to analytically investigate the phenomenon of stratification in a ventilated 
room to predict the temperature distribution at different conditions. The analytical model is derived from the 
fundamental equations of fluid dynamics and thermodynamics. The prediction with the developed mathematical 
model was conducted and comparison was made with experimental data from literature to present the similarities 
and differences between the experimental and analytical predictions. 

2. Theoretical Backgrounds 

Initially, we consider a simple displacement model for a chamber of height, H ventilated by upper and lower 
openings of various airflow rates. It is assumed that the Richardson number of the air within the chamber is high, 
such that the flow is stratified; it is further assumed that the density within the chamber varies hydrostatically 



www.ccsen

 

following 
variations;
principle o
general re
( ' ''

1 1 1, , ,h h h

Referring t

Where H i

If the dens

equation (

Where, 1h

height and

Solving th

 

 

 

 

 

 

 

 

 

 

Fi

In order to
the built e
identical re
isolated fro
about 12.5
layer of lig

net.org/mas 

the Boussines
; their effect is
of “buoyancy”

epresentation o
'' '

2 2 2..., , ,h h h ) 

to figure (1), a

is the total heig

sity ratio 

1) becomes, 

1 and 2h are the

d density ratio w

hese equations 

igure 1. Schem

o validate the a
environment ar
ectangular cha
om an enclose
5 cm thick, wi
ght gray color 

sq approximati
s considered o
”, has been pr
of stratified flo

and by applyin

ght in m. 

	 where 

 heights of the

will be given b

from 2 to 7, an

matic diagram i

accuracy of the
re applied. Th
amber were (7.
ed space. The w
ith a white pol
of 10 cm thick

Modern

ion. Density d
nly in the buo
resented. The 
ow of multi-la

ng Archimedes 

	and  espec

e lower and th

by, 

nd using 

illustrating the

e model, exper
he environment
.5 m long, 3.6
walls of the tes
lyester outer f
k concrete, and

n Applied Scienc

232 

differences are
oyancy terms. T

schematic dia
ayers of densi

conception, w

= 

ctively the den

=  

=    

he upper layer 

=

=  

=   

=    

∝  

e principle of b

 
rimental result
tal chamber is
m wide and 3

st chamber we
finish and poly
d below it a lay

ce

e supposed to b
The concept o
agram is show
ities ( '

1 1, ,  

we have: 

      

nsity in the low

          

          

respectively. F

  

         

          

           

buoyancy for m

s of [Awad et 
s a rectangular
.0 m height) w
re insulated. T
yurethane foam
yer of 10 cm th

be small and 
of Archimedes
wn in Figure (

'' '' '
1 2 2,..., , ,   

          

wer and upper 

           

            

From equation

   

  

   

        

multi-zone stra

al. (2008)] for
r volume. The
with two windo
The walls as w
m interior nod
hick Styrofoam

Vol. 8, No. 4;

due to temper
, which utilize
1), which sho

2 ) and heigh

      

layers of the 

    

        

ns 2 and 3, the

    

           

  

  

atified flow 

r a stratified flo
e dimensions o
ows (double gl
ell as the roof 

de. The floor w
m. 

2014 

ature 
es the 
ows a 
hts of 

 (1) 

flow, 

(2) 

 (3) 

e new 

 (4) 

 (5) 

(6) 

(7) 

ow in 
of the 
lazed) 
were 

was a 



www.ccsen

 

3. Results

The math
environme
results of A
certain typ
The corres
shown in 
because it 
4 and 6 
temperatur
profiles an
these figur
variations 
predicted r
the stratifi
the stratifi
less stratif
the relativ
lower and 
properties.

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 3. V

net.org/mas 

 and Discussi

hematical mod
ent. The mathe
Awad et al. (20
pical location 
sponding expe
Figures 2 to 
can represent 
show the pre
re profiles in t
nd the experim
res in some lo
in the conditi

results ranged 
ed region at th
ied region stan
fied. The analy
e size of the c
upper of the 

. 

Figure 2.Vert

Vertical analyti

on 

del was used 
ematical resul
008). The follo
in the center o

erimental resul
7. The flow 
the stratified f

edicted temper
the chamber w

mental results o
ocations, beca
ions of experi
between (-5.5

he middle of th
nds against the
ysis has shown
chamber and t
chamber in be

tical analytical 

ical and experi

Modern

to solve the
ts show a goo
owing figures 
of the environ
lts are also plo
pattern tempe
flow character
rature profiles

were generally 
of Awad et al. 
ause the exper
iments carried
5% to 4.1%). S
he chamber wa
e flow as a bu
n that three po
emperature di
etween a strati

and experime

imental dimen

n Applied Scienc

233 

e stratified flo
od agreement 
show the math

nmental chamb
otted in the fig
erature profile
ristics in a ven
s for various 
stratified. The
(2008) are acc

rimental result
d out. The per
Shown in the F
as much larger 
uffer region be
ossible flow re
stributions as 
ified zone with

ental temperatu

nsionless tempe

ce

ow, temperatu
for flow chara
hematical vert
ber with the tw
gures as comp
es were selecte
ntilated room w

input temper
e agreement be
ceptable, altho
ts always have
centage differ
Figures 2, 4 an
than that in th

etween hot and
egimes may de
shown in the 
h high temper

ure profiles for

erature profile

ure distributio
acteristics with
tical temperatu
wo different ai
pared. The resu
ed, predicted 

with an HVAC
ratures T1 and
etween the pre
ough discrepan
e some uncert
rence between 
nd 6, the temp

he lower and u
d cold zones w
evelop as a res
figures. Two m
ature gradient 

r various air flo

es for various a

Vol. 8, No. 4;

on in a venti
h the experim

ure profiles of 
ir supply diffu
ults presented 
and represent

C system. Figur
d T2. The ve
edicted temper
ncies were foun
tainty due to s

the measured
perature gradie
upper parts, bec
where the flow
sult of variatio
mixed zones i
and different 

ow rates  

air flow rates c

2014 

ilated 
mental 

air at 
users. 
were 

tative 
res 2, 
rtical 
ature 
nd in 
slight 
d and 
ent in 
cause 

w was 
ns in 
n the 
flow 

entre  



www.ccsen

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 

 

 

 

 

 

 

 

 

 

 

 

net.org/mas 

 

Figure 4. Vert

5. Vertical ana

Figure 6. Vert

tical analytical

alytical and ex

tical analytical

Modern

l and experime

xperimental dim

l and experime

n Applied Scienc

234 

ental temperatu

mensionless te

ental temperatu

 

 

ce

ure profiles for

mperature pro

ure profiles for

r various air fl

ofiles for variou

r various air fl

Vol. 8, No. 4;

ow rates 

us air flow rate

ow rates 

2014 

es 



www.ccsenet.org/mas Modern Applied Science Vol. 8, No. 4; 2014 

235 
 

 

 

 

 

 

 

 

 

 

Figure 7. Vertical analytical and experimental dimensionless temperature profiles for various air flow rates 

Figure 6 shows the temperature distributions predicted at (T1= 32.25 oC and T2 = 36.7 oC). The agreement 
between the predicted results and measured data of [Awad et al. (2008)] is not as good as that in figures 2 and 4 
were the temperature gradients are (4.7 oC/m and 4.75 oC/m) respectively. Since the temperature gradient in 
figure 6 is (1.5 oC/m) is not efficient for the flow to stratify so it is difficult to get good agreement. The 
percentage difference between the measured and predicted results ranged between (-5% to 0%). Other results can 
be obtained by comparing the predicted observed shape of the vertical temperature profile. This is done in 

Figures 3, 5 and 7, which shows normalized vertical profiles of the temperature increase 	 with the 

normalized height  calculated for different values input temperature difference (ΔT= T2 -T1). The shape of the 

calculated profile is sensitive to the values of input temperatures difference ΔT. Higher values of input ΔT tend to 
produce large temperature gradient concentrated in the middle zone of the chamber. Lower values of ΔT tend to 
produce low temperature gradient in both the lower and upper zones. In the lower zone it is an upwards concave 
profile, while in the upper zone it is a downward concave profiles whose shape we're in agreement with the 
experimental results of Awad et al. (2008) mainly in the lower part of the chamber. Figure 3 shows that the 
predicted normalized temperature is in good agreement with the measured values at all zones of the chamber. In 
the upper zone, it is observed that the predicted values were consistently lower than the measured values, whiles 
it is at the opposite in the lower zone. Compared with the results of Awad et al. (2008), the mathematical model 
is reasonably accurate in predicting the temperature profiles in the isolated chamber. Figures 5 and 7 show the 
comparison of the model predictions for high and low temperature gradients with the experimental results Awad 
et al. (2008), Figure 5 represents the case ΔT= 4.75 oC/m and figure 7 the case ΔT= 1.5 oC/m. In the first case the 
flow has a stronger stratification. In the latter case, the stratified region is so small, the mixing above and below 
the stratified region is so high. The small temperature difference will decrease the buoyancy effect and the 
stability of the flow so the Ri, which resulted in weak stratification. In both cases, the qualitative agreement is 
excellent and the quantitative agreement is quite reasonable, and the model slightly over predicts the temperature 
gradients. 

4. Conclusions 

A mathematical model based on first principles, to predict stratified flow characteristics, such as temperature 
distribution and temperature gradient in a ventilated environment is developed. The flow is essentially of 
mechanical displacement type flow leading to stratification. There is a flow parameter, the temperature 
distribution that depends on geometry of the chamber and needs to be obtained for different cases. Comparison 
of the present analytical model with the previous works shows that the model provides favorable acceptable 
solutions for a whole range of flow parameters and ventilation scenarios. So the mathematical model is 
reasonably accurate in predicting the temperature profiles in the isolated chamber. In the light of the present 
analytical investigations, it can be concluded that additional theoretical and experimental Information is required 
for a better understanding of the complex phenomena (stratification) 
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